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Preface
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Chapter 1

Introduction

The Numerical Electromagnetic Code - Basic Scattering Code (NEC-BSC)
is a user-oriented computer code for the electromagnetic analysis of the
radiation {from antennas in the presence of complex structures at high fre-
quency. For many practical sized structures this corresponds to UHF and
above. The code can be used to predict far zone patterns of antennas in the
presence of scattering structures, to provide the EMC or coupling between
antennas in a complex environment, and to determine potential radiation
hazards. Simulation of the scattering structures is accomplished by us-
ing combinations of perfectly conducting multiple flat plates, finite elliptic
cylinders, composite cone frustums, and finite composite ellipsoids. The
code, also, has a limited finite thin dielectric slab capability. This version
of the NEC-BSC is an update to previous versions, the latest being version
2 (1,2]. |

This is version 3, and it has been specifically designed to help place
antennas on structures such as the space station which has a large number
of plate and cylinder type structures. There can be a very large number of
systems requiring antennas on such a structure. The various systems can
not all have the same prime locations, therefore, some tough choices must
be made. The number of antennas needed to avoid blockage effects of the
structure and the complexity of the antenna systems chosen can greatly
impact on the cost. Prediction codes give the antenna designer a chance
{o optimize these choices even when the actual structure is not flying yet.
The first step in the design process for a structure is to site the antennas
based on blockage effects. An obscuration code has been developed for this
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purpose that is quick and interactive [3]. The next step is to use a code
such as this to determine the best type and orientation of the antenna to
reduce multipath and antenna to antenna interference. The last step is to
test the predicted locations with measured results on scale models of the
structure or portions of the structure.

The type of analysis used in this code has been very successfully in
the past in modeling aircraft [4,5,6,7]. The aircraft code restricts that
the antennas be mounted on the curved surface of the structures. The
present solution as described in this manual has been used to model a wide
range of practical problems where the antennas are not mounted on curved
surfaces. For example, the Basic Scattering Code (BSC) has been used to
simulate the scattering from the superstructure of a ship, the body of a
truck or tank, or the fuselage, wings, and stores of an aircraft or the living
quarters of a space station using perfectly conducting plates and cylinders.
The dielectric capability [8] can be used as an isolated thin slab which
can simulate a radome or windshield, or it can be mounted on a perfectly
conducting plate in order to simulate composite material or an absorber-
coated ground plane, or as an semi-infinite half space to simulate the earth.
The thin dielectric slab modification is not complete but is meant to be
applied to practical problems in order to ascertain its usefulness as well as
its limitations. In this way the next generation BSC can incorporate and
extend the useful features of the thin dielectric slab analysis.

The analysis is based on uniform asymptotic techniques formulated in
terms of the Uniform Geometrical Theory of Diffraction (UTD) [9,10,11,12]
or sometimes referred to as the modern Geometrical Theory of Diffraction
(GTD). The UTD approach is ideal for a general high frequency study of
antennas in a complex environment in that only the most basic structural
features of an otherwise very complicated structure need to be modeled.
This is because ray optical techniques are used to determine components of
the field incident on and diffracted by the various structures. Components
of the diffracted fields are found using the UTD solutions in terms of the
individual rays which are summed with the geometrical optics terms in
the far zone of the scattering centers but they can be in the near zone of
the entire structure. The rays from a given scatterer tend to interact with
other structures causing various higher-order terms. One can trace out the
various possible combinations of rays that interact between scatterers and
determine and include only the dominant terms. Thus, one need only be



concerned with the important scattering components and neglect all other
higher-order terms. This method normally leads to accurate and efficient
computer codes that can be systematically written and tested. Complex
problems can be built up from simpler problems in manageable pieces.

The limitations associated with the computer code result mainly from
{he basic nature of the analysis. The solution is derived using the UTD
which is a high frequency approach. In terms of the scattering from plate
structures this means that each plate should have edges at least a wave-
length long. If a dielectric slab is used the source must be at least a wave-
length from the surface, and the incident field should not strike the slab
too close to grazing. In addition, each antenna element should be at least
a wavelength from all edges. In many cases, the wavelength limit can be
reduced to a quarter wavelength for engineering purposes.

Modeling small structures, antennas, and coupling between elements in
an array can be accomplished using an integral equation solution [13,14,15].
For example, the moment method can be used to analyze the currents and
impedances of an antenna. Also, a synthesis technique (16,17} could be
used to determine the array aperture distribution based on its radiation
pattern. The NEC - General Reflector Code can be used to analyze a
general reflector antenna [18,19]. This scattering code can be interfaced
with these and other methods by including the magnitude and phase of
the current weights found by these techniques. The scattering code, then
predicts the effects of the scattering environment on the performance of the
antennas for arbitrary situations.

It should be noted that the NEC-BSC is meant to complement other
design techniques such as scale model measurements. It is a fast and cost
effective means of anticipating problems at the early design stages of a
system and to optimize design parameters such as antenna placement. In
addition, it can be used at the measurement stage of development to confirm
the experimental results or to project near zone measurements into far zone
patterns when it is very difficult to obtain the necessary range to be in the
far zone of a whole structure.

A summary of the basic capabilities of the code are listed here:

e User oriented command word based input structure.

e Pattern calculations.



— Near zone source fixed or moving.
— Far zone observer.

— Near zone observer. . ' A e

Single or multiple frequencies.

e Antenna to antenna spacial coupling calculations.
— Near zone receiver fixed or moving.

e Efficient representation of antennas.

— Infinitesimal Green’s function representation.
— Six built in antenna types.
— Linear interpolation of table look up data.

— Method of Moments code or Reflector Code interface.

Multiple sided flat plates.

— Separate or joined.
— Infinite ground plane.

— Limited dielectric plate capability.

Multiple elliptic cylinders.

UTD single and multiple interactions included.

— Second order plate terms not including double diffraction.
— First order cylinder terms only.

— Presently no plate - cylinder interactions.

The differences between version 2 of this code and the version
designated version 3.0 are listed here:

o Code has been rewritten in FORTRAN 77

— While rewriting the code the main program' section was re-
structured, making future code modifications easier.



— Dimension sizes are now changed using “PARAMETER?” state-
ments.

The US’s default value is now meters.
The TO command has been split into 3 commands.

— Some of the flags from the old TO have been removed (since
their terms can now be controlled by the XT command) and the
remaining ones are now set in the TO, TC, or TP commands.

The XT command, allowing the execution of specified terms, has

been added.

— This replaces the XQ command when used. It reads from an
external file the field terms to use or not to use in the solution.

The number of pattern commands have been expanded.

— A non-integer far zone increment command, PF, has been added.

— Volumetric pattern commands (VF, VN) have been added. -
A range gate and weight command (GR) has been added.

The source and receivers can now be moved independently of each
other.

— The motion of the sources and receivers can be input separately,
allowing for moving sources and stationary receivers. This is ac-
complished using the BP command and a normal pattern com-
mand.

_ The coordinate system for the moving antennas has been
changed.

— All source types (SA, SG, SI, SM) are now allowed to move.

e New antennas have been added.

— An interpolated antenna (in the RI and SI commands).

— An annular ring of current.



— A circular distribution of constant current.
— A circular TE;; current.

— A revised SA and RA that allows for arrays of different element
types and orientations and can partially correct for the defocus-
ing that occurs when scatterers are not quite in the far zone of
the antenna. -

In addition to the above changes, the present version desig-
nated 3.1 has the following added features.

e New curved surfaces have been added.

— An multiple sectioned elliptic cone frustum uses the CC com-
mand.

— A composite ellipsoid uses the CF command.

o The command BF provides the scattered field which is the total field
minus the incident field.

¢ The command OB provides the obscuration pattern only, that is, just
an indicator of the lit and shadow regions with no field information.

This document is designed to give an overall view of the operation of
the computer code, to instruct a user in how to use it to simulate the
scattering from various complex structures, and to-show the validity of
the code by comparing various computed results against measured data
whenever available. Chapter 2 describes an overall view of the modeling
problem as it pertains to the structure and efficient antenna models. A brief
description of the organization of the code is given in Chapter 3. It gives
an overview of the input commands, how the UTD works in a qualitative
way, and hints on implementing the code on a new machine. The input
command words and their associated input parameters are given in detail
in Chapter 4. How to apply the capabilities of this input data to a practical
structure is briefly discussed in Chapter 5. This includes a clarification of
the subtle points of interpreting the input data. The representation of the
output is discussed in Chapter 6. Various sample problems are presented in
Chapter 7 to illustrate the operation, versatility, and validity of the code.
Chapter 8 details the use of the code for a practical design problem. In this



case, it is the placement of antennas on a space station configuration. The
procedure is validated by comparing with measurements.

The appendices provided give some specific information pertaining to
the computer code. Appendix A shows how to change the number of struc-
tural elements that can be used in the code. The logical unit numbers used
for input and output are given in Appendix B. Hints on VAX computer
installation and operation are in Appendix C. A discussion of a plotting
code for the results is given in Appendix D. The geometry plotting code
that reads and plots the information in the input sets is discussed in Ap-
pendix E.






Chapter 2

Definition Of The Model

The modern Geometrical Theory of Diffraction is a very powerful tool for
the analysis of problems concerning pattern distorting effects, coupling be-
{ween antennas, and radiation hazard predictions. Its power lies in the’
ability to systematically construct practical models to simulate complex
geometrical situations. The construction of the models are based on piec-
ing together the canonical solutions for such problems as diffraction from a
straight or curved wedge, vertex, and/or curved surface. The mathemati-
cal formulations are very amenable to numerical calculations and follow an
intuitively satisfying geometrical interpretation. Specific problems can be
modeled in detail if methods can be found to calculate all of the various
ray paths and other geometrical parameters. In addition, other types of
solutions, such as moment methods, can be interfaced with the UTD when
these solutions present a more efficient or accurate means of obtaining a
result.

The construction of a general purpose user - oriented solution, that can
quickly and efficiently provide answers for a practicing antenna designer, re-
lies on the ability of UTD to model complex shapes by simpler shapes. This
discussion is intended to give insight into how to use arbitrarily oriented
multiple sided flat plates, finite dielectric slabs, and analytically defined
curved surfaces to model quite general problems. It also discusses how to
model practical antennas as efficiently as possible in terms of this UTD
solution. This type of user - oriented code allows an antenna designer,
who has a minimum working knowledge of the UTD, to piece together a
practical model to a problem in a short amount of time.

9
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2.1 Modeling The Structure

In many practical UTD modeling situations, two basic types structures can
be used to form an approximation to a real scattering shape, that is, multi-
sided flat plates and finite elliptic curved surfaces such as cylinders, cone
frustums, and ellipsoids. A set of flat plates each having an arbitrary num-
ber of edges can be used to model most shapes that have a-slowly varying
radius of curvature. For example, flat structures such as a ship’s deck struc-
tures and yard arms, or satellite shapes, buildings or vehicle bodies can be
modeled using multiple flat plates. In addition, an aircraft wing can be
effectively approximated by such a flat plate for antenna pattern distortion
problems as verified by numerous aircraft modeling comparisons. Even the
fuselage of some high speed aircraft can be modeled by flat plates, since
they are often very flat in nature.

The arbitrary sided plate is defined by specifying its corner points in a
cartesian coordinate system. It is assumed that the points can be defined
accurately enough in a three dimensional coordinate system so that all
of the corners lie in the same plane. If this is difficult to accomplish for a
given geometry, it is always possible to define the corners of the plate in two
dimensions and then rotate and translate the plate into its proper position
in the three dimensional configuration. The plates can be attached together
in two ways. A pair of corners of one plate can be defined identically the
same as a pair of corners of another plate. This union between the two
plates forms a wedge with a wedge angle defined by the angle between the
two plates based on the direction of incoming illumination. In the case of
a box shape the wedge angle should be defined as the angle formed on the
interior side of the box, since the outside of the wedge must be illuminated.
Another convenient means of joining two plates, is by attaching one plate
into the middle of another plate. This can be accomplished by defining the
corners of one plate slightly within the plane of another plate. The wedge
angle is defined in a similar way as discussed above. By defining a series of
these isolated plates, a quite general structure can be formed.

A limited dielectric plate capability can be used to approximately model
such structures as glass windows, absorbing panels, dielectric coated plates,
or an earth model. In the case of finite flat plates, multiple layered dielec-
tric plates can be defined by giving the number of layers along with their
thickness, relative permittivity, permeability and their loss tangents. They
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can be all dielectric or be backed by a metal plate. The infinite ground
plane is only a single homogeneous half space. The dielectric layers must
be thin, that is, they can only support one mode of the fields. The solution
does not at present contain the surface waves, so the antennas can not be
placed close to the surface. In addition, it assumed that any given ray path
will only be allowed to propagate through one opaque plate. This restricts
“the complexity of the structures that can be modeled using the opaque
dielectric plates.

If the structure to be modeled has a substantial radius of curvature, the
flat plate model is inadequate. A finite elliptic cylinder, multiple sectioned
elliptic cone frustum and composite ellipsoid are include in the code for
these cases. For example, they can be used to model the masts, smoke
stacks or hull of a ship; or a portion of a fuselage of some types of aircraft
and their engines and stores. These curved surfaces are defined by the
location of their origin in the general model coordinate system, along with
their orientation and the direction of their major and minor axes. Within
this coordinate system, the major and minor radii are defined. For the
elliptic cylinder, the positions of the end caps are defined by their location
along the cylinder axis. The tilt of each end cap is defined by the angle
the surface of the end cap makes with the cylinder axis. This cylinder
model breaks down for general doubly curved surfaces. The cone frustum
structure is defined by the location of its rim junctions. The ellipticity
of each section must remain the same for now. The ellipsoid can have a
different radii of curvature along the positive and negative z-axis. It can-
be truncated like the cylinder except no tilt is allowed at the present time.

The general rule for defining the plates and curved surfaces is based on
how the antenna illuminates the structure. The model should be defined
most accurately in the area which is illuminated the strongest by the an-
tenna. In the case of narrow beam antennas, this means that the model
needs to be defined most accurately in the direction of the main beam.
In the case of broader beamed antennas, the part of the model closest to
the antenna should be emphasized. Also, as stated above, the parts of the
model in the direction of the pattern cut desired should be given entire
consideration when the model is defined. This means that more than one
model may be needed to completely define the actual structure when more
than one pattern cut is desired.

The limitations associated with this solution results from the basic na-
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ture of the analysis. The solution is derived using the UTD which is a
high frequency approach. In terms of the scattering from plate structures
this means that each plate should have edges at least a wavelength long.
In terms of the curved surfaces their major and minor radii and length
should be at least a wavelength in extent. In addition, each antenna ele-
ment should be at least a wavelength from all edges. The antenna elements,
however, can be on the surface of the perfectly conducting flat plates. In
many cases, the wavelength limit can be reduced to a quarter wavelength
for engineering purposes. Modeling small structures can be better accom-
plished using an integral equation solution and interfacing the result with
the UTD solution. The upper limit on the frequency is dictated by the
fine structural details that can be modeled by the basic scattering shapes
available. .

The antenna can not be mounted on the curved surface using this par-
ticular code. If an antenna mounted on a curved surface is desired, then
the UTD curved surface radiation solution must be used. If a far zone
backscatter or bistatic scattering result is desired, this code is also inade-
quate. The higher order terms that are necessary to accurately compute
the RCS of even a simple structure such as a flat plate are not included in
the present code. In addition, the curved surface models and knife edged
plate structures are not good enough for modeling shapes such as an actual
aircraft when a plane wave is washing across the entire structure. With
this in mind the user can expect the result to be reasonably accurate for
the first 30(?) dB of the pattern using this code. The modern GTD is
applicable for modeling general shapes with a greater degree of accuracy
over the pattern, however, alternative coding is necessary.

The number of edges, plates, and antennas in a given model is only
limited by the size of the area reserved to store the information. In practice,
however, the number of plates used in the model is limited by the number of
UTD interactions that are included in the solution. This will be discussed
in more detail in a following chapter. '

2.2 Modeling The Antennas

The general purpose solution discussed here can be used with a wide range
of antennas. It is basically a Green’s function type solution; that is, the
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solution has been developed for infinitely small current elements. If the cur-
rent distribution of the antenna is known, such as from a moment method
analysis [14,15], a synthesis scheme [16,17], or other means, the field from
the various weighted current segments can be summed to give the total
field [20]. If the scattering centers are in the far zone of the antenna as a
whole, the antenna can be represented by its pattern factor or in the case of
an array of antennas by its array factor [21]. This can save a large amount
of computation time by eliminating multiple calculations for each infinites-
imal current element. It is also possible to interface the NEC - General
Reflector Code’s aperture patches to the source elements used here [18,19].
The source type is specified by a non zero integer corresponding to
the type of pattern factor desired. A negative integer corresponds to an
electric source type and a positive integer corresponds to a magnetic source
type through duality. There are six different types of sources presently
implemented. Three are rectangular distributions of current and three are
circular distributions. For the first three source types, the general form of
the transmitted electric field is given by
—jkr

€

E = jZ,I.kh

drrr

where

Iml; = élw]m sinOF,(O,(ﬁ)Fz(e)Fa(O, ¢)

for an electric source type. The electric source weights are assumed to be in
peak values of amperes (I,,) for w =0 and amperes/meter (J,,) for w # 0.
From duality a magnetic type source is given by ' '
“e——jkr

E = —jKn.kh
4nr

where

K. h = ¢plwM,, sin 0F,(8,9)F.(8)F.(0,9¢).

The magnetic source weights are assumed to be in peak values of volts (Kom)
for v = 0 and volts/meter (M,,) for w # 0. Note that the relationship
K,, = Z,1I,, is a useful one when trying to use both types of sources in the
code and the amplitudes need to be matched. The electric source type will
be emphasized here, but the details apply equally for a magnetic source
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type. For a line source w — 0; therefore, wJ,, — I,, and F.(8,¢) = 1. For
an aperture source, with the aperture in the & — z plane

sin (;kw cos ¢ sin (9) -

%kw cos ¢sinf

F.(6,¢) =

The equation for F,(f) depends on the source type chosen. If the current
distribution is given by

L(Z) = I.,-1/2 <z <1/2

then
sin( 3kl cos 6)
1klcosd _
If the current distribution is of the standard piecewise sinusoid type, that
is,

Fz(e) =

N sin [k (;l - lz'l)]
Iz(z ) = Im : sul(gkl)"” y *—l/2 S Zl S 1/2,
then
cos (%klcos 0) — cos (%kl)

F.(0) =
?) Lkl sin (}k1) sin’ 0

If the current distribution is of the standard T Ey; mode type (cavity backed
slot) given by '
I(2") = L cos(2' /1), -1/2 < 2' < 1/2

then

21 cos (%klcos 9)
72 — (klcos 8)?

The last three element types are for circular distributions of current.
For these types the currents are assumed to lie in the x — y plane. The
equations for E are of the same form as before but with new definitions for

-

the I, (electric currents) and K,,h (magnetic currents), where

L.k = ma’J,. [Fi(8,8)0 — F.(6,4)8] Fa(6, )

F.(8) =

and

|

Kk = ma’ M, [F.(6,8)0 + Fi(0,8)9] F.(6,9) -
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The first element is an annular ring of 6 directed current, with a being the
inner radius and b the outer. The form of the current is:

where p is the radial position in the =z — y plane. The resulting factor is
then

F.(0) = 25 Jo(kasinb) — Jo(kbsin 8)
"7 a?ln(b/a) k sin

and

- Fi(6,4) =0

where J; signifies the Bessel Function of order i. The second type is a

constant # directed current over a circle of radius a. The current is of the
form:

J=J.i

with the resulting pattern factors:

. k
Fi(8,4) = _zmsgcowfl_(_‘ii‘ﬂf’_)
_ ka sin
and Tk 0)
1(kasin
F,(0,¢) = —2sin¢ - rasinf

The last element type is a TE;; type of distribution over a circle of radius
a. The currents are defined by:

T = I [Jo(ph1p) — €05 26T5(p11p)E — sin 2¢J2(p11p)d] -
The resulting pattern factors are:

0P11J1(P11)J (kasm 0)

F,(6,¢) = —4cos ¢ cos 2 (kasin )2
5

and

J1(p4) 1 (kasin 6)

F.(0 = —4si
(6,0) = —asing” g

where p!, is the first root of J;.
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Any other type of pattern factor can be added but these represent a
very useful set for many applications.

The array pattern factor, F,(0,#), is particularly useful for simulating
the pattern of a large number of closely spaced array elements or antenna
segments. If a group of N elements are arrayed together the array pattern
factor is given by ’

N
Fo(0,4) = 3 L,e™™™ "

n=1
where &, is the relative position of the nth array element, 1, is its relative
current weight, and r is the direction of propagation.

There are three options that can be used to customize this array factor

term. The first is the choice of adding the next order phase term to the
exponential in the F, sum. The resulting factor would be:

N
-Fa(9,¢) = Z Inejk(f-i;‘n'_’_51_;((;.5")2_',2))

n=1

where r is the distance to the scattering center or field point. This added
term allows the array factor term to be used for arrays that have scattering
centers that are far away but aren’t quite in the far zone. This is an
approximation and may not be completely accurate (the shadowing may
be incorrect), so it should be used with caution. In cases where this can
be used though, the savings in run time are immense. The other two
options allow the user the choice of selecting the element typés and sizes and
element orientations individually or setting them once for the entire array.
This allows complex antennas to be modeled using the more efficient array
factor. It is especially useful for arrays of circularly polarized elements. The .
grouping of the elements in an array factor greatly increases the efficiency
of the code since the summing of the elements is dorne in a very tight loop
and should be used where ever possible.

The code is able to define a range of frequencies to be calculated for a
given pattern location. It is assumed that the current distribution for the
antenna is correctly defined over the frequency range. Also, the code does
not add the effect of the change in antenna impedance over the frequencies
considered. These effects must be added external to the code.

In the NEC-BSC there must always be a source defined. The code can be
used to provide the pattern distortion effects of the source in the presence of
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a scattering structure. Often times in antenna design, absolute magnitude
of the fields are not important. It is only necessary to see how the pattern
is perturbed from the ideal pattern or from the free space pattern of the
source. The NEC-BSC can also be used to obtained absolute magnitudes,
however. In the far zone the code provides the radiation intensity of the
total fields. The radiation intensity is defined by

U = R|E|’/(2Z.)

where R is the far zone distance, E is the total electric field, and Z, is the
impedance of free space. If directive gain or power gain is desired, it is
necessary to normalize the radiation intensity by the power radiated of the
antenna. The NEC-BSC does not know this value by itself. This value must
be supplied by the user to the code. The power radiated can be obtained
by integrating the radiation intensity over the far zone radiation sphere.
This can be a costly computation in terms of computer time but it has the
advantage that the fields in the presence of the accompanying structures
can be used. This value can also be obtained from a moment method code,
where in practice its often only necessary to obtain the power radiated for
the antenna in free space or over a ground plane not in situ. The gain is
given by

G = 4nU/ P,

where if P, is the power radiated the directive gain is obtained, and if P, is
the power input the power gain is obtained. In the near zone, the directive
or power gain of the antenna does not have a clear meaning. In this case
the power density found from the Poynting vector is of some interest. The
power density is given by

P=1/2E x H*

where the H* is the conjugate value of the total magnetic field. The total
magnetic field is obtained by summing the individual UTD magnetic fields
by using

ﬁn = Rn X Ert/zo

where the subscript “n” refers to the nth term, that is the field associated
with a single ray path. The real part of the Poynting vector can be inter-
preted as the average power flow per square meter. The imaginary part of
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the Poynting vector can be interpreted as the average reactive power per
square meter. In general, this interpretation is correct. These values may
be useful in radiation hazard estimates. Also, they can be used in analyzing
quasi far zone patterns, where the antenna is in the far zone of the observer
but the scattering structure may not be.

2.3 Receivers And Coupling

- The receiving elements are represented by the same pattern factors de-
scribed above for the source elements, that is, by their vector effective
heights, h. The expressions for the various models of receiving antennas
are given in the previous section. It is not necessary to define an antenna in
the NEC-BSC unless the coupling between two antennas is desired. If more
than one receiver is present the code will sum the effects of the antennas
based on their weights. This means that the effects of the transmission
lines connecting the antennas to the load must be determined external to
the code and transformed into weighting effects. A further restriction, at
present, is that the receiving elements can not be placed on a plate.

The receiving antennas’ locations are slaved to its near zone pattern
trace location. The various receivers can be specified in relation to one
another in their coordinate system. This has been done to allow the code
to represent measurement situations where the transmitter and receiver .
can both be modeled. It, also, allows the antenna designer to place the
antennas at various locations along a line of candidate sites to find an
optimum location. Either a spherical patiern trace or a linear trace can be
defined. When a spherical pattern trace is defined the orientation of the
receiver is changed in such a way as to follow the spherical coordinate vector
directions (¢ and ¢) as would be the case in an experimental situation. In a
similar way the source antennas can be moved independently as is described
later.

The coupling between two systems of antennas is found by superimpos-
ing all of the individual terms given by

C’Vnp = Ini;n : Ep

where I, is the weight of the nth receiver element, I:,, is the effective height
of that element and E, is the electric field from the pth ray path between
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antennas. Note that for a magnetic source
g = Knhn - Ey/Z,

because K, is the input and K, = Z,I,,. The total coupling can be given
by
C't = ImVoc

where this represents the reaction between a receiving system with weight
I,. which has a open circuit voltage V,. produced at its terminals from the
source antenna system.

The reaction between the two antenna systems can be normalized to
give results in more meaningful terms to the antenna designer. The NEC-
BSC has three possible normalization options. The first option represents
the coupling in terms of the mutual impedance between the two antennas.
The mutual impedance is given by

ImVoc
111122

Z12 =

where values I;; and I, are the transmitter and receiver terminal currents.
The next option will represent the results in terms of a modified Frii’s
transmission method, which gives the power out over power in between the
two antennas. The modified Frii’s transmission result is given by

2

P, |3EmVee [ R.R; ]
Pi B PrtPTr tZ,. +ZL|2

where P, is the power radiated by the transmitter and P,, is the power
radiated by the receiver as if it were acting as a transmitter. The radi-
- ation impedance and the load impedances are assumed to be conjugately
matched so that the quantity in the large bracket above goes to a factor
of one fourth. The last coupling option is to define the coupling in terms
of the Linville method, which is the maximum coupling gain between the
two antennas. The Linville coupling is found by first finding the mutual
impedance between the antennas as given above and then use it to find the
maximum coupling gain where '

121,

L =
2Re(Zy1)Re(Z22) — Re(Z},)
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L

The terminal current is I;; and I, and terminal impedance is Z;; and Z»,.

In the case of the NEC-BSC, the modified Frii’s Transmission formula
and the Linville method of defining the coupling give essentially the same
results as the distance between the two antennas is increased. The results
are slightly different if the two antennas are within about a wavelength.
It should be noted that if the transmitting and receiving antenna is ap-
proaching a half a wavelength from one another it is not anticipated that
the NEC-BSC will give very accurate answers for the coupling between the
two antennas. This is because the NEC-BSC assumes that the current from
one antenna does not modified the other one. This will not be the case if
they are very close together. Further details of the representation of the
fields and coupling are given in the output discussion in Chapter 6 and
examples are given in Chapter 7. '

As mentioned, it is possible to do RCS type calculations using the NEC-
BSC. This is accomplished by defining a source and receiver that are en-
slaved to the pattern cut coordinate system. The results will be output
then as a coupling type answer between the transmitting and receiving an-
tennas. In most cases, it is desirable to have the RCS results normalized
with respect to a square meter. This can be accomplished by replacing -
the scattering object with a sphere, redoing the calculations, than normal-
izing the desired result relative to the know geometrical optics result for
the sphere. An alternative method is to use the following approximation
derived by using the using the sphere result in the coupling equations. The

modified Frii’s formula is set equal to the radar cross section equation given
by

A, = 4rR? l—}i‘ |~2.

|E*?

An equivalent power radiated can be defined for the transmitter and receiver
given by _

P ZOUwJFmamlz.
i 16/mAR?
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for a electric antenna type and

r_ .l,lf‘“METe_?_lz_
r T 2,16 /TAR?

for a magnetic antenna type, where Froq refers to the maximum value of
the antenna’s pattern factor in the direction to the scattering object and R
is the distance from the antenna to the center of rotation. Assuming that
the antennas are directed with their maximum pattern factor at the center
of the object F,q. can be given as follows:

1, for type 1

1—cos(kl/2
Fre = (-kms—iﬁmél—}z—), for type 2
2/m, for type 3

When using these equations, it is necessary that the units of all the length
parameters be in meters. It should, also, be noted that these expressions do
not give the proper dimensionality of power, but it is merely a convenience
so that the final result is scaled properly.
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Chapter 3

Principle Of Operation

3.1 Overview

The NEC - Basic Scattering Code is designed to be a user oriented computer
code. The necessary data to describe a problem can be input and the
resulting answers can be obtained with a minimum amount of knowledge
by the user on how the code operates. As with most codes, however, it is
necessary to have at least a basic knowledge of the key points in order to be
able to intelligently use it and interpret its results. This section is designed
to give just a brief description of the code for this purpose.

The NEC - BSC is constructed in a systematic way, such that the various
operations of the code are set up in modular sections. The block diagram
shown below, in Table 3.1, illustrates the major divisions of the main pro-
gram. The first part of the main program is the input section where the
geometry of the problem is defined. The next part makes any necessary
conversions to the geometry, and defines the geometry fixed parameters
that are needed later. The third part computes the fields associated with
the individual mechanisms and superimposes the results. The last part of
the main program outputs the resulting data either by numerical values on
a printing device or in a form suitable for plotting the results.

23
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| Initialize Data |
|

l Read Commands !

[ Define Fixed Geometry |
Loop Through
Volumetric Angles

|
Loop Through
UTD Terms
|
Loop Through
Fixed Sources
"Deﬁne Geometry Boun'dsJ
|
{Loop Through
| Pattern Cuts
Loop Through
Moving Soyrces
R
| Loop Through
| Receivers
u _
iLoop Through;
| Frequencies |
SR
{Calculate Fields]
o
lSum Field Component‘sj
|
End of'Loops]
[Output ResultsJ

Return for
More Commands

Table 3.1: Block Diagram of Main Program.
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3.2 Input Section

The definition of the input data and the interpretation of the resulting
output is of most importance to the user. The input section of the code is
based on a command word system. The specific details of each command
is given in Chapter 4. This description is intended to give an overview
of the various commands and how they fit together. Hints and kinks on
interpreting the input data for particular situations are given in Chapter 5.

The command word system used in this code is designed to make the
definition of a given problem as easy as possible. Only the information
necessary for the particular problem under consideration needs to be input
in a given data set. The main program first initializes the input set using
a list of default data defined at the beginning of the code. This list can be
changed to fit the specific needs of the user. If input information that is
frequently used is properly defined in the default list it need not be repeated
in the input data set. The input data sets are read from a disk file or card
device on logical unit TUI which is normally #5. (See Appendix B.) It is
recommended that the information be written into a file using an editor
and then that file can be assigned to the logical unit IUL The data is read
in free format to make it convenient to create the input sets on computer
terminals, that is, the data need not be spaced in a specific way, it need
only be separated by commas. To illustrate this, example data sets with
their corresponding results are given in Chapter 7. The code, also, echoes
‘back information concerning how the code has interpreted the individual
commands as they are being processed. This is convenient when debugging
input set syntax errors, since the code flags the errors right at the time that
command is working on the specific input. This and all other numerical
data is output on logical unit IUO which is normally #6.

The commands themselves can be grouped into four broad classifica-
tions. These are the geometry definition commands, the pattern .control
commands, the program control commands, and the output commands.
The geometry definition commands form the largest group, with subgroups
that define the units UN, US, and UF; definition coordinate systems RT;
structure definitions for plates PG, infinite ground planes GP, and cylin-
ders CG, elliptic cone frustums CC, and composite ellipsoids CF. Antenna
information for single sources is accomplished using SG, for arrayed sources
using SA, for method of moments files using SM, and for interpolated pat-
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tern sources using SI. Similarly receivers have the corresponding commands
RG, RA, RM, and RI. Resetting of and individual structure information
can be accomplished using NP, NG, NC, NS, and NR.

The pattern control commands allow the user to chose the frequency
either fixed FR or swept FM. Single pattern cuts can be defined in the
far zone PF or PD; or near zone PN. Volumetric pattern cuts can also
be defined in the far zone VF or VD; or near zone VN. A command that
allows movement of the source as well as receiver with the pattern cut is
BP with a reset command of NM. ’

The program control commands tell the code when to execute the given
data set XQ, initialize a new problem set NX, or end the code EN. Def-
inition of any special considerations such as limiting the number of mech-
anisins used XT, listing the value of the individual terms TO, specifying
a particular type of theory TP for a plate or TC for a curved surface can
be accomplished. In addition, a shadow only command can be specified for
shadow maps on the volumetric far zone sphere using OB. Also, the BF
coimmand will provide the scattered field, which are the total field minus
the incident field everywhere, instead of the total field. _

The output commands allow the input echo print out to include com-
ments CM and/or CE; determine whether a line printer listing is given LP
or a plotter data set is written PP or VP. The data can be normalized for
far zone distances RID; or normalized so that it represents directive gain,
power gain, absolute antenna coupling numbers, or radar cross section PR.
A listing of the commands are given in Tables 3.2 and 3.3.

As the geometry is being defined the input values are being converted
from the given definition coordinate systems and units to a fixed reference
coordinate system expressed in meters. These new values are echoed back
with the original input values in the command output. This allows the code
to compute all the fields in a consistent frame of reference. The default unit
is meters for all lengths. In addition, the default frequency is 2.9979 GHz
so that if the frequency and units commands are left out of the input set,
the default for all the dimensions in the data set is wavelengths. All angles
are assumed to be given in degrees.

There is no preferred order for the commands. The plates, curved sur-
faces, sources and receivers can be placed at the most convenient location
in the input set. The code automatically counts up and keeps tracks of the
number of these structures. If the number of structures specified exceeds
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1 "LOCATI-O}}N“I—] |

BP pattern movement control pg 48 |
BF scattered field option pg 47
CC cone frustum geometry pg 50
CE last or only comment pg 62
CF ellipsoid geometry pg 54
Kelel | cylinder geometry pg 58
cM | comment card | pg62
EN end execution | pg 62
M swept frequencies pg 63
' FR frequency pg 64
GP infinite ground plane pg 65
GR range gate and weight pg 67
LP line prmter output - ;pg 69
| NC next set of cylinders | pg 70 :
| NG no ground plane pg 70
'NM no pattern movement pg 70
NP next set of plates pg 70
NR next set of receivers pg 70
NS next set of sources pg 71
NX ‘next problem Pg 1 -
OB | shadowing only option pg 72
i PD far zone pattern cut pg 73
i PF far zone cut (non integer) | pg 77
i PG plate geometry pg 79
PN near zone pattern cut pg 83
PP - plotter output 1 Pg 88
PR - gain or couphng factors | pg 914 n

Table 3.2: Table of command words (also see Table 3.3).
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- || COMMAND [ DEFINITION | LOCATION |
RA | receiver array geometry pg 95 B
RD far zone range | pg 101
RG receiver geometry pg 102
R1 interpolated receiver pg 106
RM NEC-MOM receiver input | pg 110
RT rotate-translate geometry | pg 112
SA source array geometry pg 115
SG ‘source geometry | pg 120

Sl interpolated source | pg 126
SM NEC-MOM source input | pg 131
TC cylinder test options pg 134

t TO output test options pg 135
TP plate test options pg 138
UF mode! scale factor pg 139
UN units of geometry _ “p_g 140
Us units of source size | pg 141

'VD volumetric cut (integer) pg 142

' VF volumetric far zone cut pg 144
VN volumetric near zone cut | pg 147
VP volumetric plotter output | pg 151
XQ | execute code pg 154
XT | execute with term file | pg 154

Table 3.3: Table of command words continued from Table 3.2.
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the dimensions set aside for the storage of the information for that type
of structure the code will flag the error and stop. The user can increase
the dimensions as needed. (See Appendix A.) As the structures are being
defined, it should be noted that once a rotated and/or translated input
coordinate system is defined the input data will be referred to that system
for all subsequent inputs until it is changed.

The pattern coordinate systems are not affected by the rotate - trans-
late command. It has been assumed that the pattern coordinate system
corresponds to the act of placing a model on a measurement pedestal or
similar thought experiment. This means it will be used in a manner in-
dependent to the way the model was originally defined. The default is for
the source to remain fixed and the observer to move. A source has to al-
ways be specified, however, a receiver does not. The movement of source
or receiver is changed by using the BP command number of interest and
then specifying one of the pattern movement commands. Whichever type
of movement that is in effect will stay that way until it is change using BP
or it is reset using NM.

3.3 Geometry Fixed Bounds

Once the necessary information to describe a problem is input into the
code, the program analyzes the data and puts it into the correct form
so that the electric and magnetic fields, or coupling information can be
calculated. This includes reorganizing some of the data, and defining the
fixed geometry bounds where applicable. The fixed geometry bounds are
stored in arrays for later use. By calculating many of these parameters at
the onset the algorithms are speeded up later on when the individual fields
are being computed as a function of the observation point. Of course, all
of these operations and the ones that follow are done opaque to the user.

3.4 Field Computations

The scattering code computes the fields for each individual source in suc-
cession. Each UTD scattered field type is broken up into a separate sub-
routine. The code is structured so that all of one type of scattered field
is computed at one time for the complete pattern cut so that the amount
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of core swapping is minimized thereby reducing overlaying and increasing
efficiency. This also is an important feature that allows the code to be used
on small computers that are not large enough to accept the entire code at
one time. The code can be broken into smaller overlay segments which will
individually fit in the machine. The results are, then, superimposed in the
main program as the various segments are executed.

The field computation can be viewed as comprised of different classes
of UTD terms. The first class contains the incident field, that is the direct
field from the source to the observation point. The second class contains
the major scattered fields associated with the individual flat plates and the
interactions between the different plates. These include the singly reflected
fields, doubly reflected fields, the singly diffracted fields, the reflected -
diffracted fields, and the diffracted - reflected fields. The diffracted fields
include the normal diffracted fields as well as slope diffraction, a heuristic
corner diffracted field and a slope - corner diffracted field. The double
diffracted fields are not included at present, but a warning is provided
wherever this field component might be important. This is usually only a
small angular section of space. This field may be included later whenever
time and effort permit.

The third class contains the major scattered fields associated with the
curved surfaces. This includes the uniformly reflected field, the uniformly
diffracted fields, the reflected fields from the end caps, and the diffracted
fields from the end cap rims. Only the creeping waves for the elliptic
cylinders are present in this version of the code. Also, the diffracted field
from the end cap rim is not at present corrected in the pseudo caustic
regions. This is only important in small angular regions in space and is
not deemed appropriate to be included at the present time. An equivalent
current method could be used for this small region but it is rather time
consuming to use for the benefits derived from it for such a general code as
this. '

Other classes of terms can be important in various situations. For in-
stance, the interaction terms between the curved surfaces or the terms
between curved surfaces and plates can be important in many instances.
The terms that are presently included have been chosen because of appli-
cation consideration along with time and budget constraints. Others will
be added in the future.

The subroutines for each of the scattered field components are all struc-
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tured in the same basic way. First, the ray path is traced backward from
the chosen observation direction to a particular scatterer and subsequently
to the source using either the laws of reflection or diffraction. Each ray
path, assuming one is possible, is then checked to see if it is shadowed by
any structure along the complete ray path. If it is shadowed the field is not
computed and the code proceeds to the next scatterer or observation direc-
tion. If the path is not interrupted the scattered field is computed using the
appropriate UTD solutions. The fields are then superimposed in the main
program. This shadowing process is often speeded up by making various
decisions based on bounds associated with the geometry of the structure.
This type of knowledge is used wherever possible.

The shadowing of rays is a very important part of the scattering code.
It is obvious that this approach should lead to various discontinuities in the
resulting pattern. However, the UTD diffraction coeflicients are designed
to smooth out the discontinuities in the fields such that a continuous field
is obtained. When a scattered field is not included in the result a so-
called glitch or jump will appear in the pattern; therefore, the absence of
a shadowed field is apparent. This can be used to advantage in analyzing
complicated problems. Obviously in a complex problem not all the possible
scattered fields can be included. In the UTD scattering code the importance
of the neglected terms are determined by the size of these glitches or jumps
in the pattern trace. If the glitches are small no additional terms are
needed for a good engineering solution. In any case the user has a gauge
with which he can examine the accuracy of the results and is not falsely
led into believing a result is correct when in fact there could be an error.
The examples in Chapter 7 illustrate these points and confirm the validity
of the solution.

In order to illustrate the above points, the fields due to individual mech-
anisms can be plotted out separately. The geometry used for this example
is shown in Figure 3.1. It is composed of a corner reflector type shape and
a finite circular cylinder. The pattern cut is taken in a plane normal to the
cylinder axis. The radiation patterns are shown plotted from 20 to -20 dB
which represent the radiation intensity for fields produced by the source
used. The patterns can be compared directly with one another.

The direct source field’s ray paths are illustrated in Figure 3.2 and the
resulting field plot is shown in Figure 3.3. Note in these figures that the
scattering objects shadow the fields when they get in between the ray path
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from the scattering center to the observation point. In this case, the direct
field, which normally has an omnidirectional pattern, has two holes created
by the plates and the cylinder blocking the path from the source to the
observer. Figure 3.4 illustrates the first order plate terms, that is, the fields
that reflect once off of the plate surfaces and then diffract once off of the -
plate edges. The sum of the reflected fields from the two plates is shown in
Figure 3.5. The sum of all the diffracted fields from all the edges is shown
in Figure 3.6. Note that the shadowing effects of the cylinder are some
what hidden here, because when one edge is being shadowed another edge
is not. All of the above terms are first order terms since they only react at
most once with a scattering body. .

The first order terms associated with the cylinder are shown next. The
fields reflected and diffracted by the curved surface of the cylinder is illus-
trated in Figure 3.7. The resultant field uniformly reflected is shown in
Figure 3.8 and the field uniformly diffracted is shown in Figure 3.9. Some
of the ray paths associated with the diffractions from the rim of the end
caps are illustrated in Figure 3.10. The sum of the end cap diffracted fields
are shown in Figure 3.11. The fields in this case are small because the
pattern cut does not cross any shadow boundaries due to the end cap rims.
Note also, that the reflected field from the end cap are not present for this
particular situation. Figure 3.12 illustrates a case where end cap reflections
would exist. .

Second order mechanisms occur for a plate when a ray interacts twice
with the scattering objects. Figure 3.13 illustrates this for the double re-
flected field between two plates. The resulting pattern for all the double
reflected fields for this configuration is shown in Figure 3.14. The field re-
flected by one plate then diffracted by another is illustrated in Figure 3.15,
with the resulting field plot shown in Figure 3.16. The field diffracted by an
edge of a plate then reflected by another plate is illustrated in Figure 3.17.
The fields due to this mechanism are shown in Figure 3.18.

Second order terms can also occur between the plates and cylinders.
They are not included in this version are the present time. Version 1 of the
code had some preliminary results for these mechanisms. It is obvious from
the configuration that some of these fields will play a roll in this pattern.
Some of the discontinuities in the total pattern are due to the fact that
these terms are missing.

Note that the fields for the second order mechanism, in general, tend



33

— (
2N
sobnce JL\/ | soeee

TOP VIEW SIDE VIEW

Figure 3.1: Illustration of source and scattering objects.

to become smaller in amplitude than the first order fields. When they do
become somewhat large, they tend to only do so for small angular regions
of the patterns. It is reasonable to expect that the third order mechanisms
will be even smaller and more narrow in extent. For this reason, it would
seem that second order mechanisms are sufficient in most cases.

The total pattern is obtained by summing the field components for the
mechanisms mentioned. The total field pattern is shown in Figure 3.19.
The resulting plot does have some discontinuities, however, they are rather
small. This would tend to indicate the premise mentioned above is valid,
that is, in general second order terms are sufficient to obtain a good en-
gineering answer. Higher order terms can also be computed, which will
in some cases improve the accuracy of the field computations. Generally,
it is found that such terms are more difficult and costly to compute and
therefore should only be done when absolutely necessary for a particular
problem.

3.5 Output Section

The results of the code can be output on a printer or plotter device. The
numerical results are output on logical unit ITUO which is normally #6
when the LP command is set true or the default list automatically sets
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SOURCE

Figure 3.2: Source field ray path:. Figure 3.3: Source ﬁeld..

SOURCE

Figure 3.4: Illustration of first order plate ray paths.
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Figure 3.8: First order uniformly re-  Figure 3.9: First order umiforuily
flected field from the cylinder curved  diffracted fields from the cylinder
surface. rurved surface.

SOURCE

~—

Figure 3.10: Ray paths for end cap Figure 3.11: Fields due to end cap
diffracted fields. diffraction.
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SOURCE

o

d cap reflected fields.

Figure 3.12: Illustration of ray paths for en

Figure 3.14: Fields due to double re

Figure 3.13: Ray path for plate dou-
flected plate rays.

ble reflected fields.
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SOURCE

Fig11re:3_1,5; Ray paths.fbr plate re- Figure 3.16: Fields resulting froms
flection - diffraction. plate reflection - diffraction.

SOURCE

Figure 3.17: Illustration of plate Figure 3.18: Fields due to plate
diffracted - reflected ray paths. diffraction - reflection mechanisn.
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Figure 3.19: Total field of UTD terms used to calculate the source in the
presence of the scattering bodies.

it true. The results are output in a form corresponding to the way the
problem is defined. A complete break down of the output forms for the
different possibilities is detailed in Chapter 6. Sample listing of some of
these cases are shown in various examples in Chapter 7. For example, if
a far zone pattern problem is being studied where the PF command has
been used, the resulting output given will be the magnitude, phase, and
dB values of the theta and phi components of the electric field given in the
pattern coordinate reference frame as a function of the angles theta and
phi or the frequency if the FM command is used. The electric field is given
in volts/unit unless the far zone range is defined using the RD command
in which case the result is given in volts/meter. The dB value of the field
is given in terms of the radiation intensity unless option one of the PR
command is used to normalize this value to directivity or power gain. Also,
the dB value of the field is output in terms of the major, minor and total
values of radiation intensity, directivity, or gain; along with the axial ratio,
tilt angle, and sense of the polarization ellipse. An example of this type of
print out is given in Example 1C of Chapter 7.

If the near zone pattern is specified using the PN command, the re-
sulting output will be the magnitude, phase, and dB value of the electric
and magnetic radial, theta and phi components, if the spherical pattern
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coordinate option is chosen, or the x, y, and z components, if the rectangu-
lar pattern coordinateé option is chosen. Again, the fields are referenced to
the pattern coordinate system and will be displayed versus position unless
the FM command is used in which case it will be versus frequency. The
distances are given in meters and the angles in degrees. The electric field
values are given in volts/meter and the magnetic field values are given in
amperes/meter. The dB values are just the logarithmic representation of
the fields in the first part of the print out. The second part gives the dB
value of the Poynting vector. The real part of the Poynting vector corre-
sponds to the radiated power density of the fields. The imaginary part, in
general, can be correctly interpreted as the reactive power density of the
fields in the near zone. These values can be of use for radiation hazard
(RADHAZ) considerations. Directivity or gain does not have a reasonable
interpretation in the near zome so this type of normalization option is not
available in this case. An example print out of a near zone problem is given
in Example 3 of Chapter 7.

If antenna to antenna coupling is desired, the PN comimand and one of
the receiver commands must be used. The coupling results are displayed
as the magnitude, phase, magnitude squared, and dB values of the reac-
tion between the two antennas versus the splierical or linear position, or
frequency as specified. The PR command has three options (options two
through four) for normalizing this coupling data. If option two is used,
the last two columns actually represent the magnitude and phase of the
mutual impedance between the two antennas. I option three is used, the .
dB value is the coupling given as the ratio of the power out over power in
using a modified Frii’s transmission formula for conjugate matched loads.
If option four is used, the dB value is the coupling given as the maximum
gain between the antennas using the Linville method. An example output
for a coupling problem is given in Example 11A of Chapter 7. In all of

“these sample print outs, the user should be cautioned that different types
of computers have different architectures which results in different levels of
accuracy. This manifests itself most often in the lower level fields. Specifi-
cally this means that if the results from the user’s computer compares with
the given example print out in some of the columns but not all of them, it
usually indicates that the code is functioning properly on the user’s system
within the accuracy of that machine. The higher level results, which are of
most importance, are the ones that should compare fairly closely; whereas,
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the lower level cross polarized results could disagree. The physical inter-
pretation, if this were a real measured result, is that the cross polarized
results are down in the noise level of the experimental set up. }
These results can also be output in a form suitable for plotting. The

NEC-BSC does not support a particular plotting subroutine, because of the
lack of standardization between computer facilities. The code will output
the fields, normalization, and graph presentation information on logical unit
IUP which is normally #7 in binary form, however, if the PP command -
is used. This is done so separate plotting programs can be used to obtain
graphs of the output. Plots of the data are the most efficient method
for representing the results, since a large of amount of information can
be shown in a small area. This manual displays most of its results in
graphical form. The user can interface his own plotting packages using
these files or a plotting package specifically for this code and written in the
ANSI standard called the Graphical Kernal System (GKS) can be used as
detailed in Appendix D. A binary format is chosen to conserve disk storage’
space. Other formats may be chosen depending on the needs of the user’s
facilities. ' »

It should be noted here that an extended output of the individual fields
can be obtained by specifying the LOUT variable in the TO command.
These values can be used to debug the code or input set, or to use as
a design tool since all the individual type fields are broken down to their
particular ray paths. The form of this output is given in Tables 4.1 and 4.2.
This information can come in handy when it is desirable to locate scattering
centers that may be causing undesirable pattern distortion effects. This
could lead to solutions such as the proper placement of absorber to reduce
undesirable scattering mechanisms. For this case only the electric fields are
output in z,y,z components referred to the reference coordinate system.
A sample print out is given in Example 14 of Chapter 7.

3.6 Installation Hints

The NEC-BSC has been developed on a VAX 11/780 and 8550 computer
system. It is written in FORTRAN 77 so that it will be as transportable as
possible. Specific suggestions for running the code cannot be made for all
computers, however, some suggestions for VAXes are given in Appendix C.
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This section is intended to give some hints on what to look for when first
running the code on a general computer.

The code is provided as a single file. It needs to be run through a FOR-
TRAN compiler and then linked. It is self contained except for standard
functions in the FORTRAN library and a few handy but unessential func-
tions discussed in Appendix C. If a particular computer’s compiler does
not like the syntax used it may be necessary to make a few changes. For
example, CHARACTER variables have been used in a few places such as
in the storage of the command names. If the user’s computer does not

accept this variable type, they can be converted to INTEGER variables
~ taking care to dimension the arrays so that the right number of characters
fit within the usér’s computer word size. It is not anticipated that many
of these types of problems will arise, since this version of the code and its
predecessor have been compiled on many different types of computers.

The present version of the code takes up approximately 515 kilobytes of
computer memory to run on a VAX. The size of the code is not a problem
on the VAX since it is a virtual memory operating system. The code has
been programed in such a way, however, that the amount of paging and
swapping has been reduced to a minimum. The code generally runs within
a 150 page working set size. On other machines, this modular construction
feature can be used to advantage for various overlay schemes. The size of
the code can also be reduced some what by decreasing the dimension of the
variable used to store plate, cylinder, source or receiver information.

When the code has been compiléd on a computer and any system spe-
cific compiler corrections have been made, the best way to test the oper-
ation of the code is to run the examples in Chapter 7 and compare the
results against the given print out and plots. This will insure that there
are no scrambled lines or other errors that might occur. The most common
problem that can be anticipated is associated with the differing accuracies
between different types of computers. As already explained in the previ-
ous section, this usually manifests itself in the cross polarized fields, that
are many dB down from the co-polarized maximum values, not comparing
with another computers results. If the large numbers compare well, but
the lower levels do not the code is probably functioning properly within the
accuracy of the machine. A VAX has approximately 7 digits of accuracy.

Ariother possible source of accuracy problems on different machines in-
volves the fact that there are many small delta test numbers that are used
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in the logical IF statements of the code. These can often present accu-
racy problems on different machines. An attempt has been made to local-
ize these numbers in a common statement called LIMITS defined in the
BLOCK DATA area. It is possible to vary the numbers in this statement
corresponding to the accuracy of the machine being used to attempt to
correct any errors. In addition, a set of warning flags have been placed in
the code to detect and indicate to the user any problems that may crop up
usually in the ray tracing algorithms. This option can be set in the TO
command with the LWARN variable. If warning messages do occur, it does
not necessarily indicate that the code is giving incorrect results within the
its level of accuracy. The code is by the nature of the problem geometry
sensitive. Every effort has been made to anticipate a wide range of geomet-
rical situations. Not all situations can be predetermined, however. When a
new class of geometries are tried by the user and a problem occurs, the user
can use the XT command to eliminate the offending terms and evaluate
the resulting pattern as has been illustrated in the discussions above. If the
pattern does not change much, it is quite possible that the ray tracing algo-
rithms are trying to find ray paths for field terms that will not contribute
significantly to the final results. _

If a real difficult code related problem is believed to exist, a large dump
" of information can be obtained by using the LDEBUG and LTEST variables
in the TO command. A vary large amount of data will be printed out. As
a consequence, the code will print out the data for only the first pattern
location given for any one run. This data can be used to trace the internal
workings of many of the individual subroutines. '
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Chapter 4

Description Of Commands

The commands discussed in this chapter are an updated set of the com-
mands used in previous versions of the NEC-BSC. The following sections
define in detail each command word and the variables that are read in as-’
sociation with them. This chapter is organized in alphabetical order of the
commands. It is intended to be used as a reference for the user. Chapter 7
will give specific examples using this input method.

‘The method used to input data into the computer is presently based on
a command word system. This is especially convenient when more than one
problem is to be analyzed during a single computer run. The code stores
the previous input data such that one need only input that data which has
to be changed from the previous execution in those cases. Also, there is a
default list of data so for any given problem the amount of data that needs
to be input has been shortened. The command word options presently
available are listed in Tables 3.2 and 3.3 on pages 27 and 28. The colon
after the command word is not necessary and is sometimes used just to
illustrate the separation between the command word and the space where
comments can be inserted.

In this system, all linear dimensions may be specified in either meters,
inches, or feet and all angular dimensions are in degrees. All the dimen-
sions are eventually referred to a fixed cartesian coordinate system used as
a common reference for the source and scattering structures. There is, how-
ever, a geometry definition coordinate system that may be defined using the
RT command. This command enables the user to rotate and translate the
coordinate system to be used to input any selected data set into the best
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coordinate system for that particular geometry. Once the RT command
is used all the input following the command will be in that rotated and
translated coordinate system until the RT command is called again. See
below for more-details. There is.also a separate coordinate system that can
be used to define a pattern coordinate system. This is discussed in more
detail in terms of the PF, VF, PN, and VN commands.

It is felt that the maximum usefulness of the computer code can be
achieved using it on an interactive computer system. As a consequence,
all input data are defined in free format such that the operator need only
put commas between the various inputs. This allows the user on an inter-
active terminal to avoid the problems associated with typing in the field
length associated with a fixed format. This method also is useful on batch
processing computers. Note that all read statements are made on unit U]
which is usually #5, i.e., READ(IUL*), where the “*” symbol refers to {ree
format. Other machines, however, may have different symbols representing
free format. In any case, it is assumed that the user will use an interactive
editor such as EDT, EVE, or LSE on a VAX, for example, to create the
input sets. Typing them in real time is not recommended. '

In all the following discussions associated with logical variables a “T”
will imply true, and an “F” will imply false. The complete words true and
false need not be-input since most compilers just consider the first character
in determining the state of the logical variable.
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4.1 Command BF Scattered Fields

This command enables the user to calculate the backscatter or bistatic
near zone scattered fields. The scattered field is defined to be the total
field minus the incident field everywhere (without the scatter present). For
backscatter and some bistatic scattering cases this is similar to not including
the incident field using the XT command. In the case of the general bistatic
case, however, this would not subtract the incident field in the shadow
regions as this command will. It has the added convenience that the XQ
command can be used if other field tailoring is not required.

READ: LSCATF
where _

LSCATF Thisis a logical variable. 1t specifies whether the scat-
ter field option is used. If false, the total field is calculated.
If true, the free space incident field is subtracted from the

total field.

EXAMPLE:

This enables the scattered field op-
tion. ‘

BF
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4.2 Command BP: Antenna Movement

This command enables the user to slave both the source and/or the receiver .
to their respective pattern coordinate systems. This means that pattern

distortion plots can be obtained where both the source and receiver are

moving in different orbits. In addition, the code can be used to obtain

near zone type radar cross section results. Either backscatter or bistatic

simulations are possible. The idea is to simulate as near as possible the

actual physical set up of the actual measurement situation as far as source

type, receiver type and distance is concerned.

READ: ISCAT

- where

ISCAT This is an integer variable. 1t specifies whether the pat
tern commands that follow specify the source or receiver

movenient or both simultaneously.

1= Pattern commands specify movement of the receiver or
field point when PD, PF, PN, VD, VF, or VN are -
given. This is the default.

2— Pattern commands specify movement of the source when
the PN or VN commands are given.

3— Pattern commands specify movement of the source and
receiver simultaneously when the PN or VN commands
are given.

Once the BP command is given, it stays in effect with that option until
it is changed. It is set for a default of moving the receiver only, that is
the pattern commands do not effect the source. Notice that it is presently
assumed that the source can not be placed in the far zone. Once a source
or receiver movement is specified, than all of the antennas of that type will
move together based on their type's pattern command. respectively.

Note for radar cross section type results, the SG, RG, and PN com-
mands must be used. Specifying both the source and receiver in the far
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zone will not work. In addition, the direct ficld from the source to receiver
should be suppressed using the BF or XT commands, unless the user 1s
specifically trying to simulate this type of effect in some-way. Also, it
should be noted that the results will not be normalized to the usual radar
cross-sectional area useless the proper weights are used. This can be ac-
complished in more than one way by using the weights in the SG or RG
commands, by the normalization constants provided in the PR command,
or by simply comparing the desired results with that of a sphere run in
the code. This is discussed in more detail in another part of the manual.
Also, it should be cautioned that the plates and cylinders available in this
general purpose code can only very crudely model a practical shape for a
radar cross section type problem. Furthermore, the second order solution
provided in this-code can only be expected to provide a solution with ap-
proximately a 30(?) dB dynamic range, that is provide accurate answers
for fields that are no more than 30(?) dB down from the peak result.

EXAMPLE:
BP The source and receiver will move to-
gether defined by the next pattern
3 2
command called.
EXAMPLE:
M The source motion will be defined by
BP the next pattern command, with the

5 receiver held stationary.
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4.3 Command CC: Cone Frustum

This command enables the user to define the geometry of the finite multiple
sectioned elliptic cone frustum structures to be considered. The geometry
is illustrated in Figure 4.1. One call to this command defines one struc-
ture. The number of curved surface units in the structure are automatically
counted by the number of calls to this command. See Appendix A on how
to adjust the number of curved surface units (NCX) and the number of
cone rims (NNX) available.

READ: (XCL(N,MC),N=1,3)

_ where

XCL(N,MC) This is a doubly dimensioned real variable. It is
used to specify the location of the origin of the MCth curved
surface unit relative to the definition coordinate system. It
is input on a single line with the real numbers being the
.y, z coordinates of the origin which correspond to N=1,2,3,
respectively. '

READ: TCLZ, PCLZ, TCLX, PCLX

where

TCLZ,PCLZ These are real variables. They are input in de-
grees as spherical angles that define the z.-axis of the cylin-
der coordinate system -as if it was a radial vector in the
definition coordinate system.

TCLX,PCLX These are real variables. They are input in de-
grees as spherical angles that define the z .-axis of the cylin-
der coordinate system as if it was a radial vector in the

definition coordinate system.

g =
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Note that the new z.-axis and z.-axis must be defined orthogonal

READ:

READ:

to each other. The new y.-axis is found from the cross product of
the z.- and z.-axes.

NEC(MC)
__ where

NEC(MC) This is a dimensioned integer variable which defines
the number of rims for the cone frustum cylinder.

(AC(NC,MC), BC(NC,MC), ZC(NC,MC),
NC=1,NEC(MC))

where

AC(NC,MC) Thisis a double dimensioned real variable which
defines the radius of the NCth rim of the cone frustum on
the z.-axis of the MCth curved surface unit.

BC(NC,MC) This is a double dimensioned real variable which
defines the radius of the NCth rim of the cone frustum on
the y.-axis of the MCth curved surface unit.

ZC(NC,MC) This is a double dimensioned real variable which
defines the z position of the NCth rim of the cone frustum
along the z.-axis of the MCth curved surface unit.

Note that the program will keep increasing the number of curved sur-
face units in the solution by the number of calls to this command un-
less the NC or NX commands are called to reinitialize the curved sur-
face geometry. Also, the ellipticity of a conical structure must remain the
same for the entire length of that structure (that is AC(i,MC)/BC(i,MC)
= AC(;,MC)/BC(j,MC) for all i and j. The most positive rim should be
defined first until all NC rims are defined in descending order.

ORIGINAL PAGE IS
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EXAMPLE:

ce

0.,0.,0.
0.,0.,90.,0.
3
2.,3.,5.
1.,1.5,0.
.75,1.125,-2.

ORIGINAL py
GE IS
OF POOR QuaLTy

This defines a cone frustum centered
at the origin and z directed. It has
three rim sections at z = 5, 0 and —2
with a different a and b for each. Note
that a/b is the same for all three.

cC
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ZC

ZC
AC C
L~ TN
ZCe
AC2 BC2
L T T

XC yC

Figure 4.1: Definition of finite cylinder geometry composed of cone {rustum
segments with elliptic cross section.
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4.4 Command CF: Composite Ellipsoid Ge-
ometry

This command enables the user to define the geometry of a composite
ellipsoid which can be truncated in front and/or in back. The geometry is
illustrated in Figure 4.2. The ellipsoid is counted as another curved surface
unit by the code and is numbered accordingly. See Appendix A on how to
adjust the number of curved surface units (NCX) available.

READ: (XCL(N,MC),N=1,3)

where

XCL(N,MC) This is a doubly dimensioned real variable. It is
used to specify the location of the origin of the MCth curved
surface unit relative to the definition coordinate system. It
is input on a single line with the real numbers being the
z,y, z coordinates of the origin which correspond to N=1,2,3,
respectively.

READ: TCLZ, PCLZ, TCLX, PCLX

where

TCLZ,PCLZ These are real variables. They are input in de-
grees as spherical angles that define the z.-axis of the sphere
coordinate system as if it was a radial vector in the definition
coordinate system.

TCLX,PCLX These are real variables. They are input in de-
grees as spherical angles that define the z -axis of the sphere
coordinate system as if it was a radial vector in the definition
coordinate system.
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Note that the new z.-axis and z.-axis must be defined orthogonal

“ to each other. The new y.-axis is found from the cross product of

READ:

the z.- and z.-axes.

AC(1,MC), BC(1,MC), CCN, CCP

where

AC(1,MC) This is a real variable that defines the radius of the
MCth curved surface unit along the z. axis of the composite
ellipsoid.

BC(1,MC) This is a real variable that defines the radius of the

MCth curved surface unit along the y. axis of the composite
ellipsoid.

" CCN This is a real variable that defines the radius of the MCth

READ:

READ:

‘curved surface unit along the negative z axis of the compos-
ite ellipsoid.

CCP This is a real variable that defines the radius of the MCth
curved surface unit along the positive z. axis of the compos-
ite ellipsoid.

LELLIC

where

LELLIC This is a logical variable that tells the code whether
the composite ellipsoid is truncated.

If this is false skip the next read.

ZCN, THTN, ZCP, THTP

where
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ZCN This is a real variable that defines the position the center
of the most negative end cap on the z.-axis of the truncated
ellipsoid. -

THTN This is a real variable. It is input in degrees and defines.

the angle the surface of the most negative end. cap makes
with the positive z.-axis in the z.-z. plane. Must be 90° for
now. '

ZCP This is a real.variable that defines the position of the center
of the most positive end cap on the z.-axis of the truncated
ellipsoid.

THTP This is a real variable. It is input in degrees and defines

the angle the surface of the most positive end cap makes
with the positive z.-axis in the z .-z, plane. Must be 90 for

now.

Note that the program will keep increasing the number of curved surface
units in the solution by the number of: calls to this command unless the NC
or NX commands are called to reinitialize the curved surface geometry.

EXAMPLE:

CF

0.,0.,0.,
0.,0.,90.,0.
2.,3.,5.,10.
T

-3.,90.,5.,90.

This defines a composite ellipsoid lo-
cated at the origin. Where for z > 0,
c¢=10andfor z < 0, ¢ = 5 with a = 2
and b = 3 for both. The ellipsoid is
truncated at = = —3 and 5 with 90°
end caps.

e
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4.5 Command CG: Cylinder Geometry

This command enables the user to define the geometry of the finite elliptic
cylinder structures to be considered. The geometry is illustrated in Fig-
ure 4.3. One call to this command defines one curved surface unit. The
number of curved surface units in the structure are automatically counted
by the number of calls to this command. See Appendix A on how to adjust
the number of curved surface units (NCX) available.

READ: (XCL(N,MC),N=1,3)
where

XCL(N,MC) This is a doubly dimensioned real variable. It is
used to specify the location of the origin of the MCth curved
surface unit relative to the definition coordinate system. It
is input on a single line with the real numbers being the
z,y, z coordinates of the origin which correspond to N=1,2,3,
respectively.

READ: TCLZ, PCLZ, TCLX, PCLX

where

TCLZ,PCLZ These are real variables. They are input in de-
grees as spherical angles that define the z.-axis of the cylin-
der coordinate system as if it was a radial vector in the
definition coordinate system.

TCLX,PCLX These are real variables. They are input in de-
grees as spherical angles that define the z.-axis of the cylin-
der coordinate system as if it was a radial vector in the
definition coordinate system.
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Note that the new z -axis and z.-axis must be defined orthogonal
to each other. The new y.-axis is found from the cross product of

. the z.- and z.-axes.

READ:

READ:

AC(1,MC), BC(1,MC)
where

AC(1,MC) This is a double dimensioned real variable which
defines the radius of the MCth curved surface unit on the
z.-axis of the elliptic cylinder.

BC(1,MC) This is a double dimensioned real variable which
defines the radius of the MCth curved surface unit on the
-y.-axis of the elliptic cylinder.

ZCN, THTN, ZCP, THTP

where

" ZCN This is a real variable that defines the position the center

of the most negative end cap on the z.-axis of the cylinder.

THTN This is a real variable. It is input in degrees and defines
the angle the surface of the most negative end cap makes
with the positive z.-axis in the z.-z. plane.

7ZCP Thisis a real variable that defines the position of the center
of the most positive end cap on the z.-axis of the cylinder.

THTP This is a real variable. It is input in degrees and defines -
~ the angle the surface of the most positive end cap makes
. with the positive z.-axis in the z .-z plane.

Note that the program will keep increasing the number of curved surface
units in the solution by the number of calls to this command unless the NC
or NX commands are called to reinitialize the curved surface geometry.
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EXAMPLE:

CG
0.,0.,0.

90.,90.,90.,0.

1.,1.

-5.,90.,5.,90.

Defines a circular cylinder with it’s
axis in the y direction, centered at the
origin with a length of 10.

CG
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4.6 Command CM: and CE: Comments

These commands enable the user to place comment cards in the input and
output data in order to help identify the computer runs for present and
future reference.

READ: (IR(I), I=1,36)

where

IR(I) Thisisa CHARACTER*2 dimensioned array used to store
the command word and comments. Each card should have -
CM or CE on them followed by an alphanumeric string of
characters. The CM command implies that there will be
another comment card following it. The last comment card
must have the CE command on it. If there is only one com-
ment card the CE command must be used.

Note that it is possible to place comments to the right of all the com-
mand words, if desired. '

EXAMPLE:

CM: TEST CASE
CE: NEAR ZONE SCATTERING FROM A PLATE

4.7 Command EN: End Program

This command enables the user to terminate the execution of the scattering
code.
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4.8 Command FM: Swept Frequencies

This command enables the user to define a set of frequencies to be analyzed.

READ: NFQG, FQGS, FQGI
where

NFQG This is an integer variable that defines the number of
frequencies desired.

FQGS This is a real variable that defines the starting frequency
in gigahertz.

. FQGI This is a real variable that defines the incremental fre-
quency. change in gigahertz. '

Note that the source length and width must not be specified in wave-
lengths. It is assumed that the analytic definition of the currents on the
antenna are a correct variation of frequency. Also, only one pattern location
can be specified for a given execution.

EXAMPLE:

Sweep the frequency from 5 to 6 GHz

FM in 0.02 GHz steps.

51,5.0,0.02
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4.9 Command FR: Frequency

This command enables the user to define the frequency in gigahertz.

READ: FRQG

where

FRQG This is a real variable which is used to define the fre-
quency in gigahertz.

Note that the default frequency is 0.2997925 GHz. This means that if
the frequency and units are not specified, all calculations are assumed to
be in wavelengths.

EXAMPLE:

FR The frequency of operation is 9 GHz.

9.0
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4.10 Command GP: Ground Plane

This command enables the user to specify an infinite ground plane in the
z,-y; plane.

READ: LSLAB(MPDX)

where

LSLAB(MPDX) This is a dimensioned integer variable. It is
used to define the type of plate desired as follows:
" 0 = Perfectly conducting metallic plate
-3 = Dielectric half space
Note that if LSLAB(MPDX)=0 the code will skip around the
READ statement for the dielectric information, therefore,

the next line defining the dielectric properties should not be
placed in the input data set. '

READ: ERSLAB(1,MPDX), TESLAB(1,MPDX),
URSLAB(1,MPDX), TMSLAB(1,MPDX)

where

ERSLAB(1,MPDX) Thisisa doubly dimensioned variable. It
is used to specify the relative dielectric constant of the half
space. ,

TESLAB(1,MPDX) Thisisa doubly dimensioned variable. It
is used to specify the dielectric loss tangent if the number is
positive or the conductivity if the number is negative of the
half space.

URSLAB(1,MPDX) This is a doubly dimensioned variable.
It is used to specify the relative permeability constant of the
half space.
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TMSLAB(1,MPDX) This is a doubly dimensioned variable.
" It is used to specify the permeability loss tangent of the half

space.

EXAMPLE:

p _ Defines a perfectly conducting ground
o plane in the z — y plane.
EXAMPLE:

P Defines a half space of polystyrene.

-3

2.55,0.,1.,0.



GR 67

4.11 Command GR: Range Gate

This command enables the range gate and weight subroutine. This subrou-
tine can be user defined. Predefined options are presented for convenience.
This command should only be used for a near zone problenmi. That is,
the PN or VN command must be used to specify the source and receiver
movement if they are moving.

READ: LGATE

where

LGATE This is a logical variable. If true, it enables the range
gate and weight options.

READ: IGATE
where
IGATE This is an integer variable. It is used to indicate the

range gate and weight option desired.

1= No range weight, that is, a range weight of unity. '
2= Linear range weight with RCUT specified.
3= Quadratic range weight with RCUT specified.

READ: RMIN, RMAX

where

RMIN This is a real variable. It specifies the minimum distance
from the transmitter to scatterer (if present) and back to the
receiver that fits within the range gate.
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RMAX This is a real variable. It specifies the maximum dis-
tance from the transmitier to scatter (if present) and back
to the receiver that fits within the range gate.

If IGATE is 2 or 3, then the next line is read.

READ: RCUT

where

RCUT This is a real variable. It specifies the cut off range for
a range gate weight. If IGATE is 2, it is used in the linear
weight. If IGATE is 3, it is used in a quadratic weight.

EXAMPLE:

GR 4 The received signal is range gated.
T Only fields that travel a distance of
0 between 100 and 200 will be “seen”.
100. ,200. Also a linear range weight of 1.5 is

15 defined.
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4.12 Command LP: Printer Output

This command enables the user to specify whether a line printer listing of
the results is desired.

READ: LWRITE

where

LWRITE This is a logical variable defined by T or F. It is used
to indicate if a line printer listing of the results is desired.
(normally set true)
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4.13 Command NC: Next Set of Cylinders

This command enables the user to initialize the cylinder data. All of the
cylinders are removed from the problem unless they are respecified following
this command.

4.14 Command NG: No Ground Plane

This command enables the user to initialize the infinite ground plane. The
ground plane is removed from the problem unless it is respecified following
this command.

4.15 Command NM: No Antenna Move-
ment

This command enables the user to specify initial antenna movement such as
a stationary receiver. The default condition of the receivers always moving
is cancelled by this command. '

For an example of it’s use see the BP command on page 48.

4.16 Command NP: Next Set of Plates

This command enables the user to initialize the plate data. All of the
plates are removed from the problem unless they are respecified following
this command.

4.17 Command NR: Next Set of Receivers

This command enable the user to initialize the receiver data. All of the
receivers are removed from the problem unless they are respecified following
the command. '
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4.18 Command NS: Next Set of Sources

This command enables the user to initialize the source data. All of the
sources are removed from the problem unless they are respecified following
the command.

4.19 Command NX: Next Problem

This command enables the user to initialize the commands to their default
conditions specified in the list at the beginning of the main program.
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4.20 Command OB: Obscuration Option

This command enables the user to obtain the projected shadow of the
incident fields only.

READ: LSHDW

where

LSHDW This is a logical variable. If set true, it provides only
the shadow of the incident field due to the defined structure
present. In other words it turns off all field calculations, ex-
cept the shadowing algorithms for the direct rays. It can be
used in combination with the volumetric pattern commands
like VF, to produce the projected shadow on the far zone
sphere.
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4.21 Command PD: Far Zone Pattern

This command enables the user to define the far zone pattern coordinate
system, the pattern cut, and the angular range that is desired using integer
angle increments. The PF command provides more versatility with non-
integer angle increments. The geometry is illustrated in Figures 4.4, 4.5,
and 4.6. See Appendix A on how to adjust the number of observation points

(NOX) available.

READ: THCZ, PHCZ, THCX, PHCX

where

THCZ,PHCZ These are real variables. They are input in de-

grees as spherical angles that define the z,-axis of the pattern

* coordinate system as if it was a radial vector in the reference
coordinate system.

THCX,PHCX These are real variables. They are input in de-
grees as spherical angles that define the z,-axis of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system. '

" Note that the new z,-axis and z,-axis must be defined orthogonal
to each other. The new y,-axis is found from the cross product
of the z,- and z,-axes.

READ: LCNPAT, TPPD

where

LCNPAT Thié is a logical variable that defines the pattern cut
desired, such that '
T= THETA CUT (conical cut)
F= PHI CUT (great-circle cut)
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Figure 4.4: Definition of pattern coordinate system.

TPPD This is a real variable that defines the pattern angle that
1s to be held constant, such that

TPPD=THP constant, if LCNPAT=T
TPPD=PHP constant, if LCNPAT=F

READ: IB, IE, IS

where

IB,IE,IS These are integer variables used to define angles in
degrees. They are, respectively, the beginning, ending, and
incremental values of the pattern angle.
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Figure 4.5: Conic pattern cut, LCNPAT=.TRUE,, TPPD=THP
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Figure 4.6: Great circle pattern cut, LCNPAT=.FALS



EXAMPLE:

PD

0.,0.,90.,0.

F,O.
0,360,1

EXAMPLE:

PD

0.,0.,90.,0.

T,25.
0,180,1

Same axes as definition coordinate
system with a ¢ = 0° cut and with
8 from 0° to 360° in 1° steps.

Same axes as above, but cut is a cone
at @ = 25° for ¢ from 0° to 180° in 1°
steps. '

PD
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4.22 Command PF: Far Zone Cut

This command enables the user to specify a far zone pattern cut with non
- integer pattern points. It supersedes the PD command which does the
same thing but with only integer values for the angles. The geometry is
illustrated in Figure 4.4, 4.5, and 4.6. See Appendix A on how to adjust
the number of observation points (NOX) available.

READ: THCZ, PHCZ, THCX, PHCX

where

THCZ,PHCZ These are real variables. They are input in de-
grees as spherical angles that define the z,-axis of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system.

THCX,PHCX These are real variables. They are input in de-
grees as spherical angles that define the z,-axis of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system.

Note that the new z,-axis and z,-axis must be defined orthogonal
to each other. The new y,-axis is found from the cross product
of the z,- and z,-axes.

READ: LCNPAT, TPPD

where

LCNPAT This is a logical variable that defines the pattern cut
desired, such that

T= THETA CUT (conical cut)
F= PHI CUT (great-circle cut)
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TPPD This is a real variable that defines the pattern angle that
is to be held constant, such that
TPPD=THP constant, if LCNPAT=T >
TPPD=PHP constant, if LUNPAT=F

READ: TPPS, TPPI, NPN

where

TPPS This is a real variable used to define the starting angle in
degrees. ‘

TPPI This is a real variable used to define the incremental angle
in degrees for each step of the pattern.

NPN This is an integer variable used to define the total number
of steps of the pattern desired.

EXAMPLE:

PF Same axes as definition coordinate
0..0..90..0 system with a ¢ = 0° cut and with
F.(’) prmm 6 from 0° to 360° in half of a degree

0.,0.5,721 steps.
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4.23 Command PG: Plate Geometry

This command enables the user to define the geometry of the flat plate
structures to be considered. The geometry is illustrated in Figure 4.7.
‘One call to this command defines one plate. The number of plates in
the structure are automatically counted by the number of calls to this
command. See Appendix A on how to adjust the number of plates (NPX),
edges (NEX), and layers (NLX) available.

READ: MEP(MP), LSLAB(MP)

where

MEP(MP) This is a dimensioned integer variable. It is used to
define the number of corners (or edges) on the MPth plate.

LSLAB(MP) This is a dimensioned integer variable. It is used
to define the type of plate desired as follows:
1 = Transparent thin dielectric slab
0 = Perfectly conducting metallic plate
-2 = Double-sided coated dielectric plate
-4 = One-sided coated dielectric plate

- Note that if LSLAB(MP)=0 the code will skip to the read state-
“ments associated with the corners XX(N,ME,MP). Therefore, the
information for the different slab layers should not be included in
the data list for the perfectly conducting plate.

READ: NSLAB(MP)

where

NSLAB(MP) This is a dimensioned integer variable. 1t is used
to define the number of dielectric layers on the MPth plate.
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READ:

READ:

PG

DSLAB(NS,MP), ERSLAB(NS,MP), TESLAB(NS,MP),
URSLAB(NS,MP), TMSLAB(NS,MP)

where

DSLAB(NS,MP) This is a doubly dimensioned variable. It is
used to specify the thickness of the NSth layer.

ERSLAB(NS,MP) This is a doubly dimensioned variable. It
is used to specify the relative dielectric constant of the NSth
layer.

TESLAB(NS,MP) This is a doubly dimensioned variable. It
is used to specify the dielectric loss tangent if the number is
positive or the conductivity if the number is negative of the
NSth layer.

URSLAB(INS,MP) This is a doubly dimensioned variable. It
is used to specify the relatlve permeability constant of the
NSth layer.

TMSLAB(NS,MP) This is a doubly dimensioned varnable It
is used to specify the permeability loss tangent of the NSth
layer.

Note there will be NSLAB(MP) number of lines of the above data.
The first layer specified is closest to the metal plate. One sided
coating is on side of positive normal (right hand rule).

(XX(N,ME,MP),N:1,3)
where

XX(N,ME,MP) This is a triply dimensioned real varlable It is
used to specify the location of the MEth corner of the MPth
plate. It is input on a single line with the real numbers being

I3
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A

#3 (—1,-1,0) #2(—1,1,0)

FLAT PLATE

*4(1,-1,0) A * . (1,1,0)
.l,

" Figure 4.7: Definition of flat plate geometry.

the z,y, z coordinates of the corner, in the specified coordi-
nate system, which corresponds to N=1,2,3, respectively, in
the array. This is illustrate in the examples that follow.

This read statement will be called MEP(MP) times so that all the cor-
ners are defined.

See elsewhere for further details on how to number the corners. Note
that the program will keep increasing the number of plates in the solution
by the number of calls to this command unless the NP or NX commands
are called to reinitialize the plate geometry.
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]9 S PG »
EXAMPLE:
Defines a square perfectly conducting ‘
PG .
4.0 plate with a length of 2. (See the fig-
1..1..0. ure below.)
-1.,1.,0.
-1.,-1.,0.
1.,-1.,0.
EXAMPLE:
Same plate but with a single
PG .
4 -9 polystyrene layer of .275 thickness on
4 ’ it. (See Example 9 for more details.)
.275,2.55,0,1.,0
1.,1.,0.
-1.,1.,0.
-1.,-1.,0.
1.,-1.,0.
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Command PN: Near Zone Pattern

This command enables the user to define the near zone pattern coordinate
system, the pattern cut, and the spacial range that is desired. The geometry
is illustrated in Figures 4.8, 4.9 and 4.10. See Appendix A on how to adjust
the number of observation points (NOX) available.

READ:

READ:

(XPC(N),N=1,3)
where

XPC(N) This is a dimensioned real variable. It is used to spec-
ify the origin of the near zone pattern coordinate system
relative to the reference coordinate system. It is input on a
single line with the real numbers being the z,y, z coordinates
of the origin which corresponds to N=1,2,3, respectively.

THCZ, PHCZ, THCX, PHCX

where

THCZ,PHCZ These are real variables. They are input in de-
grees as spherical angles that define the z,-axis of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system. '

THCX,PHCX These are real variables. They are input in de-
grees as spherical angles that define the z,-axis of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system.

Note that the new z,-axis and z,-axis must be defined orthogonal
to each other. The new y,-axis is found from the cross product

of the z,- and z,-axes.

a2
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READ: LRECT

where

LRECT This is a logical variable that defines whether a spheri-
cal or linear pattern cut is desired. It is designated as follows:

T= linear pattern cut

F= spherical pattern cut

READ: RXS, TYS, PZS

where

RXS,TYS,PZS These are real variables. They define the start-
ing position of the pattern trace. If LRECT=F, they are
the radial, theta, and phi coordinates of the start location,
respectively. If LRECT=T, they are the z, y, and z coordi-
nates of the starting location, respectively.

READ: RXI, TYI, PZI

where

RXI,TYI,PZI These are real variables. They define the size of
the incremental steps for the pattern trace. If LRECT=F,
they are the radial, theta, and phi step sizes, respectively. If
LRECT=T, they are the z, y, and z step sizes, respectively.

READ: NPN

e where
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Figure 4.8: Definition of pattern coordinate system.

NPN This is an integer variable used to define the number of
pattern points that are desired.

Note that only one pattern cut can be made for each call to PN, that

is, the step size of RXI, TYL, and PZ1 is added to the pattern trace for each

incremental step.
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Figure 4.9: Spherical pattern cuts, LRECT:.FALSE.

%zp.
LINEAR
/S PATTERN
/&« TRACE

/ .
/ ‘ '
& |N (RXI,TYI,PZ1) STEPS

s |
(RXS, TYS, PZS)
Xp

Figure 4.10: Linear pattern cuts, LR'ECT:.TRUE. v
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EXAMPLE:

EXAMPLE:

.,0.,0.

.,45.,45.
.732,0.,0.
101

.,0.,90.,0.
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In the definition coordinate system
the pattern cut starts at the origin
and traces a linear path to z = y =
z = 100 in steps of 1.

This is the same pattern as above
but defined using the spherical pat-
tern variables.
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4.25

PP

Command PP: Plot Data

This command enables the user to specify whether a rectangular or polar
plot of the results is desired. '

READ:

READ:

READ:

LPLT

where

LPLT This is a logical variable defined by T or F. It is used to
indicate if a plot of the results is desired.

LPPREC, PPXL, PPYL

where

LPPREC This is a logical variable defined by T or F that is
used to specify whether a rectangular or polar plot is de-
sired. If LPPREC is TRUE, a rectangular plot is specified.
If LPPREC is FALSE, a polar plot is specified.

PPXL This is a real variable. If LPPREC is TRUE, this is the
length of the z-axis. The z-axis is the angle definition axis.
If LPPREC is FALSE, this is the angular position of the zero

angle axis.

PPYL This is a real variable. If LPPREC is TRUE, this is the
length of the y-axis. The y-axis is the dB definition axis. If
LPRREC is FALSE, this is the radius of the polar plot.

PPXB, PPXE, PPXS

where
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READ:
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PPXB This is a real variable that defines the ‘beginning value

of the grid’s z-axis.

PPXE This is a real variable that defines the end value of the

grid’s z-axis.

PPXS This a real variable that defines the step size of the grid’s
T-axis.

PPYB, PPYE, PPYS

where

_'PPYB This is a real variable that defines the beginning value

of the grid’s y-axis.

PPYE This is a real variable that defines the end value of the
grid’s y-axis.

PPYS This a real variable that defines the step size of the grid’s

y-axis.
EXAMPLE:
pp This defines the plot data for a rect-
T angular plot of 8 x 4 inches. The =
T 8. 4 axis is defined over 0° to 360° with
O’ SéO 30 steps of 30° and y over —50 dB to 0
’ _5(’) 0' ’10° dB in step of 10 dB.
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EXAMPLE:

PP

T

F,0.,3.
0.,360.,30.
-50.,0.,10.

PP

This defines the same plot as above

but in a polar form with a 3 inch ra-
dius.
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4.26 Command PR: Normalization Factors

This command enables the user to specify the total power radiated by the
antenna, the input power of the antenna, or the terminal currents and
_impedances of the antennas. These variables are used to normalize the
calculations so that the results are output in directive gain, power gain,
mutual impedance coupling, modified Frii’s coupling, or Linville coupling.

READ: IPRAD

where

IPRAD=1 This is an integer variable. When it is one, it signi-
fies the far zone pattern is to be normalized by the number

of PRAD.

READ: PRAD

where

PRAD This is a real variable. It is input in watts and defines
the total power radiated by the antenna or the input power
to the antennas.

Note that if PRAD is less than or equal to 1.E-30, it will be
assumed that the power radiated or the input power, as the case
may be, is not specified so the results will not be normalized.

% ok % Xk % OR % %k % %k %

READ: IPRAD

where __
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READ:

READ:

READ:

PR

IPRAD=2 This is an integer variable. When it is equal to two,
it signifies that the coupling is found by the reaction method,
such that it gives the mutual impedance (Z212) between two
antennas.

CI11, CI22

where

CI11,CI22 These are complex variables. They are each input in
amperes and define the source terminal current (CI11) and
the receiver terminal current (CI22).

kAR (YR Kkkkk

IPRAD

where

IPRAD=3 This is an integer variable. When it is equal to
three, it signifies that the coupling is found by the reaction
method, such that it gives a modified Frii’s transmission type
result.

PRAD, PRADR

where

PRAD,PRADR These are real variables. They are each input
in watts and define the power radiated by the source (PRAD)
and the power radiated by the receiver as if it were a source

(PRADR).

/
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ok 2% % 3k % OR o %k %k %k %k

READ: IPRAD
where

IPRAD=4 This is an integer variable. When it is equal to four,
it signifies that the coupling is found by the reaction method,
such that it gives a result by means of the Linville method.

READ: CI1i1, CI22
where

CI11,CI22 These are complex variables. They are each input in
amperes and define the source terminal current (CI11) and
the receiver terminal current (CI22).

READ: Z11, Z22
where

711,Z22 These are complex variables. They are each input in
ohms and define the source terminal impedance (Z11) and
the receiver terminal impedance (Z22).

Note that for this method the values are read in two steps. With one
line used for current values and a second line used for impedance values.

EXAMPLE:
PR This specifies that the far zone pat-
: tern is to be normalized by 0.01 watts.

.01
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EXAMPLE:

PR
2 .
(.1,0.),(.1,0.)

EXAMPLE:

PR
3
.001,.001

EXAMPLE:

PR

4
(1.,0.),(0.,1.)
(1.,-1.),(1.,1.)

This specifies that the coupling is
found so as to give the mutual
impedance. The two terminal cur-
rents are 0.1 amps.

This specifies that coupling is found
using the Frii’s method with the
source and receiver having input
power of 0.001 watts.

This specifies that the coupling using
the Linville method is to be found.
The input currents are defined as 1.0
and 1.0 with terminal impedances of
1+jand1-—7j.

PR
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4.27 Command RA: Receiver Array

This command enables a group of receivers to be arrayed together in order
to reduce computation time. The antenna type, size and orientation can be
input individually for each element or by setting the proper flag any of these
characteristics can be set once for the entire array. This ability to input
the orientation of each element allows the user to specify arrays of circu-
larly polarized elements. The geometry is illustrated in Figures 4.12, 4.13,
and 4.14. The entire group of elements defined by this command is treated
as one equivalent receiver with an array pattern factor for computation pur-
poses. The equivalent receiver position of the array is found by a weighted
average of the individual element positions, and it’s location is specified the
same as for a receiver defined by the RG command. The position weighting
factor is proportional to the magnitude of the individual receiver’s excita-
tion weight. An added phase term can be included in the array factor for
cases where a scatterer may not be quite far enough away from the receiver
to be in the far zone of the array (see Section 2.2 for more details).

The RA command can be used by itself or in conjunction with other
RG commands. One call to this command defines one equivalent receiver.
The number of receivers in the problem is automatically counted by the
number of calls to this command and the RG command. See Appendix A
on how to adjust the number of receivers (NRX) available. ’

As a reminder, the current elements lie in the z — z plane and are 2
directed for [IMR| < 3 and lie in the ¢ — y plane and are @ directed for
[IMR| > 4 (see Figures 4.13 and 4.14).

Warnings: Using the near zone phase factor (LDRO=T) may incorrectly
shadow the array elements and may give incorrect results if a nearby source
is also using the added term (LDSO=T). In addition, the receivers may not
be defined on the surface of the plates. '

READ: LDRO(MR),LMO,LMT
_ where

LDRO(MR) This is a logical array defined by T or F. If set
true, the added near zone phase term will be included in the
array factor calculation.
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READ:

READ:

RA

LMO This is a logical variable defined by T or F. If set true, the
orientation (THRZ, PHRZ, etc.) is to be input individually
for each element. If false, the orientation is input once for
the entire array.

LMT This is a logical variable defined by T or F. If set true,

the type (IMR) and size (HR and HAWR) are to be input

" individually for each element. If false, they are input once
for the entire array.

MRAX

where

MRAX This is an integer that defines the number of elements
in this array grouping.

(XRR(N,MA),N=1,3)

where

XRR(N,MA) This is a doubly dimensioned real array which
is used to define the z,y,2 location of the MAth element
relative to the pattern location for each pattern point if the
receiver is moving or relative to the definition coordinate sys-
tem if it is stationary. If the receiver is moving in a spherical
pattern, then these represent linear displacements in the 7, é
and ¢ directions respectively. A single line of data contains
the r,y,2 (N=1,2,3) locations. There needs to be MRAX

lines of receiver locations input.

The equivalent receiver location is given by

T |WR(MA)| XRR(N,MA)
Ie M
MA
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where N=1 to 3.

READ: THRZ, PHRZ, THRX, PHRX

where

THRZ,PHRZ These are real variables which are used to define
the. orientation of the MAth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.

THRX,PHRX These are real variables which are used to define
‘ the orientation of the MAth element in the definition coor-
dinate system. They are input in degrees as spherical angles

“that define the z-axis of the antenna coordinate system.

For a dipole antenna, these angles can be made in a con-
venient direction. The z-axis and z-axis specified by these
angles must be defined orthogonal to each other. The y-axis
is found by the cross product of the z- and z-axes.

If the receiver is moving in a spherical pattern, then these
angles are defined relative to the spherical coordinate axes
of the pattern system at the pattern point. The receiver
coordinate axes are still #, § and 2, but they are defined
relative to the 7, § and é directions. The THRZ and THRX

" are angles relative to the é axis and the PHRZ and PHRX
are angles relative to the 7 axis. For example: if you want
the receiver coordinate 7 in the 7 direction of the pattern
system and & in the 6, then input THRZ, PHRZ, THRX,
PHRX = 90,0,90,90.

If LMO=T, then this is entered MRAX times.

READ: IMR(MA), HR(MA), HAWR(MA)

where
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READ:

RA

IMR(MA) This is an integer array which is used to define the
MAth element’s receiver type. The details of the different
types of receivers are given elsewhere. The designations are
defined as follows:

IMR(MA)<O for an electric element

IMR(MA)>0 for a magnetic element

IMR(MA)|=1 for a uniform current distribution
IMR(MA)|=2 for a piece-wise sinusoidal distribution
IIMR(MA)|=3 for a TEoq; cosine current distribution
IMS(MA)|=4 for a annular ring current distribution
IIMR(MA)|=5 for a constant circular current distribution
IMR(MA)|=86 for a TEy; circular current distribution

HR(MA) This is a real array which is used to input the length
of the MAth element. If IMR|=4, 5 or 6 this is the aperture

radius.

HAWR(MA) This is a real array which is used to input the
width of the MAth element in the case of an aperture an-
tenna. If HAWR(MA)=0, then it is assumed to be a dipole.
If IMR|=4, this is the outer radius of the ring, b. If IMR|=5
.or 6, set this to 0.

Note that ‘the units of the variable HR(MA) and HAWR(MA)

can be specified by the US command. If wavelengths are chosen,

it uses \ at the time of definition. It does not. change as the
frequency changes. If LMT=T, this is entered MRAX times.

WMR, WPR

where

WMR,WPR These are real variables used to define the exci-
tation associated with the MAth element of the group. The

magnitude is given by WMR and the phase in degrees by
WPR. There needs to be MRAX lines of these two numbers

-
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corresponding to the weights of each of the elements of the
group.

Note that the program will keep increasing the number of receivers or
groups of receivers in the solution by the number of calls to this command
unless the NR or NX commands are called to reinitialize the receiver
geometry. Presently, the total number of receivers and elements in the
receiver groups can not be more than 30. This is set by the PARAMETER
statements and can be changed if desired.

EXAMPLE:

RA This specifies an array of 3 identical
square patches of uniform 2 directed

F,F,F ) . .

3 electric current that are driven w1.thb

“1..0.,0. unit amplitude and a 90° phase shift

0.,0.,0. from element to element.

1.,0.,0.

0.,0.,90.,0.

-1,.5,.56

,O.
1.,90
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EXAMPLE:

90.,0.,90.,90.
90.,90.,90.,0.
90.,0.,90.,90.

-1,.5,0.

[ Y L
-
o

This specifies an array of 3 circularly
polarized elements. Each element is
composed of 2 half-wave dipoles of
uniform electric current, where one is
y directed and the second is  directed
and driven 90° out of phase.

RA
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4.28 Command RD: Far Zone Rangé

This command enables the user to specify a far zone distance, R, to the

observer. The fields are then normalized by the factor '_;;R

READ: RANGS

where

"RANGS This is an real variable which is used to specify the far
zone range, R.

Note that R should be in the far zone of the scattering structure, that
is, R > %73, where D is the maximum dimension of the structure, and A is

18 suppressed.

the wavelength. However, if R > 103, then the factor eIt8
EXAMPLE:

RD Defines a far zone range of 1000.

1000.
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4.29 Command RG: Receiver Geometry

This command enables the user to specify the location and type of receiver
used. The geometry is illustrated in Figures 4.12, 4.13, and 4.14. One
call to this command defines one receiver. The number of receivers in the
problem are automatically counted by the number of calls to this command.
See Appendix A on how to adjust the number of receivers (NRX) available.

The receiver location is specified by the XRR which give the linear
displacement from the pattern point for a moving receiver or from the
definition origin for a stationary receiver. The receiver can be specified
stationary by calling the NM command. In addition, the receivers may
not be defined on the surface of the plates.

As a reminder, the current elements lie in the z — z plane and are 2z
directed for [IMR| < 3 and lie in the = — y plane and are = directed for
|IMR| > 4 (see Figures 4.13 and 4.14).

READ: (XRR(N,MR),N=1,3)

where

- XRR(N,MR) This is a doubly dimensioned real array which
is used to define the x,y,z location of the MRth element
relative to the pattern location for each pattern point if the
receiver is moving or relative to the definition coordinate sys-
tem if it is stationary. If the receiver is moving in a spherical
pattern, then these represent linear displacements in the 7,
6 and ¢ directions respectively. Again, a single line of data
contains the z,y,z (N=1,2,3) locations.

READ: THRZ, PHRZ, THRX ,PHRX

where
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| THRZ,PHRZ These are real variables which are used to define

READ:

the orientation of the MRth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.

THRX,PHRX These are real variables which are used to define
the orientation of the MRth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.

For a dipole antenna, these angles can be made in a conve-
nient direction. ' '

The z-axis and z-axis specified by these angles must be defined
orthogonal to each other. The y-axisis found by the cross product
of the z- and z-axes.

If the receiver is moving in a spherical pattern, then these angles

are defined relative to the spherical coordinate axes of the pattern

system at the pattern point. The receiver coordinate axes are

still #, § and 2, but they are defined relative to the #, § and é

directions. The THRZ and THRX are angles relative to the ¢ axis

and the PHRZ and PHRX are angles relative to the 7 axis. For

example: if you want the receiver coordinate Z in the 7 direction
of the pattern system and & in the g then input THRZ, PHRZ,

THRX, PHRX = 90,0,90,90.

IMR(MR), HR(MR); HAWR(MR)

where

IMR(MR) This is an integer array which is used to define the

MRth element’s receiver type. The details of the different
types of receivers are elsewhere. The designations are defined
as follows:

IMR(MR)<O for an electric element
IMR(MR)>0 for a magnetic element
IIMR(MR)|=1 for a uniform current distribution
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READ:
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IMR(MR)|=2 for a piece-wise sinusoidal distribution
IMR(MR)|=3 for a TE¢, cosine current distribution
IMS(MS)|=4 for a annular ring current distribution
IMR(MR)|=5 for a constant circular current distribution
IMR(MR)|=6 for a TE,; circular current distribution

"HR(MR) This is a real array which is used to input the length

of the MRth element. If |IMR|=4, 5 or 6 this is the aperture
radius. '

HAWR(MR) This is a real array which is used to input the
width of the MRth element in the case of an aperture an-
tenna. If HAWR(MR )=0, then it is assumed to be a dipole.
I [IMR|=4, then this is the outer radius, b. If |IMR|=5 or
6, set this to 0.

Note that the units of the variable HR(MR) and HAWR(MR) can
be specified by the US command. If wavelengths are chosen, it
uses A at time of definition. It does not change as the frequency
changes.

WMR, WPR

where

WMR,WPR These are real variables used to define the excita-
tion associated with the MRth element. The magnitude is
given by WMR and the phase in degrees by WPR.

Note that the program will keep increasing the number of receivers in
the solution by the number of calls to this command unless the NR or NX

commands are called to reinitialize the receiver geometry.

AGE IS

QUALITY
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EXAMPLE:
RG This defines a half-wave dipole that
_ is a z directed electric current with a
0.,0.,0. . ] distributi
0..0.,90.,90. piece-wise sinusoi .1 ribution.
-2,.5,0.
1.,0.
EXAMPLE:
RG This specifies a T E;o magnetic cur-
0..0..0 rent over a square patch that lies in
.,0.,0. . )

. 90.,90.,90.,0. the z — y plane and is y directed.

3,.6,.6

1.,0.
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4.30 Command RI: Interpolated Receiver

This command enables. the user to approximate a complex antenna using
linear interpolation to determine field values from a finite set of measured
or calculated points. The entire antenna will be treated as a point receiver
with a complex pattern. The field values are assumed to be from surface
currents that lie in = — y plane of the antenna coordinate system. These
currents must be linear of a known polarization, or circularly polarized.
The data is entered as magnitude and phase of the radiated electric or
magnetic field at various § and ¢ values. To ease the data entry process a
symmetry option is included. If the pattern is symmetric about the y-axis,
then patterns for —90 < ¢ < 90 are entered. If it’s symmetric about the
_z-axis, then 0 < ¢ < 180 is used and if it’s symmetric about both axes,
then 0 < ¢ < 90 is used. The data is entered in NPHIR pattern cuts, where
each cut is a constant ¢ cut over 0 < 6 < 180. The phi and theta values
must be entered in increasing order. See Appendix A on how to adjust the
number of interpolation points (NIX) available. '
Warnings: This command can only be called once and will increment the
‘total number of receivers by one. The accuracy of this.routine is dependent
on the number of points entered and their measured accuracy.

READ: (XRR(N,MR),N:l,S)
where

XRR(N,MR) This is a doubly dimensioned real array which is
used to define the z,y,z location of the MRth element in
the definition coordinate system for a stationary receiver or
the linear displacement relative to the pattern location for
a moving receiver. If the receiver is moving in a spherical
pattern then these represent linear displacements in the 7,
8 and ¢ directions respectively. Again, a single line of data
contains the z,y,z (N=1,2,3) locations.

READ: THRZ, PHRZ, THRX ,PHRX
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where

THRZ,PHRZ These are real variables which are used to define
the orientation of the MRth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.

THRX,PHRX These are real variables which are used to define
the orientation of the MRth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.

The z-axis and z-axis specified by these angles must be defined
orthogonal to each other. The y-axis is found by the cross product
of the - and z-axes.

I{ the receiver is moving in a spherical pattern, then these angles
are defined relative to the spherical coordinate axes of the pattern
system at the pattern point. The receiver coordinate axes are
still #, ¢ and 2, but they are defined relative to the 7, 6 and d)
directions. The THRZ and THRX are angles relative to the  axis
and the PHRZ and PHRX are angles relative to the 7 axis. For
example: if you want the receiver coordinate Z in the 7 direction
of the pattern system and & in the 6 then input THRZ, PHRZ '
THRX, PHRX = 90,0,90,90.

The following data is input on logical unit IURI:

ISYMR,NPHIR,NPTR, TAUR

where

ISYMR This is an integer variable that defines the type of sym-
metry the feed pattern has; where:
ISYMR=0 for no symmetry
ISYMR=1 even symmetry about the x and y axes
ISYMR=2 even symmetry about the = axis only
ISYMR=3 even symmetry about the y axis only
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READ:

RI

NPHIR This integer variable is the number of pattern cuts to
be entered. The number of ¢ values.

NPTR This integer is the number of 6 points per pattern cut.
This number is the same for each cut.

TAUR This real variable is the angle (in degrees) relative to the
z-axis of the antenna polarization for linearly polarized fields
(see Figure 4.15). If a circularly polarized field is chosen,
then this should be set to 0.

LDBR,LCPR,LEHR

where

LDBR This is a logical variable used to tell the code how the
magnitudes of the input field values are to be entered. If
true, then these values are input in dB.

LCPR This is a logical variable that is set true if a circularly
polarized field is wanted.

LEHR This is a logical variable that tells the code if the data to
be entered is the electric field values (LEHR=T') or magnetic
field values (LEHR=F).

(PHINR(I), I=1,NPHIR)

where

PHINR(I) This is real array which holds the NPHIR ¢ values,

in degrees, of the pattern cuts to be entered next. They
-must be entered in increasing order.

THPTR,MG1,PH1
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where

These real variables are the 8 value (in degrees) and the magni-
tude and phase (in degrees) of the field at that value. This is
entered NPTR times for each PHINR value entered above. So
the NPTR values for the ¢=PHINR(1) cut are entered first, then
the next NPTR values for the $=PNINR(2) cut, etc. Remember
if LDBR=T, the MG1 are entered in dB.

EXAMPLE:
This specifies a receiver that is at the
RI . .
origin.. The symmetry (1) indicates
0.,0.,0. S .
only cuts over ¢ = 0° to 90° are
0.,0.,90.,0. | T
needed, so here only ¢ = 0°,90° are
1,2,15,90. . .
FF.T input. The 15 values input per. cut
0 ’ ; o are the field amplitudes of a y directed

0...15,0. linearly Polarlzed electric field.
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4.31 Command RM: MOM Receiver Input

This command enables the user to interface the Numerical Electromagnetics
Code (NEC) - Moment Method Code with the Basic Scattering Code in
order to use the antenna modeling capabilities of NEC to specify the needed
receiver data such as location and current weights of the elements. The
geometry is illustrated in Figure 4.16. See Appendix A on how to adjust
the number of receivers (NRX) available.

‘READ: PRAD

where

PRAD This is a real variable which is used to define the total

 power radiated in watts from the NEC modeled antenna (as

if it were a source). This allows the coupling to be com-

puted. If Pin is substituted for Prad, the power gain will be
computed.

READ: MRX

where

MRX This is an integer variable which defines the maximum
number of elemental wire radiators that have been used in
the NEC code to model the antenna.

READ: (XRR(N,MR),N=1,3), HR(MR), THRZ, PHRZ

where

XRR(N,MR) This is a doubly dimensioned real array which
is used to define the z,y, z location of the MRth elemental
radiator in the definition coordinate system.
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HR(MR) This is a real array which is used to input the length
of the MRth element in the units specified by IUNIT from
the UN command or the default option.

THRZ,PHRZ These are real variables which are used to define
the orientation of the MRth element in the definition coor-
* dinate system. The angles are in degrees and define a radial
direction which is parallel to the MRth element current flow.
The angle THRZ is the angle of the element measured up
from the z — y plane. The angle PHRZ is the phi angle in a
normal spherical coordinate system.

READ: WMR, WPR

where

WMR,WPR These are real variables used to define the exci-
tation associated with the MRth element. The real part is
given by WMR and the imaginary part by WPR.

Note that for the NEC code input all the elements are assumed to be
electric current elements.
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4.32 Command RT: Rotate-Translate Ge-
ometry

This command enables the user to translate and/or rotate the coordinate
system used to define the input data in order to simplify the specification
of the plate, curved surface, source, and receiver geometries. The geometry
is illustrated in Figure 4.11.

READ: (TR(N),N=1,3)

where

TR(N) This is a dimensioned real variable. It is used to specify
the origin of the new coordinate system to be used to input
the data for the source or the scattering structures. It is
input on a single line with the real numbers being the z,y, z
coordinates of the new origin which corresponds to N=1,2,3,
respectively.

READ: THZP, PHZP, THXP, PHXP .

where

THZP,PHZP These are real variables. They are input in de-
grees as spherical angles that define the z-axis of the new
coordinate system as if it was a radial vector in the refer-
ence coordinate system. '

THXP,PHXP These are real variables. They are input in de-
grees as spherical angles that define the z-axis of the new
coordinate system as if it was a radial vector in the refer-
ence coordinate system.
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- Figure 4.11: Definition of rotate-translate coordinate system geometry.

The new z-axis and z-axis must be defined orthogonal to each other.
The new y-axis is found from the cross product of the z- and z-axis. All
the subsequent inputs will be made relative to this new coordinate sys-
tem, which is shown as ,,y, z;, unless command RT is called again and

redefined.
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EXAMPLE:

RT

- 0.,0.,10.

90.,90.,90.,0.

EXAMPLE:

RT

Moves the origin to z,y,z = 0,0,10
and new z axis is in the definition y
axis direction. New z axis is same.

Redefines the origin and axes to their
default condition.
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4.33 Command SA: Source Array

'This command enables a group of sources to be arrayed together in order to
reduce computation time. The antenna type, size and orientation can be in-
put individually for each element or by setting the proper flag any of these
characteristics can be set once for the entire array. The ability to input
the orientation of each element allows the user to specify arrays of circu-
larly polarized elements. The geometry is illustrated in Figures 4.12, 4.13,
and 4.14. They are, also, assumed to be all mounted on a given plate or
removed from all plates. The entire group of elements defined by this com-
mand is treated as one equivalent source with an array pattern factor for
computation purposes. The equivalent source position of the array is found
by a weighted average of the individual element positions, and this location
is specified the same as for a source defined by the SG command. The
position weighting factor is proportional to the magnitude of the individual
source’s excitation weight. An added phase term can also be included in
the array factor for cases where a scatierer may not be quite far enough
away from the source to be in the far zone of the array (see Section 2.2 for
more details).

The SA command can be used by itself or in conjunction with other SG
commands. One call to this command defines one equivalent source. The
number of sources in the problem is automatically counted by the number
of calls to this command and the SG command. See Appendix A on how
to adjust the number of sources (NSX) available.

As a reminder, the current elements lie in the # — z plane and are 2
directed for |[IMS] < 3 and lie in the z — y plane and are z directed for
IIMS| > 4 (see Figures 4.13 and 4.14).

Warnings: Using the near zone phase factor (LDSO=T) may incor-
rectly shadow the array elements and may give incorrect results if a nearby
receiver is using the added term (LDRO=T).

READ: LDSO(MS),LMO,LMT

where
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READ:

SA

LDSO(MS) Thisis alogical array defined by T or F. If set true,
the added near zone phase term will be included in the array
factor calculation.

LMO This is a logical variable defined by T or F. If set true, the
orientation (THSZ, PHSZ etc.) is to be input individually
for each element. If false, the orientation is input once for
the entire array.

LMT This is a logical variable defined by T or F. If set true,
the type (IMS) and size (HS and HAWS) are to be input
individually for each element. If false, they are input once
for the entire array.

MSAX

where

MSAX This is an integer that defines the number of elements
in this array grouping.

(XSS(N,MA),N=1,3)

where

XSS(N,MA) This is a doubly dimensioned real array which is
used to define the z,y, z location of the MAth element rel-
ative to the pattern location for each pattern point if the
source is moving or relative to the definition coordinate sys-
tem if it is stationary. If the source is moving in a spherical
pattern, then these represent linear displacements in the 7, g
and ¢ directions respectively. A single line of data contains
the z,y,z (N=1,2,3) locations. There needs to be MSAX

lines of source locations input. -

(3
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The equivalent source location is given by
T |WS(MA)XSS(N,MA)
MA

> [WS(MA)| ’
MA ‘

XSS(N,MS) =

where N=1 to 3.

THSZ, PHSZ, THSX, PHSX
where

THSZ,PHSZ These are real variables which are used to define
the orientation of the MAth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.

THSX,PHSX These are real variables which are used to define
the orientation of the MAth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.

For a dipole antenna, these angles can be made in a con-
venient direction. The z-axis and 2-axis specified by these
angles must be defined orthogonal to each other. The y-axis
is found by the cross product of the z- and z-axes.

" If the source is moving in a spherical pattern, then these an-
gles are defined relative to the spherical coordinate axes of
the patiern system at the pattern point. The source coordi-
nate axes are still £, § and Z, but they are defined relative to
the 7, 6 and é directions. The THSZ and THSX are angles
relative to the ¢ axis and the PHSZ and PHSX are angles
relative to the 7 axis. For example: if you want the source
coordinate Z in the 7 direction of the pattern system and # in

the 6 then input THSZ, PHSZ, THSX, PHSX = 90,0,90,90.
If LMO=T, then this is entered MSAX times.
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READ: IMS(MA), HS(MA), HAWS(MA)

where

IMS(MA) This is an integer array which is used to define the
MAth element’s source type. The details of the different
types of sources are given elsewhere. The designations are
defined as follows:

IMS(MA)<O0 for an electric element

IMS(MA)>0 for a magnetic element

IMS(MA)|=1 for a uniform current distribution

IMS(MA)|=2 for a piece-wise sinusoidal distribution

[IMS(MA)|=38 for a TEy; cosine current distribution

IMS(MA)|=4 for a annular ring current distribution

[IMS(MA)|=5 {or a constant circular current distribution
| IIMS(MA)|=6 for a TE;; circular current distribution

HS(MA) This is a real array which is used to input the length

of the MAth element. If |IMS| =4, 5 or 6 this is the aperture
radius. . . '

HAWS(MA) This is a real array which is used to input the
width of the MAth element in the case of an aperture an-
tenna. If HAWS(MS)=0 then it is assumed to be a dipole. If
|IMS]| = 4, this is the outer radius of the ring, b. If |IMS| =5
or 6, set this to 0.

Note that the units of the variable HS(MA) and HAWS(MA) can
be specified by the US command. If wavelengths are chosen,
it uses X at the time of definition. It does not change as the
frequency changes. If LMT=T this is entered MSAX times.

READ: WMS, WPS

where .
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“WMS,WPS These are real variables used to define the excita-
: tion associated with the MAth element of the group. The
magnitude is given by WMS and the phase in degrees by
WPS. There needs to be MSAX lines of these two numbers
corresponding to the weights of each of the elements of the

group.

Note that the program will keep increasing the number of sources or
groups of sources in the solution by the number of calls to this command
unless the NS or NX commands are called to reinitialize the source ge-
ometry. Presently, the total number of sources and elements in the source
groups can not be more than 30. This is set by the PARAMETER state-

ments and can be changed if desired.

EXAMPLE:

sh This specifies an array of 5 uniform

T F.F square (0.8 x 0.8) patches of electric

5" ’ current. The LDSO has been set true
so the code will use the second or-

0.,-2.,0. - .

0..-1..0. der array factor when computing the

0..0.,0 fields.

0.,1.,0.

0.,2.,0

0.,0.,90.,0.

= =
o O

pa
o O
O O O O O ™

-
(o]
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4.34 Command SG: Source Geometry

This command enables the user to specify the location and type of source
to used: The geometry is illustrated in Figures 4.12; 4.13 and 4.14. One call
to this command defines one source. The number of sources in the problem
are automatically counted by the number of calls to this command and the
SA command. See Appendix A on how to adjust the number of sources
(NSX) available. _

The source location is specified by the XSS which give the linear dis-
placement from the pattern point for a moving source or {rom the definition
origin for a stationary one.

As a reminder, the currént elements lie in the x — z plane and are z
directed for [IMS| < 3 and lie in the z — y plane and are z directed for
[IMS] > 4.

READ: (XSS(N,;MS),N=1,3)

- where

XSS(N,MS) This is a doubly dimensioned real array which is
used to define the z,y,z location of the MSth element rel-
ative to the pattern location for each pattern point if the
source is moving or relative to the definition coordinate sys-
tem if it is stationary. If the source is moving in a spherical
pattern, then these represent linear displacements in the 7,
@ and ¢ directions respectively. Again, a single line of data
contains the z,y,2z (N=1,2,3) locations.

READ: THSZ, PHSZ, THSX, PHSX

where

THSZ,PHSZ These are real variables which are used to define
the orientation of the MSth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.
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THSX,PHSX These are real variables which are used to define
the orientation of the MSth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system. For
a dipole antenna, these angles can be made in a convenient
direction.

The z-axis and z-axis specified by these angles must be defined

‘orthogonal to each other. The y-axis is found by the cross product

of the z- and z-axes.

The source coordinate axes are still &, § and 2, but they are
defined relative to the 7, § and ¢ directions. The THSZ and
THSX are angles relative to the é axis and the PHSZ and PHSX
are angles relative to the 7 axis. For example: if you want the
source coordinate 7 in the 7 direction of the pattern system and

# in the 6 then input THSZ, PHSZ, THSX, PHSX = 90,0,90,90.

IMS(MS), HS(MS), HAWS(MS)

where

IMS(MS) This is an integer array which is used to define the
MSth element’s source type. The details of the different
types of sources are given elsewhere. The designations are
defined as follows:

IMS(MS)<O for an electric element

IMS(MS)>0 for a magnetic element

|IMS(MS)|=1 for a uniform current distribution
[IMS(MS)|=2 for a piece-wise sinusoidal distribution
[IMS(MS)|=3 for a TEq; cosine current distribution
|IMS(MS)|=4 for a annular ring current distribution -
[IMS(MS)|=5 for a constant circular current distribution
[IMS(MS)|=6 for a TE;; circular current distribution



122

READ:

SG

HS(MS) This is a real array which is used to input the length
of the MSth element. If |IMS|=4, 5 or 6 this is the aperture
radius.

HAWS(MS) This is a real array which is used to input the
width of the MSth element in the case of an aperture an-
tenna. f HAWS(MS)=0, tlen it is assumed to be a dipole.
If [IMS|=4, then this is the outer radius of the ring, b. If
[IMS|=5 or 6 set this to 0. '

Note that the units of the variable HS(MS) and HAWS(MS) can
be specified by the US command. If wavelengths are chosen, it
uses A at the time of definition. It does not change as frequency
changes.

WMS, WPS

where

WMS,WPS These are real variables used to define the excita-
tion associated with the MSth element. The magnitude is
given by WMS and the phase in degrees by WPS.

Note that the program will keep increasing the number of sources in
the solution by the number of calls to this command unless the NS or NX
commands are called to reinitialize the source geometry.

EXAMPLE:
This specifies an electric half-wave
SG . . . . .
0. 10..0 dipole directed in the z direction.
NS The antenna is driven with an ampli-
90.,0.,0.,0.
1..5.0 tude of 15 and phase of 90°.

15.,90.
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Figure 4.12: Definition of source ‘geometry for dipole antennas.
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Figure 4.13: Definition of source geometry for rectangular aperture anten-

nas.
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Figure 4.14: Definition of source geometry for circular aperture antennas.
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4.35 Command SI: Interpolated Source

This command enables the user to approximate a complex antenna using
linear interpolation to determine field values from a finite set of measured
or calculated points. The entire antenna will be treated as a point source
with a complex pattern. The field values are assumed to be from surface
currents that lie in z — y plane of the antenna coordinate system. These
currents must be linear of a known polarization, or circularly polarized.
The data is entered as magnitude and phase of the radiated electric or
magnetic field at various 6 and ¢ values. To ease the data entry process a
symmetry option is included. If the pattern is symmetric about the y-axis,
then patterns for 90 < ¢ < 90 are entered. If it’s symmetric about the
z-axis, then 0 < ¢ < 180 is used and if it’s symmetric about both axes,
then 0 < ¢ < 90 is used. The data is entered in NPHI pattern cuts, where
each cut is a constant ¢ cut over 0 < § < 180. The phi and theta values
must be entered in increasing order. See Appendix A on how to adjust the
number of interpolation points (NIX) available.

Warnings: This command can only be called once and will increment the
total number of sources by one. The accuracy of this routine is dependent
on the number of points entered and their measured accuracy. Do not
mount this on a plate since the imaging may be incorrect.

READ: (XSS(N,MS),N=1,3)

where

XSS(N,MS) This is a doubly dimensioned real array which is
used to define the z,y, z location of the MSth element in the
definition coordinate system for a stationary source or the
location relative to the pattern point for a moving source.
If the source is moving in a spherical pattern then these
represent linear displacements in the 7, 6 and ¢ directions
respectively. Again, a single line of data contains the z,y,

(N=1,2,3) locations.
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THSZ, PHSZ, THSX ,PHSX

where __

THSZ,PHSZ These are real variables which are used to define
the orientation of the MSth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.

THSX,PHSX These are real variables which are used to define
the orientation of the MSth element in the definition coor-
dinate system. They are input in degrees as spherical angles
that define the z-axis of the antenna coordinate system.

The z-axis and z-axis specified by these angles must be defined
orthogonal to each other. The y-axis is found by the cross product
of the z- and z-axes.

If the source is moving in a spherical patiern, then these angles
are defined relative to the spherical coordinate axes of the pat-
tern system at the pattern point. The source coordinate axes are
still #, § and 2, but they are defined relative to the #, § and é
directions. The THSZ and THSX are angles relative to the b axis
and the PHSZ and PHSX are angles relative to the # axis. For
example: if you want the source coordinate Z in the # direction
of the pattern system and & in the 6 then input THSZ, PHSZ,
THSX, PHSX = 90,0,90,90.

The following data is input on logical unit TUSI:

ISYM,NPHI,NPTS,TAU

where

ISYM This is an integer variable that defines the type of sym-
metry the feed pattern has; where:

: ISYM=0 for no symmetry
" ISYM=1 even symmetry about the = and y axes
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READ:

SI

ISYM=2 even symmetry about the = axis only
ISYM=3 even symmetry about the y axis only

NPHI This integer variable is the number of pattern cuts to be
entered. The number of ¢ values.

NPTS This integer is the number of 8 points per pattern cut.
This number is the same for each cut. :

"TAU This real variable is the angle (in degrees) relative to the
z-axis of the antenna polarization for linearly polarized fields
(see Figure 4.15). If a circularly polarized field is chosen,
then this should be set to 0.

LDB,LCP,LEH

where

LDB This is a logical variable used to tell the code how the
magnitudes of the input field values are to be entered. If
true then, these values are input in dB.

LCP This is a logical variable that is set true if a circularly
polarized field is wanted.

LEH This is a logical variable that tells the code if the data to
be entered is the electric field values (LEH=T) or magnetic
field values (LEH=F).

(PHIN(I), I=1,NPHI)

where

PHIN(I) This is real array which holds the NPHI ¢ values, in
degrees, of the pattern cuts to be entered next. They must
be entered in increasing order.
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— K

Current Polarization

AU

Figure 4.15: Polarization angle of fields, Tau

READ: THPTS,MG1,PH1
o where ___  ——

These real variables are the 9 value (in degrees) and the mag-
pitude and phase (in degrees) of the field at that value. This
is entered NPTS times for each PHIN value entered above. So
the NPTS values for the =PHIN(1) cut are entered first, then
the next NPTS values for the $=PNIN(2) cut, etc. Remember if
LDB=T, the MG1 are entered in dB.
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EXAMPLE:

SI

0.,0.,0.
0.,0.,90.,0.
0,4,9,0.

T,T,F
0.,90.,180.,270.
0.,-22.,35,

This specifies an interpolated antenna
where there is no symmetry, so ¢ over
0° to 360° are used (0° to 270° to be
specific). The values input are mag-
netic field amplitudes of a circularly

polarized antenna in dB. Nine points

(8’s) are input for each cut.

ST
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4.36 Command SM: MOM Source Input

This command enables the user to interface the Numerical Electromagnetics
Code (NEC) - Moment Method Code with the Basic Scattering Code in
order to use the antenna modeling capabilities of NEC to specify the needed
source data such as location and current weights of the elements. The
geometry is illustrated in Figure 4.16. See Appendix A on how to adjust
the number of sources (NSX) available.

READ: PRAD

where

PRAD This is a real variable which is used to define the total
power radiated in watts from the NEC modeled antenna.
This allows the directive gain to be computed in the far
sone. If Pin is substituted for Prad, the power gain will be
computed.

READ: MSX

where

MSX This is an integer variable which defines the maximuim
number of elemental wire radiators that have been used in
the NEC code to model the antenna. '

READ: (XSS(N,MS),N=1,3), HS(MS), THSZ, PHSZ
where

XSS(N,MS) This is a doubly dimensioned real array which is
used to define the z,y, z location of the MSth elemental ra-
diator in the definition coordinate system.
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HS(MS) This is a real array which is used to input the length
of the MSth element in the units specified by IUNIT from
the UN command or the default option.

THSZ,PHSZ These are real variables which are used to define
the orientation of the MSth element in the definition coor-
dinate system. The angles are in degrees and define a radial
direction which is parallel to the MSth element current flow.
The angle THSZ is the angle of the element measured up
from the x — y plane. The angle PHSZ is the phi angle in a
normal spherical coordinate system.

READ: WMS, WPS

where

WMS,WPS These are real variables used to define the exci-
tation associated with the MSth element. The real part is
given by WMS and the imaginary part by WPS.

Note that for the NEC code input all the elements are assumed to be
electric current elements. ' '
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4.37 Command TC: Test Cylinder

This command enables the user to set options to be used to test the cylinder

fields.

READ: LNUCF

where

LNUCF This is a logical variable. If true, it uses the classi-
cal non-uniform diffraction coefficients for the reflection and
creeping wave fields for a curved surface.
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4.38 Command TO: Test Output

This command enables the user to obtain an extended output of various
‘intermediate quantities in the computer code. This is useful in testing the
program or in analyzing the contributions from various scattering mecha-
nisms in terms of the total solution.

READ: LDEBUG, LTEST, LOUT, LWARN

where

LDEBUG This is a logical variable defined by T or F. It is
used to debug the program if errors are suspected within
the program. If set true, the program prints out data on
unit TUQ, which is usually #6, associated with each of its .
internal operations. These data can, then be compared with
previous data which are known to be correct. It is, also, used
to insure initial operation of the code. Only one pattern
angle is considered. (normally set false)

LTEST This is a logical variable defined by T or F. It is used to
test the input/output associated with each subroutine. The
‘data written out on unit TUO are associated with the data
in the window of the subroutine. They are written out each
time the subroutine is called. It is, also, used to insure initial
operation of the code. Only one pattern angle is considered.
(normally set false)

LOUT This is a logical variable defined by T or F. It is used to
output data on unit IUO associated with the main program.
It too is used to initially insure proper operation. It can, also
be used to examine the various components of the pattern.
This is especially useful to someone interested in analyzing
which scattering center contributesin a particular direction.
The field subroutine name is output along with the plate,
edge, cylinder, and end cap numbers when applicable. See
Tables 4.1 and 4.2 for the format of the printed information.
(normally set false)
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LWARN This is a logical variable defined by T or F. It is used
to give warning messages programed internally into the code
indicating when the code may have numerical difficulties. It
outputs the messages on unit IUW, which is usually #6.
These messages are intended to help correctly identify a
problem if it exist, they do not necessarily indicate that there
is an error.

Table 4.1: Individual Plate Field Types Printed when LOUT is set true.

TYPE |  IDENTIFIERS - DESCRIPTION

INCFLD |0 0 0 0 | Direct field

RP MP |0 0 0 | Field reflected by plate MP

RPRP MP | MPP |0 0 | Field reflected by plate MP then
reflected by plate MPP '

DP MP |ME |0 0 | Field diffracted by edge ME of
plate MP

CORNER | MP |ME |0 0 | Field diffracted by corners of edge

’ ME of plate MP

RPDP MPR | MP | ME |0 | Field reflected by plate MPR
then diffracted by edge ME of
plate MP

CORNER | MPR | MP | ME | 0 | Field reflected by plate MPR
then diffracted by the corners of
edge ME of plate MP

DPRP MP | ME | MPR |0 | Field diffracted by edge ME of
plate MP then reflected by plate
MPR ’

CORNER | MP | ME | MPR | 0 | Field diffracted by the corners of
edge ME of plate MP then re-
flected by plate MPR
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Table 4.2: Individual Curved Surface Field Types Printed when LOUT is

set true.

TYPE

IDENTIFIERS

DESCRIPTION

RC

GO

MC

MC

MN

‘MN

0

Field uniformly reflected by sec-
tion MN of the curved surface
cylinder MC

Geometrical optics field reflected
by section MN of the curved sur-
face cylinder MC (for comparison
purposes)

DC

MC

MN

Field uniformly diffracted by sec-
tion MN of the curved surface |
cylinder MC 1

RN

DN

MN

Field reflected by end cap MN of ‘

curved surface cylinder MC

MN

SUBTOTAL |

MN of cylinder MC |
|

Sum of fields of given type num-
ber ITERM and location or fre-

quency number IK

TOTAL

I

II

II

II

Total field for a given position or
frequency number II
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4.39 Command TP: Test Plate

This command is used to test the plate diffraction options.

READ: LSLOPE, LCORNR

. where

LSLOPE This is a logical variable defined by T or F. It is used
to tell the code whether or not slope diffraction is desired
during the computation. (normally set true)

LCORNR This is a logical variable defined by T or F. It is used
to tell the code whether or not corner diffraction is desired
during the computation. (norinally set true)
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4.40 Command UF: Scale Factor

This command enables the user to scale the linear dimensions that follow
the command by the factor specified.

READ: UNITF

where

UNITF This is a real variable that is used as a scale factor for
all the linear dimensions that follow the command.

Note the default value for this factor is 1.

EXAMPLE:

This scales all linear dimensions to

UF follow by a factor of 1.5.

1.5
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4.41 Command UN: Units of Geometry

This command enables the user to specify the units of all the linear di-
mensions to be input after the command is called. (The exceptions are
the source length HS and width HAWS, and receiver length HR and width
HAWR, see command US.) .

READ: JUNIT

e where

TUNIT This is an integer variable that indicates the units for
the input data that follows, such that
1= meters
2= feet

3= inches

Note the default value is meters. If this command and the frequency
command FR are not specified then the geometry is assumed to be specified
in wavelengths.

EXAMPLE:

The linear dimensions to follow are to

UN .
be in inches.

3
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4.42 Command US: Units of Source

This command enables the user to specify the units of the source length
HS and width HAWS or receiver length HR and width HAWR to be input
after the command is called. These variables are in the commands SG,

SA, RG, and RA.

READ: IUNST

where

JUNST This is an integer variable that indicates the units for

the input data HS, HAWS, HR, HAWR that follows, such
that if

0= wavelengths
1= meters
2= feet

3= inches

Note the default is meters. If the wavelength option is specified, then
~the length and width of the antenna in meters is determined based on the
frequency in effect at the time the source or receiver is defined. If the
frequency is changed later, the length and width of the source or receiver
in meters will not change based on the new frequency. If this is desired,
the source and/or receiver command will have to be redefined.

EXAMPLE:

The antenna size dimensions are to be

us . .
input in wavelengths.

0
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4.43 Command VD: Volumetric Far Zone

This command enables the user to define the far zone volumetric pattern
coordinate system, the pattern cut, and the angular range that is desired.
The angular range is restricted to integer steps. This command is su-
perceded by the VF command, which allows non-integer steps, is therefore
more general. The geometry is illustrated in Figure 4.4, 4.5, and 4.6. See
Appendix A on how to adjust the number of observation points (NOX)
available.

READ: THCZ, PHCZ, THCX, PHCX

where

THCZ,PHCZ These are real variables. They are input in de-
grees as spherical angles that define the z,-axis of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system.

THCX,PHCX These are real variables. They are input in de-
grees as spherical angles that define the z,-axis of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system.

Note that the new z,-axis and z,-axis must be defined orthogonal
to each other. The new y,-axis is found from the cross product
of the z,- and z,-axes.

READ: LCNPAT, TPPD, TPPV, NPV

where

LCNPAT This is a logical variable that defines the pattern cut
desired, such that
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T= The theta angle is held fixed while the phi angle is
varied. The theta angle will then be incremented and
another cut will be calculated.

F= The phi angle is held fixed while the theta angle is var-
jed. The phi angle will then be incremented and another
cut will be calculated. ‘

TPPD This is a real variable. It defines the starting angle of
the “fixed” angle specified by LCNPAT.

TPPV This is a real variable. It defines the incremental angle
of the “fixed” angle specified by LCNPAT.

NPV This is a integer variable. It defines the number of pattern
points of the “fixed” angle specified by LCNPAT.

READ: IB, IE, IS

where

IB,IE,IS These are integer variables used to define angles in
degrees. They are, respectively, the beginning, ending, and
incremental values of the pattern angle.
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4.44 Command VF: Far Zone Volumetric
Pattern

This command enables the user to define the far zone volumetric pattern
coordinate system, the pattern cut, and the angular range that is desired.
The geometry is illustrated in Figure 4.4,4.5, and 4.6. See Appendix A on
how to adjust the number of observation points (NOX) available.

READ: THCZ, PHCZ, THCX, PHCX

where

THCZ,PHCZ These are real variables. They are input .in de-
grees as spherical angles that define the z,-axis.of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system.

THCX,PHCX These are real variables. They are input-in-de-
grees as spherical angles that define the x,-axis of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system.

Note that the new z,-axis and z,-axis must be defined orthogonal
to each other. The new y,-axis is found from the cross product
of the z,- and z,-axes.

READ: LCNPAT, TPPD, TPPV, NPV

where

LCNPAT This is a logical variable that defines the pattern cut
desired, such that

T= The theta angle is held fixed while the phi angle is
varied. The theta angle will then be incremented and
another cut will be calculated.
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. F= The phi angle is held fixed while the theta angle is var-
ied. The phi angle will then be incremented and another
cut will be calculated. '

TPPD This is a real variable. It defines the starting angle of
the “fixed” angle specified by LCNPAT.

TPPV This is a real variable. It defines the incremental angle
of the “fixed” angle specified by LCNPAT.

NPV This is a integer variable. It defines the number of pattern
points of the “fixed” angle specified by LCNPAT.

TPPS, TPPI, NPN

where

TPPS This is a real variable. It defines the starting angle of the
“varying” angle specified by LONPAT.

TPPI This is a real variable. It defines the incremental angle of
the “varying” angle specified by LCNPAT.

NPN This is a integer variable. It defines the number of pattern
points of the “yarying” angle specified by LCNPAT.

EXAMPLE:

VF This specifies a far zone scan over the
0.,0.,90.,0. entire upper half plane (z > 0) by

T,-90.,15.,13

sweeping in ¢ for various 6 cuts.

0.,156.,13
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EXAMPLE:

VF
0.,0.,90.,0.
¥,0.,15.,13

-90.,15.,13

- This specifies the same scan-as above
but sweeps 8 for various ¢ cuts.

'VF
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4.45 Command VN: Volumetric Near Zone

This command enables the user to define the near zone pattern coordinate
system, the volumetric pattern cut, and the spacial range that is desired.
The geometry is illustrated in Figures 4.8, 4.9, and 4.10. See Appendix A
on how to adjust the number of observation points (NOX) available.

READ: (XPC(N),N:1,3)
where

. XPC(N) This is a dimensioned real variable. It is used to spec-
ify the origin of the near zone pattern coordinate system
relative to the reference coordinate system. It is input on a
single line with the real numbers being the z,y, z coordinates
of the origin which corresponds to N=1,2,3, respectively.

READ: THCZ, PHCZ, THCX, PHCX

where

THCZ,PHCZ These are real variables. They are input in de-
grees as spherical angles that define the z,-axis of the pattern
coordinate system as if it was a radial vector in the reference
coordinate system.

THCX,PHCX These are real variables. They are input in de-
grees as spherical angles that define the z,-axis of the pattern
‘coordinate system as if it was a radial vector in the reference
coordinate system:.

Note that the new z,-axis and z,-axis must be defined orthogonal
to each other. The new y,-axis is found from the cross product
of the z,- and z,-axes.
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READ: LRECT

— where
LRECT This is a logical variable that defines whether a spheri-
cal or linear pattern cut is desired. It is designated as follows:

T= linear pattern cut

F= spherical pattern cut

READ: RXS, TYS, PZS

. where _

RXS,TYS,PZS These are real variables. They define the start-
ing position of the pattern trace. If LRECT=F, they are
the radial, theta; and phi coordinates of the start location,
respectively. If LRECT=T, they are the z, y, and z coordi-
nates of the starting location, respectively.

READ: RXI, TYI; PZI

. where

RXI,TYI,PZI These are real variables. They define the size of
the incremental steps for the pattern trace. If LRECT=F,
they are the radial, theta, and phi step sizes, respectively. If
LRECT=T, they are the z, y, and z step sizes, respectively.

READ: IVPN, NPV, NPN

where
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IVPN This is an integer variable. It is used to specify the type
of rasterization for the volumetric pattern cut.
1= r and 6 or = and y is varied.
2= 7 and ¢ or = and 2 is varied.
3— 0 and. ¢ or y and z is varied.

NPV This is an integer variable used to define the number of
patiern points that are processed in the outer loop.

IVPN>0 NPV specifies the number of r,r, or 8 steps or x,
x, or y steps respectively, as defined by the IVPN above.

IVPN<O NPV specifies the number of 8, ¢, or ¢ steps or ¥,
z or z steps, respectively, as defined by the IVPN above.

NPN This is an integer variable used to define the number of
‘pattern points that are processed in the inner loop.

IVPN>0 NPN specifies the number of 8, ¢, or ¢ steps or y,
2 or z steps, respectively, as defined by the IVPN above.

IVPN <O NPN specifies the number of r, r, or § steps or x,
z, or y steps respectively, as defined by the IVPN above.

 EXAMPLE:
VN This specifies a scan of the entire up-
0.,0.,0. per half plane (z > 0) at v = 20.
0.,0.,90.,0.
F
20.,0.,0.
0.,15.,15.

3,7,24



1

0

EXAMPLE:

VN

This specifies a scan over a flat plane
parallel to the z — y plane at z = 25.
The scan plane covers the values of
25 <z < 25and —25 <y < 25.
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4.46 Command VP: Volumetric Plot Data

This command enables the user to specify whether binary output is written
to the disk eventually to be plotted. Information about the type of plot
desired is specified. A rectangular or polar plot can be defined along with
the size of the plot and viewing window. It is like the PP command ex-
cept that it 1s designed for volumetric information, so to conserve space ol
the disk or other device the type of field and polarization desired can be
specified.

READ: LPLT

where

LPLT This is a logical variable defined by T or F. It is used to
indicate if a plot of the results are desired.

READ: LPPREC, PPXL, PPYL

where —

LPPREC This is a logical variable defined by T or F that is
. used to specify whether a rectangular or polar plot is de-
sired. If LPPREC is TRUE, a rectangular plot is specified.

1f LPPREC is FALSE, a polar plot is specified.

PPXL This is a real variable. If LPPREC is TRUE, this is the
length of the z-axis. The z-axis is the angle definition axis.
If LPPREC is FALSE, this is the angular position of the zero

angle axis.

PPYL This is a real variable. If LPPREC is TRUE, this is the
length of the y-axis. The y-axis is the dB definition axis. If
LPRREC is FALSE, this is the radius of the polar plot.




152

READ:

READ:

READ:

VP

PPXB, PPXE, PPXS

where

PPXB This is a real variable that defines the beginning value
of the grid’s z-axis. o
PPXE This is a real variable that defines the end value of the

grid’s z-axis.

PPXS This a real variable that defines the step size of the grid’s
T-axis.

PPYB, PPYE, PPYS

_ where

PPYB This is a real variable that defines the beginning value
of the grid’s y-axis.

PPYE This is a real variable that defines the end value of the
grid’s y-axis. : |

PPYS This a real variable that defines the step size of the grid’s
y-axis.

IVTYP, IVPOL

where

IVTYP This is an integer variable. It is used to specify the type
of field output to the file. If a receiver is present, only the
coupling is supplied; therefore, this option has no action. If
just the field are being studied, then IVTYP can be used to

reduce the amount of information written on the file.

1= Output only the electric field.
2= Output only the magnetic field.



VP 153

3= Output both the electric and magnetic fields.

IVPOL This is an integer variable. It is used to specify the
type of polarization to be output to the file. If a receiver
is present, the coupling has no polarization; therefore, this
option has no action. If a field is being output, then the
polarization can be chosen with the following options.
1= r or = polarized field is output.
2= 6 or y polarized field is output.
3= ¢ or z polarized field is output.
4= r and 0 or z and y polarized fields are output.

5= r and ¢ or z and z polarized fields are output.
6= 6 and ¢ or y and z polarized fields are output.
7= r,8,and ¢ or z, y, and z polarized fields are output.
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4.47 Command XQ: Execute Code

This command is used to execute the code so that the results may be
computed. After execution the code returns for another possible command
word.

4.48 Command XT: Execute Terms

This command is used to execute the code. It enables a term processor, that
‘allows the user to compute only the UTD terms from the specific diffraction
locations desired. It can be used to include all of a particular type of term,
to include only some of the scattering centers of the term, or to exclude
some of the centers. It reads the information from a file assigned to logical
unit IUT. It is used in place of the XQ command. Further information
is given in Section 5.6 for the XT command and Section 4.47 for the XQ
command.

In the file assigned to IUT all the field terms to be included in the
analysis must be listed. The present choices are:

o INCFLD = incident field.

o RP = reflected fields off plates.

e RPRP = reflected-reflected fields off plates.

e DP = diffracted fields off plates.

o RPDP = reflected-diffracted fields off plates.

o DPRP = diffracted-reflected fields off plates.

o RC = reflected fields off curved surfaces.

¢ DC = diffracted fields off curved surfaf.es.

s RN = reflected fields off curved surface end caps.

e DN - diffracted fields off curved surface end caps.
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Following each field listed in the file the user tells the code which of
the scattering centers are to be used. If the field is followed by ‘ALL’ then
the code includes all the fields of that type. If only certain of the terms of
the field are to be included then the field is followed by ‘SOM’, which is
followed by a list of the desired terms. If all the terms except for certain
ones are desired the field is followed by ‘EXC’ and a list of the terms to
exclude. The term ‘END’ must be the last item in the file. The individual
terms for each of the field types are:

INCFLD

no choice

RP

i ' i=plate number

RPRP

1,j i= plate number of first plate
j= plate number of second plate

DP

1,n i=plate number
n=edge number

RPDP

i,j,n j=reflecting plate number
j=diffracting plate number
n=diffracting edge number

DPRP

jon,i j=diffracting plate number
n=diffracting edge number
i=reflecting plate number

RC

i i=curved surface cylinder number
j=section number

DC

1,] i=curved surface cylinder number
j=section number '

RN

1,] ' : i=curved surface cylinder number

j=end cap number

DN
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i=cylinder number
j=rim number

XT

The number 999 in the first place, with the appropriate number of places
after it, is the end of list indicator for the list of terms for each field type.

EXAMPLE:

T

EXAMPLE:

INCFLD
RP

ALL

DP

EXC
1,2
999,0
RPDP
SOM
1,2,3
999,0,0
END

Using this command only the terms
specified in the file shown are in-

cluded.

This separate file instructs the code
to include the incident field, all the re-
flection from plates, all the diffraction
from plates except from plate 1 edge 2
and only the reflected-diffracted term
for reflection from plate 1 and diffrac-
tion from plate 2 edge 3.



Chapter 5

Interpretation Of Input Data

This computer code is written to require a minimal amount of user in-
formation such that the burden associated with organizing the details of
a complex geometry internal to the computer code will be accomplished
opaque to the user. An attempt has been made to make as many of the ge-
ometry decisions that have to be made as automatic as possible. The code
has been tested on a large class of problems over the years, but, as can be
imagined with a code as complex as this, it is not possible to anticipate
all possible geometry situation that can arise in practice. Therefore, some
rules have to be followed to help the code properly interpret the particular
situation desired. Many of these rules are governed by the numerical ac-
curacy of the computer that is being used, since most of the decisions are
based on logical statements that compare small numbers. This chapter is
intended to point out the subtle rules that the user needs to be aware of
when he defines his geometry and to alert him to many of the situations
that can arise and how to avoid or interpret them.

5.1 Moving Antennas

The orientation and location of moving antennas is handled differently then
stationary ones. For stationary antennas, the location and orientation input
by the user defines the antenna in the definition coordinate system, or more
precisely in the reference coordinate system after performing any rotation
or translation required by an active RT. For moving antennas, this is not
the case. The displacement and orientation data input by the user is still

157
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acted upon by any active RT to give what we will call here d, for the
displacement and 0.0, ¢z,4, ... and ¢. . for the orientation, but this data is
not used to locate the axes in the reference coordinate system. Instead the
moving -antenna’s coordinate system (%,,Ya,Za) is defined using this data
in the moving pattern coordinate system (Zp,Yp, 7). The moving pattern
system is the coordinate system defined by the pattern commands. The
axes definitions are done for each pattern point, 5.

For linear pattern motion, this definition is straight forward. The code
uses the d, to translate the origin linearly in the (&,,%p, ) directions from
the pattern point. At this point, the two 6 and ¢ angles define ‘the ori-
entation of the (#4,%.,7,) relative to the same axes, using the standard
definitions for 8 (measured from %) and ¢ (measured from #). For cur-
cular patterns the translation is still performed first but not in the same
directions. The d: defines a linear translation from the pattern point in
the 7, 0;,, qu directions. For example, a translation of 1,1,0 would mean a
linear shift of 1 unit each in the 7, and 0;, directions. The rotation is also
taken in terms of the 7,,8,,4, directions. The 6, and .6, are the angles
measured from the d;p direction and the ¢, and ¢, are measured from the
7, direction. What this means is that the antenna coordinate system 1is
rotated and translated about axes aligned so that: & is 7y, § is -0;, and 2 is
ngp. Therefore if 7, is to be qu directed then the user would set 8,, ¢, = 0,0.
For more on both linear and circular motion coordinates see Figures 5.1
and 5.2, respectively. Remember that the antenna is defined in the an-
tenna coordinate system depending on its shape. Rectangular elements
have currents that are directed in the Z, directions and lie in the z, — z,
plane, while the circular elements lie in the 2, — ya plane.

5.2 Plates

The operator need not instruct the code that two plates are attached to form
a convex or concave structure. The code flags this situation by recognizing
that two plates have a common set of corners (i.e., a common edge). So if
the operator wishes to attach two plates together he needs only define the
two plates as though they were isolated, but, the two plates will have two
identical corners. All the geometrical information associated with plates
with common edges is then generated by the code.
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pattern point
ZD
4
~ 1

\D

% ~

X : Y

Figure 5.1: Definition of antenna coordinate system for a linearly moving

antenna.
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SOURCE

Figure 5.3: Data format used to define a flat plate intersecting another flat
plate. -

If the geometry being defined is rather complex, such that the corners
of the plate can not be specified in nice round numbers, the code sometimes
will flag the the plate as not being flat. It may be possible to get around
this situation in a couple of ways. First, it may be possible to add a few
more significant digits of accuracy to the definition of the corners. Second,
the plates can be defined in the z — y plane of a definition coordinate
system using the RT command to rotate - translate the plate into place.
Thirdly, the plate can be broken up into triangular plates. Finally, the
user could find the appropriate IF statement governing the flatness test
in the GEOMP subroutine and change the logical test number slightly to
eliminate the problem.

The present code also will allow a plate to intersect another plate as
shown in Figure 5.3. It is necessary that the corners defining the attachment
be positioned a small amount (approximately 10-5)) through the plate
surface to which it is being connected. If a larger amount (~ 0.1X) of
corner is positioned through the plate, the code will print a warning and
not attach the plates.

In defining the plate corners it is necessary to be aware of a subtlety
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PLATE #|

pLATE ¥2

3 4

Figure 5.4: Data format used to define a box structuir.

associated with simulating convex or concave structures in which two or
more plates are used in the computation. This problem results in that each
plate has two sides. If the plates are used to simulate a closed or semi-closed
structure, then possibly only one side of the plate will be illuminated by
the antenna. Consequently, the operator must define the data in such a
way that the code can infer which side of the plate is illuminated by the
antenna. This is accomplished by defining the plate according to the right
- hand rule. As one’s fingers of the right hand follow the edges of the plate
around in the order of their definition, his thumb should point toward the
illuminated region above the plate. To illustrate this constraint associated
with the data format, let us consider the definition of a rectangular box. In
this case, all the plates of the box must be specified such that they satisfy
the right - hand rule with the thumb pointing outward as illustrated in
Figure 5.4. If this rule were not satisfied the code attempts to figure out
the intended wedge number from what it knows. It is possible, however,
that it can misinterpret the situation. Caution in interpreting the results
would be strongly advised.



163

n n
? SLOT
MONOPOLE (MAGNETIC
EQUIVALENT 1/ J DIPOLE )
DIPOLE
LENGTH | ¢ 1 SN
L !

8<10-35) S <1079
(a) MONOPOLE (b) SLOT

Figure 5.5: Illustration of geometry for plate-mounted antennas.

5.3 Plate Mounted Antennas

Another situation which must be kept in mind is associated with antenna
elements mounted on a plate. The code automatically determines that the
antenna element is mounted on the plate. It assumes that the element
will radiate on the side of the plate into which the normal points. This is
accomplished in the code by automatically positioning the source a small
distance (10~5)) above the plate in the direction of the normal as illustrated
in Figure 5.5. This can be overridden by placing the element a slightly larger
distance than this small number. It is important, therefore, to follow the

simple rules above for defining the plate normals when dealing with plate
" mounted antennas. There is, also, another point associated with antennas
mounted on perfectly - conducting flat structures. If a plate - mounted
monopole is considered in the computation, one should input the equivalent
dipole length and not the monopole length (i.e., the monopole plus image
length should be used as shown in Figure 5.5a). The code automatically
handles the half dipole modes associated with the monopole. The plate -
mounted slot is, also, automatically taken care of by the code as shown in
Figure 5.5b if a magnetic dipole is used.
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5.4 Curved Surfaces

The same situation, as for a plate, arises when the antenna is mounted on
the end cap of a curved surface. It should also be remembered that the
antenna can not be mounted on the curved surface. In general, the antenna
should be kept a wavelength away, however, this can often be relaxed to
approximately a quarter - wavelength.

In the present code, the attachment of a plate corner to the curved
surface is automatically detected, however, a diffracted field from the plate
- curved surface junction is not considered in this version. If the plate -
cylinder junction forms a straight, orthogonal edge, image theory alone will
give the correct results. The diffracted fields, therefore, are not needed. If
the plate - cylinder junction forms a curved edge or one in which the plate
and curved surface are not orthogonal a diffracted field from that edge will
be required in the solution. This will be added when time and effort permit.

5.5 Geometry Warning Messages

Occasionally, the code will try to trace out ray paths associated with geo-
metrical situations that give the algorithms numerical problems. It checks
most of its ray path calculation against the laws of reflection and diffrac-
tion. If the code thinks that the laws have not been satisfied to a given
degree of accuracy it will warn the user if the LWARN flag is set in the
TO command. If a warning message arises it may or may not indicate a
problem has occurred. It may be possible that the geometry is not defined
in the proper manner. The user should check the input data set to make
sure that none of the geometry has been incorrectly defined. If this is not
the case, it is possible that the code could be trying to define degenerate ray
paths, that is ray paths that are associated with small distance and tight
angles. These ray paths may not actually be a significant contributor to the
over all result. This can be checked by setting the flag associated with that
particular mechanism false in the TO command and recalculate the result.
If the answers do not change significantly, the results are probably reason-
able. If the answers do appear to be significant, then the algorithm that
is causing problems probably needs to be improved to handle the class of
geometries the users is studying or the user can attempt to extrapolate the

&
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results based on the fundamental principles of UTD, that is, the continuity
of fields. '

Chapter 7 has a set of sample problems to illustrate how the operator
can realize the versatility of the code and still satisfy the few constraints
associated with the input data format.

5.6 Term Interpreter Input

The new term interpreter command, XT, gives a flexible way to taylor the
calculations of the UTD field terms. See Chapter 5 for how to call the
XT command. When using the SOM or EXC {features, which allows just
some of the individual terms or exclusion of some of the individual terms,
requires that the user list the particular geometrical components desired.
The numbering scheme used to accomplished this and some of the subtle
interpretation of the resultant fields needs to be understood. '

‘The numbering scheme for the plates is rather straight forward. The
first plate in the list is numbered one and each succeeding plate in the
command list is incremented by one. If the user should remove a plate at
the top of a previously used input set, the succeeding plates in the new
run will be renumbered. Therefore, the user must remember to change the
term processor list also. The edge numbering scheme is similar. The edge
numbered one is between the first and second corner points defined. Each
succeeding edge is up by one.

For the plate diffraction, however, it must be remembered that in order
to avoid duplication of diffracted fields for jointed plate edges, it does the
diffraction from the lowered numbered plate and does not do the diffracted
field calculation for the higher numbered plate that has the same edge
joined together. This is done automatically in the code. Trying to call the
higher numbered plate representation of the same edge will result in no
field calculation. The lower numbered edge must be used. See below for
the interpretation of the fields in these instances.

The curved surface scheme is similar, except now the first call to a com-
mand such as CG, CC, or CF will be numbered one and each succeeding
call to one of these different commands will increment the curved surface
unit by one. The different sections of the curved surface within the com-
mand have their own numbering scheme similar to the edges. The rims, as
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they are called, are obvious for the cylinder and cones. They are the junc-
tions between the end caps and different cone frustum sections. The most
positive one being numbered one and each succeeding one is increment by
one as its position moves to more negative values. The ellipsoid rims are
similar, except now a rim may also be the junction between the front and
back z-axis radii of curvatures if there is a difference in curvature.

There is always one more surface than there is rims. A call to the field
term associated with the reflection from the curved surface (RC) with an
end cap in the front would start at a section number of “2”. The call tc the
field term associated with the reflection for the end cap (RN) would start
at a section of “1”. No other end cap can be define except at the back of
the sections so the next call to RN would be at the number of rims plus one,
that is a the highest number for that particular curved surface command
call. In all of the above cases, a 999 in the first column will terminate the
list for that term. '

As far as the resultant diffracted fields are concerned, the pattern for a
single plate or curved surface will not necessarily be the some for that same
plate attached to a more complex structure with the term processor set
to provide the fields from only that plate or curved surface. The reason is
that the wedge angle can be different for the isolated plate or curved surface
than for the attached one. The diffraction coefficient will be different and
include information about the other surface although the surface and edge
number may be the same.



Chapter 6

Interpretation Of Output Data

The basic output from the computer code is a line printer listing of the
results. The results are referenced to the pattern coordinate system that is
described in Chapter 5 and is illustrated in Figure 4.4 and 4.8. The code
has three basic options for computing a result, that is a far zone option
(PD, PF, VD, or VF), near zone option (PN or VN), and an antenna
to antenna coupling option (PN or VN, and RG, RA, RM or RI). Each
of these options have a different format for their output. In each case a
swept frequency option is available (FM). In addition, there are different
normalization options (PR) that will be detailed for the individual cases
below. If a moving source is specified using the BP command, than an
additional line of information will be printed in all of the cases below. It
contains information about the source position only, similar to the format
for the observer position information.

6.1 Far Zone Case

The total far zone electric field is given by

E(Gp’ d’p) = épEO,J + ‘;SpEd’p'

In the default case the fields are assumed to have the factor e_;;n
suppressed. The fields therefore are assumed to be peak values given in
volts/unit. The far zone range and phase factor can be included by spec-

ifying the RD command. The results will then be peak values given in
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volts/meter. The magnetic field is not displayed in the far zone case but is
easily determined by the formula

> R,x E
H(0p7 ¢p) = 320 -

The resiilts are displayed in two sections. The first section gives the electric
field and radiation intensity (or gain) in terms of the theta and phi pattern
coordinates. The second section gives the total radiation intensity (or gain)
along with its major and minor components, axial ratio, tilt angle, and
sense. The results are displayed as follows:

6.1.1 Far Zone Electric Field Theta And Phi Compo-
nents
1. Angular position or frequency
(a) theta angle in degrees, 6,
(b) phi angle in degreées, ¢,
#%% or if FM specified Hohx
(a) frequency in GHz
2. Theta components

(a) magnitude of theta electric field in volts/unit or volts/meter,
| Eg, |

(b) phase of theta electric field in degrees, /on)

(c) radiation intensity theta component in dB,
_ R?|E,, |?
i 27,
or the directive gain or power gain theta component in dB, if
option 1 of the PR command is specified,
4nl,,
P,
where P, is the power radiated for the directive gain or the power
input for the power gain.

Us

! —
G, =
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3. Phi components

(a) magnitude of theta electric field in volts/unit or volts/meter,
|Eg,|
(b) phase of theta electric field in degrees, /E¢P

(c) radiation intensity theta component in dB,

_ RYE,, |’

Us, = =37

or the directive gain or power gain theta component in dB, if
the option 1 of the PR command is specified,

_ 4Us,

Gy, = P

where P, is the power radiated for the directive gain or the power
input for the power gain.

6.1.2 Far Zone Total Field Components

1. Angular position or frequency
(a) theta angle in degrees, 6,
(b) phi angle in degrees, @,
**¥% or if FM specified ***
(a) frequency in GHz
2. Radiation intensity or gain components

(a) major component in dB,

RZ.Ema 'or|2
Umajor - "'——272_—’

or Guajor With PR, where

' 1/2
Epajor = [('Eopi cos T + |Eg, | cos ¢ sin 'r)2 +|Eg, |2 sin® sin’® T]
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and

'/’:/E“?f */,]?f’r_’

e [Boy [ os ﬁ
1 2|FEy || Eg,| cos '}
T = —arctan P —F
2 [ |Eq,|? — | Eg,|?
(b) minor component in dB,

2 |2

Unninor = M,
27,

or G minor with PR, where

2 ) 1/2
Epinor = [(lEgp! sint — |Ey,| cos ¢ cos 7') +|Eg,|* sin® ¢ cos® 7

(c) total component in dB,

_RE-E

2z,
or G with PR
3. Polarization information

(a) axial ratio of the polarization ellipse,

. . Eminor
actal ratio = | ——

Emajor

(b) tilt angle, 7 ,as defined above

(¢) polarization sense, either linear, right, left

6.2 Near Zone Case

The total near zone electric field is given by .

-

E(’mem ¢p) = prrp + éPEGp + ‘i’pE%
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if the spherical pattern cut option of the PN or VN command is chosen,
or it is given by

E(zp, yp, Zp) = ipEwp + ngyp + épEzp

if the linear pattern cut option of the PN or VN command is chosen.
The fields are assumed to be peak values given in volts/meter. The total
magnetic field can not be easily defined from the total electric field like
in the far zone case so the magnetic fields are displayed explicitly and are
given in amperes/meter. It can be noted that the individual UTD rays
obey the far zone plane wave definition of the magnetic field as given in the
far zone section above, in fact that is how the magnetic field is computed
in the code; however, the sum of these individual rays in the near zone
of the scattering structure do not as stated. The results are displayed in
three sections. The first section gives the electric field, the second gives
the magnetic fields and the third gives the power densities defined by the
Poynting vector. The results are displayed as follows:

6.2.1 Near Zone Electric Field Components
1. Spherical position, linear position, or frequency
*%% if spherical option in PN is specified ***

(a) radial position in meters, 7,
(b) theta angle in degrees, 6,
(c) phi angle in degrees, ¢,

*%* if linear option in PN is specified ***

(a) z,-axis position in meters, z,
(b) y,-axis position in meters, y,

(c) zp-axis position in meters, 2,

**¥* or if FM is specified ***

(a) frequency in GHz

o e
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2. r or © components

(a) magnitude of the r or z oriented electric field in volts/meter,

|E,,| or |E,|
(b) phase of the r or z oriented electric field in degrees /E'y or /Eaclc

(c) magnitude of the r or z oriented electric field represented in dB,
that is, 20log | E,,| or 20log |E,,|

3. 8 or y components

(a) magnitude of the 8 or y oriented electric field in volts/meter,

|Egp] or iEy,,l
(b) phase of thed or y oriented electric field in degrees / Eq, or / E,,

(c¢) magnitude of the 6 or y oriented electric field represented in dB,
that is, 20log |Ey, | or 20log |E,,|

4. ¢ or z components

(a) magnitude of the ¢ or = oriented electric field in volts/meter,

|Eg,| or |E.,|
(b) phase of the ¢ or z oriented electric field in degrees / Ey, or

/P

(¢) magnitude of the ¢ or z oriented electric field represented in dB,
that is, 20log | Ey,| or 201log |E. |

6.2.2 Near Zone Magnetic Field Components
1. Spherical position, linear position, or frequency
*** if spherical option in PN is specified ***

(a) radial position in meters, r,
(b) theta angle in degrees, 6,

(¢) phi angle in degrees, ¢,
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%% if linear option in PN is specified koxok
z,-axis position in meters, T,
y,-axis position in meters, yp
zp-axis position in meters, Zp
%k or if FM is specified ***

frequency in GHz

2. r or © components

(a)

(b)

(c)

magnitude of the r or @ oriented magnetic field in amperes/meter,

'|H"'p" or |prl
phase of the r or oriented magnetic field in degrees /H,P or

magnitude of the r or z oriented magnetic field represented in
dB, that is, 20log|H,,| or 20log |He,|

3. 8 or y components

magnitude of the 6 or y oriented magnetic field in amperes/meter,

|Ha,| or |Hy,|
phase of the 6 or y oriented magnetic field in degrees /ng or

[

magnitude of the 6 or y oriented magnetic field represented in
dB, that is, 20log|Hg,| or 20log |Hy, |

2z components

magnitude of the ¢ or 2 oriented magnetic field in amperes/meter,

‘Hd’p. or lep‘
phase of the ¢ or z oriented magnetic field in degrees /H¢p or

L

magnitude of the ¢ or z oriented magnetic field represented in

dB, that is, 20log |H,,| or 20log |H.,|
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6.2.3 Near Zone Power Density Components

1. Spherical position, linear position, or frequency

*#% if spherical option in PN is specified ***

radial position in meters, 7,

S

theta angle in degrees, 6,

phi angle in degrees, ¢,

L~
o
~

*x* if linear option in PN is specified ***

r,-axis position in meters, z,

e~
c £

y,-axis position in meters, y,

—
]
—

zp,-axis position in meters, z,

**% or if FM is specified ***
(a) frequency in GHz

2. Average power flow per square meter
p p )

—

P. = Re(=E x H*)

DO | -t

(a) radial or x oriented power flow per square meter in dB
(b) theta or y oriented power flow per square meter in dB

(c) phi or z oriented power flow per square meter in dB

3. Average reactive power per square meter,

—

1 — —

P, = Im(2E x H*)

(a) radial or x oriented reactive power per square meter in dB
(b) theta or y oriented reactive power per square meter in dB

(c) phi or z oriented reactive power per square meter in dB
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6.3 Coupling Case

The coupling in this code is calculated based on the reaction principle.
The reaction between two antennas can be thought of in this case as the
terminal current of the transmitter times the open circuit voltage produced
at the receiver. The reaction coupling power is then given by

("t = ImVoc'

This quantity can be normalized in a manner that presents the data in
a more useful form for the antenna designer by using the PR command.
The PR command has four options. The first option is for the far zone
case and is not useful here. The second option displays the coupling in
terms of the the mutual coupling impedance, the third option displays the
coupling in terms of the modified Frii’s transmission equation, and the
fourth option displays the results in terms of the Linville method. The
results are displayed in one section as follows:

6.3.1 Near Zone Coupling

1. Spherical position, linear position, or frequency
*** if spherical option in PN is specified ***

(a) radial position in meters, 7,
(b) theta angle in degrees, 6,
(c) phi angle in degrees, ¢,

*%% if linear option in PN is specified ***

(a) z,-axis position in meters, Z,
(b) y,-axis position in meters, yp

(c) zp-axis position in meters, zp

**% or if FM is specified ***

(a) frequency in GHz
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2. Reaction information

(a) magnitude of the average reaction coupling power, §|’C,I .

(b) phase of the reaction coupling power, /C}

3. Coupling information

*** ynnormalized coupling with no PR or option 1 -***

Al)?

(b) magnitude of the coupling power squared in dB

(a) magnitude of the coupling power squared, (%

*** mutual coupling impedance with PR option 2 ***

(a) magnitude of the mutual impedance in ohms,

where values I;; and Iy, are the transmitter and receiver terminal
currents.

(b) phase of the mutual impedance in degrees, [ Z12

*** modified Frii’s coupling with PR option 3 ***

(a) coupling gain into a conjugate matched load,

Po - I%Imvoc'z RrRl
Pi B PrtPr_r IZr+ZlI2

. where P,; is the power radiated by the transmitter and P,, is
the power radiated by the receiver as if it were acting as a trans-
mitter. The radiation impedance and the load impedances are
assumed to be conjugately matched so that the quantity in the
large bracket above goes to a factor of one fourth.

(b) coupling gain into a matched load in dB

*** Linville coupling with PR option 4 *** g
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(a) maximum coupling gain, G mas

where the code first finds the mutual impedance between the an-
tennas as given above and uses it to find the maximum coupling
gain where

|25,

L =
2Re(Z11)Re(Zy3) — Re(ZE)

SO

The terminal current is I;; and I, and terminal impedance is

le and Z22.

(b) maximum coupling gain in dB

A very convenient means of displaying the results of the code is through
a rectangular or polar plot representation. This is discussed in more detail -
in Appendix D.

The next chapter displays the results in either polar or rectangular dB
plots to compare against measured results whenever possible.
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Chapter 7

Applications

The following examples are used to illustrate the various features of the
computer code. Each example is designed to show how a set of commands
can be put together to solve a single problem or a group of problems. In
most cases, the input data sets can be constructed in more than one way to
accomplish the same results. The particular form of these examples have
been chosen so that all the commands are used. As an aid to the user, an
echo of the input data is given on the line printer, terminal, or in a file
for later reference, in the form that the computer code has interpreted the
data. This is useful for checking that the correct problem has been properly
constructed. Also, messages are given when the code misinterprets the data
or when an error has been made in the input set. This makes it easier to
debug the input data sets. Example 1A illustrates this type of print out.
The other examples do not show this output in order to save space in this
report.

The computer code has a default list at the beginning of the main
program. This list can be set up at the convenience of the user. If the
defaults are set up correctly for the particular applications of the user,
the same data will not have to be input in the data sets every time. For
example, the default list is set up initially to have the code give a line printer
output of the results. Since most user’s will want this output all the time
the LP command need never be specified as shown in the examples that
follow. However, the LP command can be used to suppress this output
if desired. The pen plotter command, PP, on the other hand, has been
set false initially. This is because most computer facilities have different
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procedures for plotter output. Once the user determines the best way to use
this command for his needs and the appropriate plot routines are included
in the code, the PP command can be called to instate the plots or the
default list can be changed accordingly.
‘ In the examples that follow, all the results have been shown graphlcally
in some form. The plots are usually normalized, but for some of the figures
the maximum value of the absolute fields are given (for comparison pur-
poses). This is the most concise way to show the results and to illustrate
the validity of the codes operation by comparing against measurements. A
few of the examples, however, contain the line printer output of the results
so that the output numbers can be checked to verify that the computer
being used is giving correct results. Different computers have different ac-
curacies so that the numbers may not check in the last few decimal places.
In particular, the cross polarized fields of some problems may be many
orders of magnitude less than the co-polarized fields. These results may
not check even in the first few digits if at all; however, this just indicates.
the difference in the accuracies between the two computers especially when
the numbers are in the noise level and does not indicate that the code is
operating incorrectly on your machine. These examples have been run on a
DEC - VAX 8550, VAX 11/780, and/or VAX 11/750 digital computer. The

CPU times are given for the specified computer for some of the examples.
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7.1 Example 1A: Plate - Dipole

This example illustrates how to set up a data set to calculate the far zone
pattern of an electric dipole in the presence of a finite perfectly conducting
ground plane as shown in Figure 7.1. The input data for the H-plane
pattern is given by

CE: FAR ZONE PLATE TEST, EXAMPLE 1A.
UN: UNITS IN INCHES

3

Us: SOURCE UNITS IN WAVELENGTHS
0 .

FR: FREQUENCY IN GHZ
8.0

PF: PATTERN CUT
0.,0.,90.,0..

T,90.

0.,1.,361

PG: PLATE GEOMETRY
4,0

0.,3.5,3.b

0.,-3.5,3.5
0.,-3.6,-3.5
0.,3.5,-3.5

SG: SOURCE GEOMETRY
5.12,0.,0.
0.,0.,90.,0.

-2,0.5,0.

1.,0.

PP: PLOTTABLE OUTPUT
T

T,6.33,2.66
0.,360.,36.
-40.,0.,10.

XQ: EXECUTE CODE
EN: END. CODE

The computer code prints out on the line printer, terminal, or disk
file for later printing the information in Figure 7.2 pertaining to the input

C3
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A2

#2(0,35, 3.5) , #1(0,3.5,3.5)

'
<1

S
W™ \/2 DIPOLE

| {5.12,0,0)
el -

#3(0,-3.5,-35) #4(0,35,-3.5)

p's

Figure 7.1: Dipole in presence of a square ground plane.

data. This information can help the user decipher how the computer code
interpreted the input data. It also provides messages to the user if the
input data is found to be incorrect by the code.

The E,, pattern is compared with the measured results in Figure 7.6.
The E4, pattern is not plotted because it is of negligible value.
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THE ORIO STATE UNIVERSITY
ELECTROSCIENCE LABORATORY
1320 KINNEAR RD.
COLUMBUS, ORIO 43212

.'Ol.llli.

NEC-BSC - ©3.1-9, 20-MAY-88

WRITTEN BY RONALD J. MARHEFKA

li’l’i’ll.’
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* »*
+ CE: FAR ZOKE PLATE TEST, EXAMPLE 1i. »
» *
L ] *

.0"#‘t####“#t.t#t#t‘t“‘ﬁt#t####““!#‘t#“‘*itt#‘#t#i“#######t#t#‘#tt#t#‘#

tt.#tt““‘.O“‘O‘t‘t!ﬁ‘t‘Qt0“0"1'###‘0.#‘##‘#"‘itt0‘##‘.0.““‘0.#"“##.‘

UKN: UBITS IN INCHES

*
.
.
-
. ALL THE LIBEAR DIMENSIOKS
. .

-

BELOW ARE ASSUMED TO BE IN INCHES

2 2 2 B F B

#Ot‘t‘t#Ot#tt##t#ttﬁ“#t#t‘#.t‘###ittt".#i“‘t#‘#######‘t‘#‘t#‘.#‘#t#tt.##‘#
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»
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Figure 7.2: Line printer o

uUs: SOURCE UNITS IN WAVELENGTHS

SOURCE LENGTH ES AND WIDTH HAWS ARE ASSUMED TO BE IN WAVELENGTHS

s # B OB % &

‘#‘ttttt##‘t.“.t‘t‘t‘tt"i“‘"##Qi#‘##t#t‘t#‘t““tt“#t#‘t#"‘#l.#t‘i#t.t‘

utput for the code’s interpretation of the input

data set of Example 1A. The figure is continued on the following pages.
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FREEARAE AR AR RN R RS A RR N AR RN RN AR AR AR AR R SRR AR R RS RSSO RAD

FR: FREQUENCY IN GHZ

MAVELENGTE=  0.037474 METERS

> & % 2 B a2 B S

"
*
*
*
b4 ‘FREQUENCY= . '8.000 GIGARERTZ
"
»
*
*

L Ty e e e Y Ty S PR L R R R S R L B S P L Ll el i b

e T R R LR L R R T LN LR L RS AL AR DL S AL L bl id ot

‘PF:  .PATTERN CUT

PATTERN AXES .ARE /AS ‘FOLLOWS:

‘“VPC(1,1)= 1.00000 - VPC(1,2)= :0.00000 .VPC(1,3)= 0.00000

VPC(3,1)= '0.00000 VPC(3,2)= 0.00000 VPC(3,3)= -1.00000
PHI IS BEIEG VARIED WITH THETA=  980.00000

START= 0.00000 STEP= ‘1,00000 -BUMBER= 361

B E R KR BB R R R DB E RN

»
-
*
*
»
-
»
- VPC(2;1)= 0.00000 VPC(2,2)= 1.00000 :VPC(2,3)= .0.00000
L
-
*
»
*
»
*
-

AR AR ARSI RNRR AR AR AR AP SRS R KR AR ARASRRRARERE SRR NN SR AR SRR RS R RS RR SR &

SARAARR AR R NS HADRERAE R AR AR RNA AR EIR RN ARG AR EE R BRI RS ARG ARR R R AR SRR IS RE RN

- *
* PG: PLATE GEOMETRY -
» *
» 3
. TEIS IS PLATE HO. 1 I® THIS SIMULATIODE. "
- ®
» ®
» ‘METAL PLATE USED IE THIS SIMULATIORN -
- -
« PLATE# CORNER® INPUT LOCATIOR IN IECHES -ACTUAL LOCATION IN METERS »
# mmmmee  mmmemo—  me e memmm—meemmmmmmee S e e e E e a———eeo o oo .
- ) .
* 1 1 0.000, 3.500, 3.800 0.000, -0.089, 0.089 .
* *
. 1 2 0.000, =-3.500, 3.500 0.000, -~0.089, 0.089 *
[ ®
- 1 3 0.000, -3.800, -3.500 0.000, -0.089, -~0.089 »
L] *
- 1 4 0.000, 3.500, ' ~3.500 0.000, -0.089, -0.088 *
. .
P e T T T L L T T T P P PR P VP L T AL R DL LS R AR L L LT L

Figure 7.3: Figure 7.2 continued.
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»
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»
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»

SG:

SOURCE# INPUT LOCATION IF INCHES ACTUAL LOCATION IB METERS

vXss(1,1, 1)= 1.00000 vIss(1,2, 1)= 0.00000 viss(1,3, 1)= 0.00000
vi1ss(2,1, 1)= 0.00000 v1ss(2,2, 1)= 1.00000 vxSs(2,3, 1)= 0.00000

vXss5(3,1, 1)= 0.00000 v1ss(3,2, 1)= 0.00000 vXss(3,3, 1)= 1.00000

THIS IS SOURCE NO. 1 IN THIS COMPUTATIORN.

THIS IS AN ELECTRIC SOURCE OF TYPE -2
SOURCE LENGTH=  0.50000 AND WIDTH= 0.00000 HAVELEhGTBS
SOURCE LENGTH= 0.01874 AND WIDTE= 0.00000 METERS

THE SOURCE WEIGHT BAS MAGHNITUDE= 1.00000 AND PHASE=  0.00000

THE FOLLOWING SOURCE ALIGEMENT IS USED:

SOURCE GEDMETRY

L 3

-

L 3

>

*

»

*
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L

L]

L]

»

»

*

*

*

L

*
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*
-
*
*
*
"
*
L
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Figure 7.4: Figure 7.2 continued.

185



ORIGINAL PAGE ¢
OF POOR QUALITY

186 : Ex. 1A
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» . »-
* PP: PLOTTABLE - OUTPUT *
- *
- *
* DATA WILL BE:OUTPUT:FOR A PLODT '!! L3

- ’ -
» -LPPREC= T PPXL= 5.33000 PRYL= 2.68000 *
* PPXB= 0.00000 ‘PPXE= 380.00000 PPXS=  36.00000 *
* ‘PPYB= -40.00000 PPYE= 0.00000 PRPYS=  10.00000 *
- »
o o o o R K b A B AR R R RO

Akl ok ok ok ko ok ok ok bk R e e e R P AT R R T AN L L LS R Al s

- -
* XQ: EXECUTE CODE -
* .
» -
» INCFLD = 0.00633 CPU MINUTES -
* RP = 0.00400 CPU MIBUTES L]
» RPRP = 0.00233 CPU MIBUTES -
. pp = 0.08817 CPU MINUTES *
» RPDP = 0.00250 ' CPU -MIRUTES *
* DPRP = 0.00283 :CPU :-MINUTES -
- ERD *
. ®
» CPU TIME FOR FIELD EXECUTION = 0.10633 MINUTES -
. *
» »
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« EN: ESD CODE .
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» )
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Figure 7.5: Figure 7.2 continued.
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Figure 7.6: Comparison of measured and calculated H-plane pattern (Eg, )
for a half-wave dipole located above a square plate. (VAX 8550 run time
is 0.106 min.and VAX 11/750 run time is 1.2 min.)
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7.2 EXample 1B: Plate - Dipole

This example considers the far zone E-plane pattern of the electric dipole
in the presence of the finite perfectly conducting ground plane as shown
in Figure 7.1. This problem is the same as Example 1A except that the
pattern cut information is changed so that the phi angle is fixed and the
theta angle is varied. The input data is given by

CE: FAR ZONE PLATE TEST, EXAMPLE 1B.
UN: UNITS IN INCHES

3

Us: SOURCE UNITS IN WAVELENGTHS
0

FR: FREQUENCY IN GHZ
8.0 _

PF: PATTERN CUT
0.,0.,90.,0.

F,O.

1.,361

PG: PLATE GEOMETRY
4,0

0.,3.5,3.5
0.,-3.5,3.56
0.,-3.5,-3.5
0.,3.5,-3.5

SG: SOURCE GEOMETRY
©5.12,0.,0.
0.,0.,90.,0.
-2,0.5,0.

1.,0.

PP:

T

T,5.33,2.66
0.,360.,36.
-40.,,0.,10.

XQ: EXECUTE CODE
EN: END CODE

The E,, pattern is compared with the measured results in Figure 7.7.
The E,4, pattern is not plotted because it is of negligible value.
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Figure 7.7: Clomparison of measured and calculated E-plane pattern (Eq,)
for a half-wave dipole located above a square plate. (VAX 11/750 run time

is 1.15 min.)
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7.3 Example 1C: Plate - Dipole

This example considers the far zone pattern of the electric dipole taken
across the corner of the finite perfectly conducting ground plane in Fig-
ure 7.8. This problem is the same as in Example 1A except that the patteru
cut coordinate system is changed. The input data is given by

CE: FAR ZONE PLATE TEST, EXAMPLE 1C.
UN: UNITS IN INCHES

3

Us: SOURCE UNITS IN WAVELENGTHS
0

FR: FREQUENCY IN GHZ

8.0

PF:  PATTERN CUT
45.,90.,90.,0.
T,90.

1.,361
PG: PLATE GEOMETRY
4,0
0.,3.5,3.5
0.,-3.5,3.5
0.,-3.5,-3.5
0.,3.5,-3.5
SG:  SOURCE GEOMETRY
5.12,0.,0.
0.,0.,90.,0.
-2,0.5,0.
1.,0.
LP: LINE PRINTER OUTPUT
T
PP:  PLOTTABLE OUTPUT
T
T,5.33,2.66
0.,360.,36.
-40.,0.,10.
XQ: EXECUTE CODE
EN: END CODE
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#2(0,-3.5,3.5) #1(0,3.5,35)
z
45° P
8
-~
y
X ¢p
\ yp
\/2 DIPOLE

/ (5.12,0,0)
#3(0,-35,-3.5) #4(0,3.5,-35)

Figure 7.8: Dipole in presence of a square ground plane with a pattern cut
corresponding to Example 1C.

X

The Eq, patternis compared with its measured result in Figure 7.9, and
the Ey, pattern is compared with its measured result in Figure 7.10.

If the LP command is used, the calculated results for the electric field
~ are printed out on the line printer or terminal as shown in Figures 7.11
and 7.12. The output shown in Figures 7.11 and 7.12 is for 10 degree
increments from 0 to 180 degrees. This is to save space in this document.
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Figure 7.9: Comparison of measured and calculated E,, pattern taken over

the corner of a square plate with a half-wave dipole mounted above it.
(VAX 11/750 run time is 1.7 min.)
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Figure 7.10: Comparison of measured and calculated E, pattern taken
over the corner of a square plate with a half-wave dipole mounted above it.
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THE. FAN ZOME: ELECTRIC FIELD

INE. FIELDS ARE REFERESCED TO. TNE PATIERN COORDINATE

TNETA

0.
0.
90.
90.
90.
90.
90.
0.
90.
90:.
920..

20.
90.
90.
20.
90.
990.
90.
90,

00
0o
00
00
[ 1)
00
00
00
00
00
00

110.
120.
130,
140.
150.
160.
170.
180.

HASNITUDE

8.8940K+00

4. T239E+01
9. T9785+01
1.690BE+01
4.5T05E+01
4.8741K+01
3:T481E+01
3.4858%+01
3.8895E8+01
3.91835+01
3.52768+01

4.0487E+01
4.1283E+01
3.2899E8+01
2.4249E+01
1.84215+01
1.99768+01
7.06232+00
1.87948+01

E-TXETA:

PRASE
-84.45
174.14

~171.28

61.19
-10..26

167.18

~11.86
157.66
~-48.68

86.42

-124.09.

19,10
~169.52
19:19
~160.39
53.53
-131.93
136.90
-28.10

SYSTER

-9

4.1%
11.
-4,

79

05
21

4.43

-1,
-3.
-2
-11.
-3

N NN e

98

T0:

07
02

.09
18

EAREITUDE
8. 8940800
4.65008+01
9. 26938+01
1.40548+08
3.49648401
3.2245E+01
1.84038+01
1.2208E+01
#,00988+ 00
1.30098+ 00

4. 9698K+00

5.43911+01
2.06718+01
2.1388%+01
1.8163K+01
1.5101K+01
1.88398+01
6. 45778+00
1.8794E+01

B-PAL
PAASE
-84.45
175.80.

-173.70

6n.78
~8.82

164.18

-8.88
162.7¢
-38.92
-97.21

49.57

-1567.13

-185.73

-319.83
45.26

161.90

-5.61
-2.47
~2.31
~3.69
-6.19
-3.27
12,87
-3.29

Figure 7.11: Line printer output of the electric fields of Example 1C.
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sane [T LTL LS e .. seee

70YAL BRADIATION INTEUSITY IR DB

IME FIELDS ARE REFERERCED Y0 INE PATTERE COORDIBAYE SYSTEN

TRETA PRI mAJOR yIvoR TOTAL AKIAL RATIO TILY A¥8 SENSE
90.00 0.00 -6.78 -100.00 -6.78 0.00000 45.00 LINEiR
$0.00 10.00 7.68 -29.07 7.68 0.0£453 “M.73 LEFT
90.00 20.00 13.83 ~34.83 13.83 0.00369 43.41 BIGNY
90.00 30.00 -1.98 -25.66 -1.93 0.08623 - 39.89 LEFY
90.00 40.00 6.42 -30.78 6.43 0.01379 37.42 LXFT
96.00 60.00 6.56 -25.80 6.586 0.02412 33.47 RIGNT
90.00 60.00 3.64 -31.02 3.64 0.01849 26.14 LEFI
$0.00 76.00 2.67 -28.87 2.57 0.02678 19.26 BIGNT
90.00 80.00 3.12 -28.71 3.13 0.02562 8.66 LEFY
90 .00 90.00 3.09 -50.45 3.09 0.00210 1.%0 LEFT
90.00 100.00 2.26 -34.09 2.26 0.01523 7.96 LEFT
90 .00 110.00 3.89 -29.79 3.89 0.02071% -19.54 RIGNT
90.00 120.00 4.51 -30.36 4.51 0.01804 -26.58 LEF1
90.00 130.00 3.09 ~24.76 3.10 0.04053 -32.99 BIGNTY
90 .00 140.00 0.85 -31.60 0.85 0.02384 -36.82 LEFT
90.00 150.00 ~1.26 -26.15 -1.23 0.05685 -39.31 RYGNY
90.00 160.00 0.00 ~-32.22 0.00 0.02450 -43.32 LEFY
90.00 170.00 -9.20 -29.61 -9.16 0.09644 ~42.39 BIGHT
90.00 180 .00 -0.28 ~100.00 -0.28 0.00000 ~-46.00 LINEAR
neosave senseen .. . . »
sneen renn esenee sennsviase

Figure 7.12: Line printer output of the total radiation intensity of Example

1C.
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7.4 Example 2: Plate - Slot

Consider the pattern of a half - wavelength cavity backed slot antenna
mounted in the center of a square perfectly conducting ground plane as
shown in Figure 7.13. The pattern cut is taken across the corners of
the plate. This example illustrates how the TP command can be used
to show the strength of a particular diffraction mechanism by removing
the mechanism from the computation for comparison. In this case the
corner diffracted fields are remowed in the second execution by setting
LCORNR=.FALSE. Of course, other fields can be modified in other prob-
lemas by using the appropriate logical variables in the TP command. The
input data for this example is given by

CE: FAR ZONE PLATE TEST, EXAMPLE 2.
UN:

3

S:

o)

FR:

10. _

PF: PATTERN CUT OVER CORNER
0.,0.,90.,0.
F,45.
0.,1.,361

PG~

4,0

6.,6.,0.
-6.,6.,0.
-6.,-6.,0.
6.,-6.,0.

SG:

0.,0.,0.
90.,90.,90.,0.
3,0.5,0.

1.,0.

PP:

T

F,90.,2.565
0.,360.,30.
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-40.,0.,10.

XQ: EXECUTE CODE

TP: REMOVE CORNER DIFFRACTION
T,F

XQ: EXECUTE CODE

EN:

The results with and without the corner diffracted fields included are
compared in Figures 7.14 and 7.15 for the Ey, and Eq, fields, respectively.

Az
#3 ' #2
AZ
No SLOT \p
P
>y

#4

X

Figure 7.13: A half-wavelength cavity backed slot mounted on top of a
perfectly conducting square ground plane.
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| ——— WITH CORNER
r—..gp DIFFRACTION
——— WITHOUT CORNER

a9
~@— ~——=—__ DIFFRACTION

Figure 7.14: Comparison of Eg, pattern with and without corner diffracted
fields for a half-wave slot antenna mounted on a square plate. (VAX 11/750
run time for case with corner diffracted fields is 1.3 min and the peak value

of the E, is -11.45 dB.)
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Figure 7.15: Comparison of E, pattern with and without corner diffracted
fields for a half-wave slot antenna mounted on a square plate.
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7.5 Example 3: Near Zone Plate

This example illustrates the near zone pattern effects of a dipole in the
presence of a perfectly conducting square plate. The pattern of the anternna
is checked first and then two different pattern origins and two different
pattern ranges are shown. The geometries are illustrated in the inserts of
Figures 7.16 to 7.19. The input data is given by .

€M EXAMPLE 3.
LCE: NEAR ZONE PLATE TEST
YN

3

Us:

3

FR:

3.985

5G:
5.625,0.,0.
90.,90.,0.,0.
-2,1.5,0.
i1.,0.

PNz
5.625,0.,0.
0.,0.,90.,0.
F

37.,90.,0.
0.,0.,1.

361

LP:

T

PP:

T

T,4.2,2.1
0.,360.,36.
-40.,0.,10.
Xq- EXECUTE CODE
LP:

F

PG:



ORIGINAL PAGE IS
OF POOR QUALITY

Ex. 3 201
4,0

0.,6.,5.

0.,-5.,5.
0.,-65.,-56.
0.,6.,-5.

XQ: EXECUTE CODE
PN:

0.,0.,0.
0.,0.,90.,0.

F

37.,90.,0.
0.,0.,1.

361

XQ: EXECUTE CODE
PN:

0.,0.,0.
0.,0.,%0.,0.

F

26.125,90.,0.
0.,0.,1.

361

XQ: EXECUTE CODE
EN:

The E4, near zone pattern of the source antenna is compared with mea-
sured results in Figure 7.16. The Ey4, pattern for a source in the presence
of the plate with the center of pattern rotation at the source and with a
range of 37 inches is shown in Figure 7.17. The E,, near zone pattern with
the center of pattern rotation at the center of the plate and at a range
of 37 inches is shown in Figure 7.18. The Ej, near zone pattern with the
center of pattern rotation at the center of the plate and at a range of 26.125
inches is shown in Figure 7.19. Note that changing the pattern origin and
range results in relatively small shifts in the position of the peaks and the
fine detail. Also note that the radial and theta components of the field are
present but they are not shown since they are much smaller than the phi
component. The magnitude of these cross polarized terms for the pattern
corresponding to Figure 7.17 can be seen in the print out of the fields in
Figures 7.20, 7.21, and 7.22. The print out is for a range of phi angles of 0
to 180 degrees in steps of 10 degrees in order to save space.
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MEASURED
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RELATIVE POWER (dB)
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Figure 7.16: Comparison of the measured and calculated E4, radiation
pattern of a dipole.
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Figure 7.18: Comparison of the measured and calculated E,, radiation
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z. — MEASURED
T  —-—-~CALCULATEDgz

FREQ.»3.985 GHzx r
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Figure 7.19: Comparison of the measured and calculated E4, radiation
pattern in the « — y plane 26.125” from a square plate in the presence of a
dipole. ‘
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PTTI IR LT L LY FTTTILTIT I [T neewe

SuoeoRaEEIRINS . L

FEAR ZOBE ELECTYRIC FIELD

YRE FIELDS ARE REFERE¥CED YO TiK PATTERS COCRDINATE SYSTER

1 THETS PHI | 3 INETR 1408

EASEITUDX PAASE ju BACEBITUDE PHASE B TAGNITUDE PNASE B
4. 940 $0.000 ©.000 $.4345E-07 40.60 -129.28 2.1948E-06 52.79 -118.17 5.0T2TE+01 54.51 34.10
0.940 90.000 16.000 3.3833E+00 -24.91 10.06 2.4847K-06 §5.45 -112.09 7.3103E+04 52.64 87.28
0.940 90.000 20.000 4.53168+00 48.17 13.13 3.0091E-06 66.12 -110.43 1.0808K+02 70.92 40.67
0.940 90.000 $0.000 §.4788E+00 139.86 14.77 2.4876E-06 101,08 -112.08 9.21008+01 108.08 39.29
0. 940 90.000 40.000 4.94008+00 -114.09 13.87 8.5365E-07 341.17 -121.38 2.09448+01  126.66 20.42
0.940 90.000 50.000 4.1920K+00 9.9 12.45 8.30218-07 51.02 -121.62 4.7587R+01 60.43 33.65
0.940 90.000 60.000 2.8328E+00 145.93 9.04 6.5631E-07 119.96 -123.68 3.8543K+01 106.68 31.72
0.940 90.000 70.000 1.4146E+00 -E66.60 3.01 2.2619E-07 -27.43 -132.96 1.4668E+01 81.67 23.33
0.940 90.000 80.000 1.0720E+00 134.9% 0.60 $.2603%-07 114.36 -129.76 1.4448E+01 106.48 23.20
0.940 $0.000 90.000 8.9634E-01 -101.29 -0.06 5.07708-04 92.18 -65.89 5.8848R+00 -103.49 16.09
0.940 90.000 100.000 6.2681E-01 -165.78 -4.08 3.2712B-07 44.80 -129.71 1.11248+01 -108.72 20.93
0.940 90,000 110.000 9.0806E-01 -48.07 -0.84 4.17488-07 122.30 -127.89 2.33038+03 -77.47 27.38
0.940 90.000 120.000 6.77338-09 76.85 ~3.38 $.3366R-07 146.94 -129.83 2.3977R+01 -74.65 27.60
0.940 0. 000 130.000 6.4282E-01 -66.1E -3.84 4.12088-07 128.316 -127.70 3.11718+01 -T72.99 29.88
0.940 90.000 140.000 1.0644E+00 70.40 0.64 1.2396K-07 13.28 -138.14 1.6844K8+01 -73.21 24.63
0.940 90.000 160.000 4.8235E-01 -140.67 -6.33 2.94708-07 78.05 -130.61 1.7320E+01 -121.43 24.77
0.940 90:000 160.000 1.8267E+00 0.22 6.2} §.31858-07 167.60 -127.29 4.248T8+00 61.29 12.56
0.940 90.000 170.000 2.00032+00 -156.84 6.02 4.11708-07 121.88 -127.7% 5.8505E+00 39.87 16.3¢
0.940 90.000 180.000 2.0727E-06 -64.47 -113.67 1.06558-06 135.52 -119.53 2.364E8+01 -50.25 27.44
wnes e »
® enea - sooee

Figure 7.20: Line printer output of the near zone electric fields of Exam-
ple 3.
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TNE FIELDS ARE REFERENCED YO TXE PATYERN COORDIBATE SYSTEN

1] THETA PAI 2 INETA PHY
BAGNITODE  PNASE B BASNITUDE  PHASE DB UAGNITUDE  PKASK B
940 90.000 0.000 1.0857E-09 147.58 -179.48 1.3447B-01 -126.49 ~17.43 5.82288-09 62,83 -164.70

940 90.000 10.000 1.0855%-09 -177.79 -179.29 1.9408E-01 ~127.6% -14.24 6.61128-09 54.72 -163.69
940 90.000 20.000 1.2023E-09 -149.63 -178.40 2.87408-01 -108.09 -10.83 8.02398-09 65.55 -161.91
940 90.000 30.000 6.74148-10 -79.96 -183.43 2.4499%-01  -71.83 -12.22 6.6984E-09 101.48 -163.48
940 $0.000 40.000 6.0817E-10 119.05 -184.32 5.49822-02 -52.63 -25.20 2.18978E-09 143.65 -173.1¢
840 90.000 50.000 - 2.9101E-10 -147.23 -190.72 1.2692E-01 -119.91 -17.93 2.2062K-09 48.83 -173.13
840 $0.000 60.000 3.0277E-10 -90.00 -180.38 3.0276E-01 -74.09 -~19.7¢ 1.8409E-08 118.44 -174.70
940 '90.000 70.000 1.2762K-10 -90.00 -197.38 3.86948-02 ~98.87 -28.27 - 6.04498-10 -30.57 -~184.37
940 90.000 80.000 1.0000K-10 0.00 -200.00 3.B578R-02 -73.48 -28.27 8.4120K-10 113.87 -181.560
940 $0.000 90.000 1.0000E-10 0.00 -200.00 1.52858-02 76.63 -36.33 1.3487E-06 92.77 -117.4¢
940 90.000 100.000 2.6161E-10 35.24 -191.65 2.9666%-02 71.08 -30.68 8.6629%~10 47.14 -181.2¢

cvooco0o000O0

-940 90.000 110.000 1.9994E-10 143.58 -193.98 8.1952E-02 102,63 -24.16 1.0B8TE-09 1251.23 -179.60
940 80.000 120.000 1.60498-50 <-90.00 -195.39 6.3414E-02 105.35 -23.%¢ 8. 4407E-10 147.99 -1861.47
940 90.000 130,000 1.0000E-10 0.00 -200.00 8.28662-02 106.96 -21.63 1.0848X-0% 328,15 ~179.29
840 $0.000 140.000 5.5106E-10 -156.13 -185.18 4.44198-02 " 106.88 -27.06 3.69348-10 - 21.11 -188.65
40 90.000 160.000 $.6856E-10 16.49 -188.74 4.6368R-02 58.36 -26.68 7.8881E-10 72.68 -182.06
940 90.000 160.000 1.0249E-09 -177.04 -179.79 1.14378-02 -117.59 -38.83 1.16372-09 '166.14 -178.68
940 90.000 170.000 8 .6874E-10 -37.98 -183.49 1.54182-02 ~137.98 -36.24 1.1308K-09% 126.68 -178.903%
0240 90.000 180.000 $.00812-10 ~4.37 -190.43 €.2673K-02 129.77 -24.06 2.8261K-09 135.16 -170.98

oo o000 O0OO0

eeee seee

f

Figure 7.21: Line printer output of the near zone magnetic fields of Exam-
ple 3.
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0.940 90.000 0.000 5.33 ~88.39 ~16.49 -33.22 ~15.69 -82.66
0.940 90.000 10.000 8.6 -15.65 -11.7¢ -21.51% -76.95 -6.24
0.940 90.000 20.000 11.91 -71.76 -2.21 ~26.28 -T4.34 -5.99
0.940 920.000 30.000 10.62 ~73.46 -2.43 -15.21 -718.04 -4.53
0.940 $0.000 40.000 -2.40 ~81.27 -11.88 ~20.92 -83.60 -9.23
0.940 90.000 $50.000 4.80 -80.12 ~7.69 ~17.60 -95.09 -6.90
0.940 920.000 60.000 2.97 -81.34 ~9.83 ~19.46 -83.80 -10.29%
0.940 90.000 70.000 -5.48 -89.35 ~17.02 -26.56 ~91.62 -17.28
0.940 90.000 80.000 -5.56 -96.95 -16.8¢9 -37.68 -93.08 ~26.19
0.940 90.000 90.000 -13.63 ~82.33 ~21.66 -40.25 -88.35 -36.07
0.940 90.000 160.000 -7.84 -90.23 ~22.95 -32.867 ~89.99 T -2t.10
0.940 90.000 110.000 -1.42 -88.91 -16.10 -28.92 ~87.91 -18.61%
©.940 20.000 120.000 -1.19 -88.03 -17.24 -41.28 ~89.08 -19.89
0.940 90.000 136.000 1.1 -93.57 -15.78 ~29.24 -89.27 -24.97
0.940 90.000 140.000 -4.27 ~93.53 -17.21 -32.34 -83.514 -18.52
0.940 90.000 150.000 -3.96 -88.60 ~19.76 -28.25 ~36.52 -24.40
0.040 96.000 160,000 -16.15 “-99.60 -23.12 -33.23 -87.98 ~20.35
0.940 20.000 170,000 -13.48 -97.29 ~18.33 =27.71 -90.96 -23.2%
0.940 $0.000 180.000 -1.32 -86.08 -71.89 -35.76 -86.95 -83.18
CHBRCORBONEENERATETTIRNLISIZRSRANNIILFENIBESINSIING . senven
veseeunD e ssoRescess - .

Figure 7.22:

ple 3.

Line printer output of the near zone power density of Exam-
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7.6 Example 4: Frequency Sweep

This example illustrates the swept frequency option. The geometry is that
of the plate and source shown in the insert of Figure 7.19. The frequency is
varied from 3 GHz to 5 GHz at two pattern locations. The first location is
directly in front of the plate where the fields are dominated by the direct and
reflected fields. The second location is directly behind the plate where the
diffracted fields are the only fields present. Note that the frequency response
of the antenna is assumed to be totally represented by the change in the
current on the antenna based on a piece-wise sinusoidal approximation.
The input data is given by o

CM: EXAMPLE 4.
CE: NEAR ZONE SWEPT FREQUENCY PLATE TEST
UN: '
3

UsS:

3

FM:
37,3.,0.05556
SG:

5.625,0.,0.
90.,90.,0.,0.
-2,1.5,0.

1.,0.

PN:

0.,0.,0.
0.,0.,90.,0.

F

26.126,90.,0.
0.,0.,1.

1

PG:

4,0

0.,56.,5.
0.,-5.,5.
0.,-5.,-5.
0.,5.,-5.

PP:
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T
T,4.2,2.1
3.,6.,.b
10.,50.,10.

XQ: EXECUTE CODE
PN:

0.,0.,0.
0.,0.,90.,0.

F

26.125,90.,180.
0.,0.,1.

1

XQ: EXECUTE CODE
EN:

209

The E4 component of the field is shown in Figure 7.23 for a pattern
location directly in front of the dipole and plate geometry of Figure 7.19
as the frequency is swept from 3 GHz to § GHz. The E4, component of
the field is shown in Figure 7.24 for a pattern location directly behind the

plate.
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Figure 7.23: The E,, component of the field for a pattern location directly
in front of the plate. (VAX 11/750 run time is 0.8 min.)
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n | |
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Figure 7.24: The E,4, component of the field for a pattern location directly
behind the plate.
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7.7 Example 5: Corner Reflector

This example shows the near zone pattern of a corner reflector antenna. The
corner reflector is represented by two plates joined together at a common
edge. The geometry is illustrated in Figure 7.25. The input data is given
by '

CM: EXAMPLE 6. :
CE: NEAR ZONE CORNER REFLECTOR TEST

FR:

3.985

UN:

3

Us:

3

SG:
3.5,0.,0.
0.,0.,90.,0.
-2,1.5,0.
1.,0.

PG:

4,0
0.,0.,-6.5
0.,0.,6.5

3.36,-3.36,6.5
3.36,-3.36,-6.5
PG:

4,0

0.,0.,6.5
0.,0.,-6.5
3.36,3.36,-6.5
3.36,3.36,6.56
PN:

0.,0.,0.
0.,0.,90.,0.

F .
36.75,90.,0.
0.,0.,1.

361
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PP:

T

T,4.2,2.1
0.,360.,36.
-40.,0.,10.

XQ: EXECUTE CODE
EN:

The E4, near zone radiation pattern in the z — y plane of a corner
reflector is compared with measurements in Figure 7.26. The pattern is
taken at a distance of 36.75” from the corner of the plates. The radial and
phi components are not shown since they are small compared to the theta
component.
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Figure 7.25: Geometry of a corner reflector antenna.
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Figure 7.26: Comparison of the Eq, radiation pattern in the = — y plane
36.75” form the junction of two plates forming a corner reflector antenna

(the maximum value of the Ejy is 45.28 dB).
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7.8 Example 6: Eight Sided Box

Consider the far zone pattern of an electric dipole in the presence of an
perfectly conducting eight-sided box as shown in Figure 7.27. The input
data is given by

CE: EIGHT SIDED BOX TEST, EXAMPLE 6.
Us:

0

FR:

9.94

PF:

0.,0.,90.,0.
T,90.

0.,1.,361

SG:

0.212,0.,0.
0.,0.,90.,0.
-2,0.5,0.

1.,0.

PG: FRONT

4,0
0.122,0.1023,-0.1
0.122,0.1023,0.1
0.122,-0.1023,0.1
0.122,-0.1023,-0.1
PG: RIGHT FRONT
4,0
0.,0.1707,-0.1
0.,0.1707,0.1
0.122,0.1023,0.1
0.122,0.1023,-0.1
PG: RIGHT BACK
4,0
-0.122,0.1023,-0.1
-0.122,0.1023,0.1
0.,0.1707,0.1
0.,0.1707,-0.1
PG: BACK
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4,0
-0.122,-0.1023,-0.1
-0.122,-0.1023,0.1
-0.122,0.1023,0.1
-0.122,0.1023,-0.1
PG: LEFT BACK
4,0
0.,-0.1707,-0.1
0.,-0.1707,0.1
-0.122,-0.1023,0.1
-0.122,-0.1023,-0.1
PG: LEFT FRONT
4,0
0.122,-0.1023,-0.1
0.122,-0.1023,0.1
0.,-0.1707,0.1
0.,-0.1707,-0.1
PG:  TOP

6,0

0.,0.1707,0.1
-0.122,0.1023,0.1
-0.122,-0.1023,0.1
0.,-0.1707,0.1
0.122,-0.1023,0.1
0.122,0.1023,0.1
PG:  BOTTOM -

6,0

0.,0.1707,-0.1
'0.122,0.1023,-0.1
0.122,-0.1023,-0.1
0.,-0.1707,-0.1
-0.122,-0.1023,-0.1
-0.122,0.1023,-0.1
PP:

T

T,6.1,2.5
0.,360.,90.
-40.,0.,10.

XQ:  EXECUTE CODE
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EN:

The Eq, pattern is compared with measured results [22] in Figure 7.28.
The E;, pattern is not plotted because it is of negligible value.

Az

Figure 7.27: Electric dipole in the presence of an eight sided box.
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7.9 Example 7: Dielectric Plate

This example considers a dipole mounted above a dielectric covered metallic
ground plane. The geometry is illustrated in Figure 7.29. The dielectric
1s composed of a polystyrene slab which is 0.2715” thick with a relative
dielectric constant of 2.55 and is mounted flush on a square metallic plate.
The antenna is mounted 5.15” above the center of the plate. The input
data is given by

CM: EXAMPLE 7.

CM: THIS DATA SET IS USED TO GENERATE A SET OF PATTERNS FOR
CE: A DIPOLE ANTENNA MOUNTED ABOVE A DIELECTRIC GROUND PLANE
UN: '

3

UsS:

3

FR:

8.

PF: E PLANE PATTERN

180.,0.,90.,180,

F,0.

0.,1.,361

PG: GROUND PLANE WITH POLYSTYRENE LAYER
4,-2

1

0.2715,2.55,0.,1.,0.

3.5,3.5,0.

-3.5,3.5,0.

-3.6,-3.5,0.

3.5,-3.5,0.

SG: DIPOLE MOUNTED ABOVE DIELECTRIC SURFACE
0.,0.,4.8485 '
90.,0.,90.,90.

-2,0.738,0.0

1.,.0

PP:

T

T,3.92,1.95

0.,360.,30.
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-40.,0.,10.

XQ: EXECUTE CODE
PF: H PLANE PATTERN
180.,0.,90.,180.
F,90.

0.,1.,361

XQ: EXECUTE CODE
PF: DIAGONAL PATTERN CUT
180.,0.,90.,180.
F,45.

0.,1.,361

XQ: EXECUTE CODE
EN:

The Es, (E-plane) pattern is compared with measurements in Fig-
ure 7.30. The Ey, (H-plane) pattern is compared with measurements in
Figure 7.31. The Ey, component of the field for a pattern across the corners
is compared with measurements in Figure 7.32 and the Ey, component of
the field is shown in Figure 7.33.

V4
rd
7/
et N —

N \/2 DIPOLE
N L 5.12" OVER
N GROUND PLANE
N\
N\
AN
\
" N E PLANE
Ra—e T A= ———— = - - == — ~
S PATTERN CUT
1N
\
N
| N
i \
' AN
AS
i N
] N

. POLYSTYRENE SLAB- \
ON GROUND PLANE  § PLANE DIAGONAL
' ' PATTERN CUT PATTERN CUT

Figure 7.29: Geometry for a dielectric cover metallic square ground plane.
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Figure 7.30: E-plane patterns (¢ = 0°) for a dipole over a polystyrene
covered ground plate at 8 GHz.
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Fignro 7.31: H-plane patterns (¢ = 90°) for a dipole over a polystyrene

covered ground plate at 8 GHz.
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Figure 7.32: E, component for a diagonal pattern (¢ = 45°) for a dipole
over a polystyrene covered ground plate at 8 GHz.
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Figure 7.33: Eg component for a diagonal patterns (¢ = 45°) for a dilr)nle'
_over a polystyrene covered ground plate at 8 GHz.
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7.10 Example 8: Dielectric Plate

This example is used to show the effects on having or not having the di-
electric layer on the metallic ground plane of Example 7. The geometry
is illustrated in Figure 7.29. In addition, the effect of the diffracted fields
is illustrated by including and not including those terms, using the XT
command. The input data is given by

CM: EXAMPLE 8.
CM: THIS DATA SET IS USED TO SHOW EFFECTS OF HAVING OR NOT
CM: HAVING THE DIELECTRIC LAYER. NEXT THE PATTERN WITHOUT
CM: DIFFRACTIONS IS SHOWN TO ILLUSTRATE HOW MUCH & ROLE
CE: THE DIFFRACTIONS PLAY.

UN:

3

UsS:

3

FR:

8.

PF: E PLANE PATTERN
180.,0.,90.,180.

F,0.

0.,1.,361

PG: GROUND PLANE ALONE .

4,0

3.5,3.5,0.

-3.5,3.5,0.

-3.6,-3.5,0.

3.56,-3.5,0.

SG: DIPOLE ABOVE GROUND PLANE
0.,0.,56.12

90.,0.,90.,90.

-2,.738,0.0

1.,.0

PP:

T

T,2.96,1.6

0.,360.,30.

-40.,0.,10.
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XQ: EXECUTE CODE

NP: GET RID OF PREVIOUS PLATE!!!

NS: GET RID OF PREVIOUS SOURCE!!!

PG: GROUND PLANE WITH POLYSTYRENE LAYER

4,-2

1
0.2715,2.66,0.,1.,0.
3.5,3.5,0.
-3.5,3.5,0.
-3.5,-3.5,0.
3.5,-3.5,0.
SG: - o
0.,0.,4.8485
90.,0.,90.,90.
-2,0:738,0.0
1.,.0 '

XT: RUN ONLY SOURCE AND REFLECTED FIELDS. NO DIFFRACTIONS
EN:

in file unit IUG:

INCFLD
RP

ALL
END

The Eq, (E-plane) pattern of the dielectric covered metallic ground
plane of Example 7 is compared with the bare metallic ground plane pattern
~in Figure 7.34. The E,, pattern of the dielectric covered metallic ground
plane is compared with the pattern with the diffracted field terms removed
from the calculations in Figure 7.35.
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Figure 7.34: Comparison of the E-plane patterns of a bare metallic ground
plane with a polystyrene covered metallic ground plane.
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Figure 7.35: Comparison of the E-plane pattern of a polystyrene cov-
ered ground plane with and without the diffraction terms included. (VAX
11/750 run time is 0.8 min for the case without diffractions)
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7.11 Example 9: Lossy Dielectric

This example is used to show the effects of a thin ferrite absorber covering

‘a metallic plate. The properties of the thin ferrite absorber have been
obtained from the Avionics Laboratory at Wright Patterson Air Force Base.
The input data is given by

CM: EXAMPLE 9.

CM: THIS DATA SET IS USED TO SHOW THE UTD SOLUTION ACCURACY
CM: WHEN DEALING WITH ABSORBER MATERIAL. THE ELECTRICAL
CM: PROPERTIES OF THE THIN FERRITE ABSORBER WERE OBTAINED
CE: FROM THE AVIONICS LAB. AT WRIGHT PATTERSON AFB. '
UN:

3

Us:

3

FR: FREQUENCY OF 9 GHZ

9. '

PN:

-1.8,0.,0.

0.,0.,90.,0.

F

99.,90.,0.

6.,0.,1.

361

PG: GROUND PLANE ALONE

4,0

0.,56.,5.

0.,-5.,5.

¢.,-6.,-56.

0.,5.,-5.

SG: DIPOLE ABOVE GROUND PLANE

4.87,.0,.0

0.,0.,90.,90.

-2,0.74,0.2

i.,.0 '

PP:

T

T,5.25,2.6
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0.,360.,36.

-40.,0.,10.

XQ: EXECUTE CODE v
NP: GET RID OF PREVIOUS PLATE!!! -
NS: GET RID OF PREVIOUS SOURCE!!!

FR: CHANGE FREQUENCY TO 8 GHZ

8. :

PN: DEFINE NEW ORIGIN

-1.84,0.,0.

0.,0.,90.,0.

F

99.,90.,0.

0.,0.,1.

361

PG: GROUND PLANE WITH ABSORBER LAYER

,—2

.04,19.65,0.11,1.77,1.24
.,6.,5.

.,-5.,5.

.,-5.,-5.

,6.,-5.

SG: NEW SOURCE LOCATION RELATIVE TO FRONT OF ABSORBER
4.83,.0,.0

0.,0.,90.,90.

-2,0.74,0.2

1.,.0

XQ: EXECUTE CODE

EN:

©C O O © O - i

The E,, pattern of a 10” square metallic ground plane is compared with
measurements in Figure 7.36. The E,, pattern of this ground plane cover
with a thin ferrite absorber is compared with measurements in Figure 7.37.
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7.12 Example 10: Radome and Horn

This example is used to illustrate the prediction of the performance of an
radome covered horn antenna mounted on the belly of an aircraft. The cir-
cular polarized horn is approximated by two magnetic sources mounted on
a plate. The belly of the aircraft is modeled by a finite perfectly conduct-
ing ground plane. The radome is simulated by using a three layer dielectric
panel. The geometry is illustrated in Figure 7.38. The input data is given
by

CM: EXAMPLE 10.

CE: HORN RADIATION PATTERN

. UN:

3

Us:

3

FR:

7.

PF:

0.,0.,90.,0.

T,90.

0.,1.,181 ,
SG: VERTICAL POLARIZATION MAGNETIC DIPOLE MOMENT
6.25,.0,.0

90.,330.,0.,0.

1,1.8,2.25

1.,.0

SG: HORIZONTAL POLARIZATION MAGNETIC DIPOLE MOMENT
6.25,.0,.0

180.,.0,90.,330.

1,1.8,2.25

1.,90. ,

RT: ROTATE COORDINATES FOR PLATE BACKING DIPOLE MOMENTS.
6.2,-.086,.0

6.,0.,90.,330.

PG: ANTENNA BLOCKAGE PLATE. GIVES PROPER BACK LOBES.
4,0

-1.26,0.,1.25

1.26,0.,1.260
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1.256,0.,-1.25

-1.25,0.,-1.25

PP:

T

F,0.,2.55

0.,360.,30.

-40.,0.,10.

XQ: EXECUTE CODE _

RT: RESET ROTATE TRANSLATE TO ORIGINAL COORDINATE SYSTEM
0.,0.,0. ' '
0.,0.,90.,0.

PG: GROUND PLANE SIMULATING BELLY OF AIRCRAFT

4,0

0.,500.,-18.125

0.,500.,18.125

0.,-14.25,18.125

0.,-14.25,-18.125

XQ: EXECUTE CODE

CE: ELEVATION PATTERN WITH TOP SECTION OF RADOME PRESENT
PG: TOP RADOME MODEL USING 3 LAYER DIELECTRIC.PANEL
4,1

3

© 0.02,3.9,0.015,1.,0.

1 0.34,1.15,0.005,1.,0.

0.02,3.9,0.016,1.,0.

13.8,7.5,8.125

13.8,-100.,8.125

13.8,-100.,-8.125

13.8,7.5,-8.125

XQ: EXECUTE CODE

EN:

The Es, and Eg4, radiation patterns of the simulated horn in free space
are shown in Figure 7.39 and 7.40, respectively. The Eq, and Ey, radiation
patterns of the horn mounted above the ground plane representing the belly
of the aircraft are shown in Figure 7.41 and 7.42, respectively. The Eg, and
E;, radiation patterns of the radome covered horn above the aircraft belly
are shown in Figure 7.43 and 7.44, respectively.
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Figure 7.38: Geometry of radome and horn over aircraft belly model.
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Figure 7.39: The E, radiation pattern of the simulated horn in free space.
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Figure 7.40: The E, radiation pattern of the simulated horn in free space.
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Figure 7.41: The E,, radiation pattern of the horn over the plate model of
the belly of the aircraft. '
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Figure 7.42: The E4, radiation

pattern of the horn over the plate model of
the belly of the aircraft.
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Figure 7.43: The E, radiation pattern of the radome covered horn over
the belly of the aircraft. (VAX 11/750 run time is 11 min.) '
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Figure 7.44: The E% radiation pattern of the radome covered horn Y

the belly of the aircraft.
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7.13 Example 11A: Antenna Coupling

This example is used to illustrate the different methods of simulating a
source and a receiver. In addition, the different methods of representing
the coupling between the source and receiver are shown. Four different
geometries are studied. The basic geometry is shown in Figure 7.45. The
coupling between the two dipoles is compared with the moment method
solution when the dipoles are separated in the x direction and z direction in
free space and in the x and z direction over a perfectly conducting infinite
ground plane. This example uses a seven segment model of the source
and receiver. The currents for the dipoles have been obtained from the
NEC - Moment Method Code [14] for an isolated dipole. This represents a
numerical integration of the currents of the dipoles. Examples 11B and 11C
will explore alternative representations for the dipoles. The input data is
given by

CM: EXAMPLE 11A.

CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 1.
US:

0 .

SG: SOURCE GEOMETRY(SEGMENT 1.)--TRANSMITTER
'0.,0.,0.

0.,0.,90.,0.

-1,.07143,0.

0.010551,-29.246

SG: SOURCE GEOMETRY(SEGMENT 2.)--TRANSMITTER
0.,0.,-.07143 :

0.,0.,90.,0.

-1,.07143,0.

9.8472E-3,-31.777

SG: SOURCE GEGMETRY(SEGMENT 3.)--TRANSMITTER
0.,0.,-.1429 ‘

0.,0.,90.,0.

-1,.07143,0.

7.2367TE-3,-33.996

SG: SOURCE GEOMETRY(SEGMENT 4.)--TRANSMITTER
0.,0.,-.2143 :

0.,0.,90.,0.

-1,.07143,0.
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2.9010E-3,-35.584

SG: SOURCE GEOMETRY(SEGMENT 5.)--TRANSMITTER
0.,0.,.0714

0.,0.,90.,0.

-1,.07143,0.

9.8472E-3,-31.777

SG: SOURCE GEOMETRY (SEGMENT 6.)--TRANSMITTER
. 0.,0.,.1429

0.,0.,90.,0.

-1,.07143,0.

7.2367E-3,-33.996

SG: SOURCE GEOMETRY(SEGMENT 7.)--TRANSMITTER
0.,0.,.2143

0.,0.,90.,0.

-1,.07143,0.

2.9010E-3,-35.584

RG: RECEIVE GEOMETRY(SEGMENT 1.)--RECEIVER
0.,0.,0. '

0.,0.,90.,0.

-1,.07143,0.

1.0551E-2,-29.246

RG: RECEIVE GEOMETRY(SEGMENT 2.)--RECEIVER
0. 0.,-.07143

0.,0.,90.,0.

-1,.07143,0.

9.8472E-3,-31.777

RG: RECEIVE GEOMETRY(SEGMENT 3.)--RECEIVER
0.,0.,-.1429

0.,0.,90.,0.

-1,.07143,0.

7.2367E-3,-33.996

RG: RECEIVE GEOMETRY(SEGMENT 4.)--RECEIVER
0.,0.,-.2143

0.,0.,90.,0.

-1,.07143,0.

2.9010E-3,-35.584

RG: RECEIVE GEOMETRY(SEGMENT 5.)--RECEIVER
0.,0.,.0714

0.,0.,90.,0.
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-1,.07143,0.

9.8472E-3,-31.777

RG: RECEIVE GEOMETRY(SEGMENT 6.)--RECEIVER
0.,0.,.1429

0.,0.,90.,0.

-1,.07143,0.

7.2367E-3,-33.996

RG: RECEIVE GEOMETRY(SEGMENT 7.)--RECEIVER
0.,0.,.2143

0.,0.,90.,0.

-1,.07143,0.

2.9010E-3,-35.584

PN: NEAR-ZONE PATTERN

0.,0.,0.
0.,0.,90.,0.

T

0.5,0.,0.

0.5,0.,0.

19

PR: POWER RADIATED (MODIFIED FRII’S METHOD)
3
4.6029E-3,4.6029E-3
PP:

T

T,5.0,6.0

6.,10.,1.
-70.,-10.,10.

LP: '

T

XQ: EXECUTE CODE
CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 2.
PN: NEAR-ZONE PATTERN

XQ: EXECUTE CODE
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CE: TW0 HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 3.
RT: TRANSLATE AXES 1.25 METERS DOWN

0.,0.,-1.25

0.,0.,90.,0.

GP: INFINITE GROUND PLANE

PN: NEAR-ZONE PATTERN
.,0.,0.
0.,90.,0.

XQ: EXECUTE CODE
CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 4.
PN: NEAR-ZONE PATTERN

0.,0.,0.
0.,0.,90.,0.
T

1.0,0.,0.
0.,0.,.5

19

XQ: EXECUTE CODE
EN: END CODE

The coupling between two dipoles represented by three different meth-
ods and calculated by the Modified Frii’s and Linville methods for four
different geometrical cases are shown in Figures 7.46 through 7.49. Fig-
ure 7.46 is for the dipoles moving apart in the z direction in free space.
Figure 7.47 is for the dipoles moving apart in the z direction in free space.
Figure 7.48 is for the dipoles moving apart in the = direction over a perfectly
conducting infinite ground plane. Figure 7.49 is for the dipoles moving
apart in the z direction over a perfectly conducting infinite ground plane.
The dots represent the moment method result using the Linville method.
The results for the particular data set in this example is shown in the Fig-
ure 7.46, 7.47, 7.48, and 7.49 by the solid line for the Frii’s normalization
and the short dashed lines for the Linville normalization method. Note
that in all the case run, this method matches best with with the method of
moments. The Linville and Frii’s normalization methods disagree slightly
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Figure 7.45: Illustration of the geometry used to find the coupling between
two dipole antennas.

as the dipoles get close together, but on the whole they agree well. The
print out for the coupling of the two dipoles moving apart in the = direc-
tion in free space calculated using the Modified Frii’s method is shown in
Figure 7.50.
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Figure 7.46: The coupling between two half wavelength dipoles in {ree space
as they move apart along the z-axis. The NEC - Method of Moments results
are shown as dots.
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Figure 7.47: The coupling between two half wavelength dipoles in free space
as they move apart along the z-axis. The NEC' - Method of Moments results
are shown as dots. - ’
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Figure 7.48: The coupling between two half wavelength dipoles over a inl,
nite ground plane as they move apart along the z-axis. The NEC - Method
of Moments results are shown as dots.
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Figure 7.49: The coupling between two half wavelength dipoles over a infi-
nite ground plane as they move apart along the z-axis. The NEC - Method
of Moments results are shown as dots. -
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Figure 7.50: Line printer output for the coupling between two dipoles in free
space as they move apart in the x direction. The dipoles are represented
by a numerical integration of seven segments apiece and the modified Frii’s
transmission formula is used to represented the coupling.



Ex. 11B ' 247

7.14 Example 11B: Antenna Coupling

This example illustrates the use of an array factor approximation to repre-
sent the source and receiver dipoles in the same situation as Example 11A.
The same currents obtained from the method of moments as are used here.
The data set is shown using the Linville method of representing the cou-
pling. The input data is given by

CM: EXAMPLE 11B.

CE: TWD HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 1.
UsS:

0]

[ 52
=

SOURCE ARRAYED

oy ..
oy

.,0.

.,-.07143
.,-.1429
.,-.2143
.,.07143
.,.1429
.,.2143
.,90.,0.
-1,.07143,0.
.0551E-02,-29.246
.8472E-03,-31.777
.2367E-03,-33.996
.9010E-03,-35.584
.8472E-03,-31.777
.236TE-03,-33.996
.9010E-03,-35.584
RA: RECEIVER ARRAYED
F,F

-

- -

-

O CcC oo o0 O0OoO~NT

O OO OO O O o

-

NN O N e

F,

7

0.,0.,0.
0.,0.,-.07143
0.,0.,-.1429
0.,0.,-.2143
0.,0.,.07143
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0.,0.,.1429
0.,0.,.2143
0.,0.,90.,0.
-1,.07143,0.
.0551E-02,-29.246
.8472E-03,-31.777
.2367E-03,-33.996
.9010E-03,-35.584
.8472E-03,-31.777
.2367E-03,-33.396
.9010E-03,-35.584
PN: NEAR-ZONE PATTERN

14

N N O N N O -

PR: TERMINAL CURRENT AND IMPEDANCE (LINVILLE METHOD)
4
(9.20585E-03,-5.15474E-03),(9.20585E-03,-5.15474E~03)
(82.6979,46.3060),(82.6979,46.3060)

PP:

T

T,5.0,6.0

0.,10.,1.

-70.,-10.,10.

XQ: EXECUTE CODE

CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 2.
PN: NEAR-ZONE PATTERN

0.,0.,0.
0.,0.,90.,0.
T

1.0,0.,0.
0.,0.,.5

19

XQ: EXECUTE CODE
CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 3.
RT: TRANSLATE AXES 1.25 METERS DOWN

Ex. 11B
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0.,0.,-1.26
0.,0.,90.,0.
GP: INFINITE GROUND PLANE

PN: NEAR-ZONE PATTERN

.,0.,0.
.,0.,90.,0.

5,0.,0.
.56,0.,0.

XQ: EXECUTE CODE

CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS:

PN: NEAR-ZONE PATTERN

0.,0.,0.
0.,0.,90.,0.
T

1.0,0.,0.
0.,0.,.5

19

XQ: EXECUTE CODE
EN: END CODE

249

CASE 4.

The results for this particular data set are shown in Figure 7.46, 7.47,
7.48, and 7.49. The results for the Frii’s normalization is shown as interme-
diate sized dashes and the Linville normalization method by a dot dashed

line.
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7.15 Example 11C: Antenna Coupling

This example used to illustrate the pattern factor representation of the
dipoles in Example 11A. The current at the terminal of the dipoles are
obtained from the method of moments code. The input data is given by

CM: EXAMPLE 11C.

CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 1.
USs: '

0

SG: SOURCE GEOMETRY--TRANSMITTER
0.,0.,0.

0.,0.,90.,0.

-2,.5,0.

1.0551E-2,-29.246

RG: RECEIVE GEOMETRY--RECEIVER
0.,0.,0.

0.,0.,90.,0.

-2,.5,0.

1.0551E-2,-29.246

PN: NEAR-ZONE PATTERN

0.,0.,0.
0.,0.,90.,0.
T

0.5,0.,0.
0.5,0.,0.

19

PP:

T

T,56.0,6.0
0.,10.,1.
-70.,-10.,10,
PR: POWER RADIATED (MODIFIED FRII’S METHOD)
3

4.6029E-3,4.6029E-3

XQ: EXECUTE CODE

CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 2.
PN: NEAR-ZONE PATTERN

0.,0.,0.
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0.,0.,90.,0.
T
1.0,0.,0.
0.,0.,.5

19

XQ: EXECUTE CODE
CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 3.
RT: TRANSLATE AXES 1.26 METERS DOWN

0.,0.,-1.25
0.,0.,90.,0.

GP: INFINITE GROUND PLANE
0

PN: NEAR-ZONE PATTERN
0.,0.,0.

¢.,0.,90.,0

T

0.5,0.,0.

0.5,0.,0.

19 :

XQ: EXECUTE CODE

CE: TWO HALF-WAVELENGTH DIPOLE ANTENNAS: CASE 4.
PN: NEAR-ZONE PATTERN

.,0.,0. '

.,0.,90.,0.

.0,0.,0.
.,0.,.5

XQ: EXECUTE CODE
EN: END CODE

The results for this particular data set are shown in Figure 7.46, 7.47,
7.48, and 7.49. The results for the Frii’s normalization is shown as long
dashes and the Linville normalization method by a triple dot dashed line.
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7.16 Example 12: NEC - MM Input

This example illustrates the use of the SM command. The geometry is four
electric dipoles in the presence of a square plate over an infinite ground
plane as shown in Figure 7.51. This represents a satellite type antenna.
The currents in part A of this example are specified by the NEC - Moment
Method Code [14] for four dipoles over an infinite ground plane. Part B of
this example represents the dipoles by their analytic pattern using the SG
command. The input data is given by

CE: NEC INPUT TEST, EXAMPLE 124.
PF. PHI=0O PATTERN CUT
0.,0.,90.,0.

F,0.

0.,1.,91

FR:

0.2998

UN:

3

Us:

0

RD:

150. .

GP: GROUND PLANE
0

RT:

0.,0.,28.5
0.,0.,90.,0.

PG:

4,0

25.,-25.,0.
25.,25.,0.
-25.,25.,0.
-25,.,-25.,0.

UN:

1

PP:

T

F,90.,4.35
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0,90,30

-25.,15.,10.
SM:

20

NEC MOMENT METHOD INPUT
.0015636

.47752
.41656
.355660
. 29464
.23368
.23368
. 29464
.36560
.41656
.477562

.47752

.41656
. 35560
. 29464

~.23368

.23368
. 29464
.35560
.41656
.477562

.3288E-3
.6564E-3
.T6T3E-3
.6735E-3
.3462E-3
.3462E-3
.6735E-3
.7673E-3
.6564E-3
.3288E-3
.3288E-3
.6564E-3
.T6T3E-3
.673BE-3

1

.35660
.36560
.35560
.35560
.35660
.35560
.35560
.36560
.35660
.35560
.36560
.35560
.35560

" .35560

.35560
.356560
.356560
.35660
.35560
.35560

. 1796E-2

.4092E-2
.5621E-2
.4089E-2
.1794E-2
.1794E-2
.4089E-2
.B621E-2
.4092E-2
.1796E-2
.1796E-2
.4092E-2
.B621E-2
.4089E-2

.20637
.20637
.20637
.20637
.20637
20637
.20637
.20637
.20637
.20637
.20637
.20637
.20637
.20637
.20637
.20637
.20637
.20637
.20637
.20637

.06096
. 06096
.06096
.06096
.06096
.06096
.06096
.06096
.06096
.06096
.06096
.06096
.06096
.06096
.06096
.06096
. 06096
.06096
.06096
.06096

.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000 -
.00000
.00000
.00000
.00000
.00000
.00000

.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000
.00000

253
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.3462E-3

.3462E-3

.673BE-3

.7673E-3

.6564E-3

.3288E-3
XQ:

Xq:

CE: NEC TEST, EXAMPLE 12B.
RT: RESET ORIGIN FOR GROUND PLANE

0.,0.,0.
0.,0.,90.,0.

GP: REPLACE GROUND PLANE

RT: RESET FOR SOURCES

0.,0.,28.5
0.,0.,90.,0.

NS:  REMOVE NEC SOURCES

.001535
SG: SOURCE #1

.1794E-2
.1794E-2
.4089E-2
.5621E-2
.4092E-2
.1796E-2

NG: REMOVE GROUND PLANE

-.35560,-.35560, .20637

90.,0.,90.,90.
~2,0.3048,0.
0.005673,82.2
SG: SOURCE #2
.35560,-.35560,
90.,0.,90.,90.
-2,0.3048,0.
0.006673,82.2
5G: SOURCE #3
-.356560, .356560,
90.,0.,90.,90.
-2,0.3048,0.
0.006673,82.2

. 20637

. 20837

Ex. 12
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SG:  SOURCE #4
0.35560, .356560, . 20637
90.,0.,90.,90.

© -2,0.3048,0.
0.005673,82.2

XQ: '

EN:

The directive gain normalized to isotropic is plotted in Figure 7.52 for
the ¢ = 0 degree plane using the method of moments representation for the
dipoles. The result is compared against the infinite ground plane case and
the case for the plate in free space which is given as the second execution in
the input set. Similarly, the directive gains for the three different cases are
plotted in Figure 7.53 for the ¢ = 90 degree plane. The calculations using
the analytic representation of the dipoles gives approximately the same
results. The directive gain is within approximately 0.5 dB throughout the
entire pattern range. The pattern shape is essentially identical to the one
in Figure 7.52 for the four dipoles over a plate over an infinite ground plane |
so the pattern is not shown. '
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Figure 7.51: Geometry for the problems of dipoles over a square plate and
infinite ground plane showing the side and top view.
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Figure 7.52: Comparison of the directive gain of four dipoles over an infinite
ground with four dipoles over a square plate over an infinite ground and
four dipoles over a square plate alone (¢ = 0 degrees, vertical polarization).
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Figure 7.53: Comparison of the directive gain of four dipoles over an infinite
ground with four dipoles over a square plate over an infinite ground and four
dipoles over a square plate alone (¢ = 90 degrees, horizontal polarization).



Ex. 13 ’ 259

7.17 = Example 13: Cylindér - Dipole

This example considers an electric dipole in the presence of a finite circular
cylinder as shown in Figures 7.54 and 7.55. The pattern is taken in two
different cuts and the source is placed in two different positions. The input
data is given by

CE: CYLINDER TEST, EXAMPLE 13A.
Us:

0

FR:

9.94

PF:

0.,0.,90.,0.

T,90.

0.,1.,361

SG:

0.,0.19,0.
90.,0.,180.,0.
-2,0.5,0. '
1.,0.

CG:

0.,0.,0.
0.,0.,90.,0.
0.1,0.1
-0.11,90.,0.11,90.
LP:

T

PP:

T

T,5.,2.5
0.,360.,30.
-40.,0.,10.

XQ:

CE: CYLINDER TEST, EXAMPLE 13B.
PF:  CHANGE PATTERN CUT
0.,0.,90.,0.

F,90.

0.,1.,361
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XQ:

CE: CYLINDER TEST, EXAMPLE 13C.
NS: CALL FOR NEW SOURCE

SG:

0.076,0.,0.2

© 90.,0.,180.,0.

-2,0.5,0.

i.,0.

XQ:

EN:

The line printer output of the results for Example 13A are shown in
Figures 7.56 and 7.57. The print out is for only half the results in 10 degree
increments associated with the geometry illustrated in Figure 7.58. The
calculated results are compared with measured results [22] in the pattern
figures. The E,, pattern for Example 13A is shown in Figure 7.58. The
Eq, pattern for Example 13B is shown in Figure 7.59. The E4, pattern for
Example 13C is shown in Figure 7.60. The E,, pattern for all three cases
are not shown because they are of negligible value. ‘
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Figure 7.54: An electric dipole parallel to the z-axis on the side of a finite
circular cylinder for Example 13A and 13B.
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Figure 7.55: An electric dipole parallel to the a-axis on the top of a finite

circular cylinder for Example 13C.
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Figure 7.56: Line printer output of the electric fields of Example 13A.
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Line printer output of the total radiation intensity of Exam-
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Figure 7.58: Comparison of measured (Bach) and calculated E,, radiation
pattern of an electric dipole on the y-axis parallel to the z-axis in the
presence of a finite circular cylinder (pattern taken in the z — y plane).
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Figure 7.59: Comparison of measured (Bach) and calculated E4>p radiation -
pattern of an electric dipole on the y-axis parallel to the z-axis in the
presence of a finite circular cylinder (pattern taken in the y — z plane).
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Figure 7.60: Comparison of measured (Bach) and calculated E4, radiation
pattern of an electric dipole parallel to the z-axis mounted above the end
cap of a finite circular cylinder (pattern taken in the y — z plane). (VAX
11/750 run time is 2.1 min.) '
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7.18 Example 14: Elliptic Cylinder

This example considers the pattern of a magnetic dipole in the presence of
an elliptic cylinder as shown in Figure 7.61. This example illustrates how
the LOUT parameter in the TO command can be used to print out the
individual fields reflected and diffracted by the body under consideration.
Note, also, that since the units and frequency are not specified in the data
set the input is assumed to be given in wavelengths. The input data is
given by

CE: ELLIPTIC CYLINDER TEST, EXAMPLE 14.
Us:

0

PF:

0.,0.,90.,0.

T,90.

0.,1.,361

CG:

0.,0.,0.

0.,0.,90.,0.

2.,1.

-500.,90.,500.,90.

SG: :

2.828,2.828,0.

0.,0.,90.,0.

2,0.5,0.

1.,0.

PP:

T

F,90.,2.5

0.,360.,30.

-40.,0.,10.

XQ: .
T0: PRINT INDIVIDUAL FIELDS AROUND SHADOW BOUNDARY
F,F,T,F

PF: REDUCE ANGULAR RANGE

0.,0.,90.,0. :

T,90.

204.,1.,6
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XQ:
EN:

- The reflected and diffracted fields in the region close to one of the shadow
boundaries of the elliptic cylinder, as printed by the line printer, are shown
in Figure 7.62. The different types of fields can be interpreted by looking
at Tables 4.1 and 4.2. The three pairs of columns of real numbers are the
magnitude and phase of the x, y, and z components of the electric fields.
The polarization is referred to the reference coordinate system for this type
of print out. Notice that the VAX cpu times are interwoven in with the
field values. o

The E,, pattern is plotted in Figure 7.63 compared with a moment
~method solution. The E,, pattern is not plotted because it is of negligible
value.

SOURCE
Yp LOCATION

®
y

ELLIPTICAL
CYLINDER

Figure 7.61: Elliptic cylinder configuration excited by a magnetic souice
paralle] to the z-axis.
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Figure 7.62: See Tables 4.1 and 4.2 for help in interpreting the results. The
real numbers represents the magnitude and phase fo the E,, E, and E,

fields, respectively.
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Figure 7.63: Comparison of UTD and moment method results for E4, pat-
tern. (VAX 8550 run time is 0.23 min and VAX 11/750 run time is 2.7

min.)
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7.19 Example 15: Near Zone Cylinder

This example illustrates the near zone pattern effects of a dipole in the
presence of a perfectly conducting finite circular cylinder. The results for
“two different pattern origins and two different ranges are shown. The ge-
ometries are illustrated in the inserts of Figures 7.64 to 7.67. The input
data is given by '

CM:  EXAMPLE 15.
CE: NEAR ZONE CYLINDER TEST
UN:

3

FR:

3.985

Us: -

3

SG:

0.,0.,0.
90.,90.,0.,0.
-2,1.5,0.
1.,0.

CG: _ v
6.5625,0.,0.
0.,0.,90.,0.
1.25,1.25
-9.,90.,8.,80.
PN:

0.,0.,0.
¢0.,0.,90.,0.
F
36.75,90.,0.
0.,0.,1.

361

LP:

T

PP:

T

T,4.2,2.1
0.,360.,36.
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-40.,0.,10.
XQ:

PN:

0.,0.,0.
0.,0.,90.,0.
F
26.25,90.,0.
0.,0.,1.

361

XQ:

PN:
6.5625,0.,0.
0.,0.,90.,0.
F
36.75,90.,0.
0.,0.,1.

361

XQ:

PN:
6.5625,0.,0.
0.,0.,90.,0.
F
26.25,90,,0.
0.,0.,1.

361

XQ:

EN:

The E4, near zone pattern for a source in the presence of the cylinder
with the center of pattern rotation at the source and with a range of 36.75
inches is shown in Figure 7.64. The Ej, near zone pattern with the center of
pattern rotation at the source and with a range of 26.25 inches is shown in
Figure 7.65. The Fy4 near zone pattern with the center of pattern rotation
at the center of the cylinder and with a range of 36.75 inches is shown in
Figure 7.66. The E4, near zone pattern with the center of pattern rotation
at the center of the cylinder and with a range of 26.25 inches is shown in
Figure 7.67. Note that as in Example 7-3 for the near zone plate patterns,
changing the pattern origin and range results in relatively small shifts in
the position of the peaks and the fine detail. The radial component of the
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pattern is present but is not shown since it is much smaller than the phi
component. In addition, the theta component is negligible and is not shown.
The magnitude of the cross polarized terms for the pattern corresponding
to Figure 7.64 can be seen in the print out of the fields in Figures 7.68, 7.69
and 7.70. The print out is for a range of phi angles of 0 to 180 degrees in
steps of 10 degrees in order to save space.
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Figure 7.64: Comparison of the measured and calculated E4 radiation pat
tern in the r — y plane 36.75” from a dipole in the presence of a circular
cvlinder,
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Figure 7.65: Comparison of the measured and calculated E; radiation pat-
tern in the z — y plane 26.25” from a dipole in the presence of a circular
cylinder.
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Figure 7.66: Comparison of the measured and calculated E radiation pat-
tern in the r — y plane 36.75” from a circular cylinder in the presence of a
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dipole.
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7.20 Example 16: Ship Masts

This example illustrates the use of multiple cylinders to model ship masts,
There are four dipoles mounted around one of the masts and they are
nominally supposed to produce an omnidirectional pattern. The geometry
used is illustrated in Figure 7.71. The input data is given by

CM: EXAMPLE 16.
CE: MULTIPLE CYLINDER TEST X-Y CUT NEAR FIELD
FR:

0.3125 -

Us:

)

UN:

1

SG:
0.365,0.,23.05
0.,0.,90.,0.
-2,0.508,0.
1.,0.

SG: :
0.,0.365,23.05
0.,0.,90.,0.
-2,0.508,0.
1.,0.

SG:
-0.365,0.,23.056
0.,0.,90.,0.
~-2,0.508,0.
1.,0.

SG:
0.,-0.365,23.05
0.,0.,90.,0.
-2,0.508,0.
1.,0.

PN:

0.,0.,23.05
0.,0.,90.,0.

F
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250.0,90.,0.
0.,0.,1.

361

CG:

0.,0.,10.
0.,0.,90.,0.
0.455,0.455
-10.,90.,10.,90.
CG:

0.,0.,24.75
0.,0.,90.,0.
0.14,0.14
-4.85,90.,4.75,90.
CG:

0.,12.8,13.66
0.,0.,90.,0.
0.455,0.455
-13.66,90.,13.66,90.
CG:

0.,12.8,32.07
0.,0.,90.,0.
0.14,0.14
-4.85,90.,4.75,90.
PP:

T

T,4.95,2.5
0.,360.,30.
-40.,0.,10.

XQ:

EN:

The frequency for this problem is 0.3125 GHz. Note that this means
that the radius of the mast around which the antennas are mounted is only
0.1458 wavelengths. This is pushing the accuracy of UTD, so the solution
should be checked against a known result first. This is accomplished by
comparing the pattern for one of the dipoles in the presence of a infinite
cylinder using the exact model solutions against the UTD result for.a very
long cylinder. The input set for this test is not shown. The results are
compared in Figure 7.72 with excellent agreement verifying the validity of
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the UTD solution. The azimuth plane pattern for the vertically polarized
electric field in the presence of two masts without the multiple cylinder
interaction terms is shown in Figure 7.73. Note that it is assumed that
these higher order terms are initialized false. At present, the cylinder to
cylinder interactions are not included in the present version. Version 2 had
these terms available. To illustrate what correction can be obtained with
their use, the resulting pattern with the multiple cylinder interaction terms
is shown in Figure 7.74. Notice that the discontinuity at the 90 degree angle
in Figure 7.73 has been smoothed out by the higher order terms included
in Figure 7.74.
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Figure 7.71: The geometry used to study the pattern of four antennas in
the presence of two masts.
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———— MODAL SOLUTION
—»¢ ——=GTD

RELATIVE POWER (dB)

Figure 7.72: Comparison of the exact modal solution and the uniforui
asymptotic solution of the Ey pattern in the azimuth plane for one dipole
on one mast. :
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Figure 7.73: Calculated azimuth plane pattern at a range of 250 meters
for four dipoles located around a mast in the presence of a second mast
without higher order cylinder interactions terms (frequency = 0.3125 GHz)
(VAX 11/750 run time is 47.3 min). '
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Figure 7.74: Calculated azimuth plane pattern at a range of 250 meters for
four dipoles located around a mast in the presence of a second mast with
higher order cylinder interactions terms (frequency = 0.3125 GHz).
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7.21 Example 17: Plate - Cylinder

This example considers an electric dipole in the presence of a plate and a fi-
nite circular cylinder as shown in the inserts of Figures 7.75,7.76, 7.77, 7.78,
and 7.79. This example illustrates the effects of the far zone and near zone
patterns cuts on such a geometry and also shows the effects of the plate -
cylinder terms on the pattern. In addition, the use of the NX command in
an input set is shown.

CM: EXAMPLE 17A.
CE: FAR ZONE PLATE AND CYLINDER TEST

PF:
0.,0.,90.,0.
T,90.
0.,1.,361
UN:

3

Us:

0.

FR:

4.

SG:
0.,5.625,0.
90.,0.,0.,0.
-2,0.508,0.0
1.,0.

PG:

4,0

5.,0.,b.
65.,0.,-5.
-6.,0.,-5.
-5.,0.,5.
CG:
0.,12.3125,-0.125
0.,0.,90.,0.
1.26,1.25
-8.5,90.,8.5,90.
PP:

T
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T,4.62,2.32
0.,360.,36.
-40.,0.,10.
XQ:  SOURCE AND PLATE TEST
NX: _

CM: EXAMPLE 17B.
CE: NEAR ZONE PLATE AND CYLINDER TEST
UN:

3

FR:

3.985

Us:

3

SG:

0.,0.,0.
980.,90.,0.,0.
-2,1.5,0. '
1.,0.

PN: _
0.,0.,0.
0.,0.,90.,0.

F
36.875,90.,0.
0.,0.,1.

361

CG: _ ‘
6.56625,0.,0..
0.,0.,90.,0.
1.25,1.25
-9.,90.,8.,90.
PG:

4,0
-6.75,56.,5.
-5.75,-5.,5.
-6.75,-5.,-5.
-6.75,6.,-5.
XQ:

EN:
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The far zone E; radiation pattern calculated without the plate - cylin-
der interaction terms is compared with measured results in Figure 7.75.
The plate - cylinder interaction terms are not presently available in Ver-
sion 3. They were, however, included in Version 1 and are shown here for
comparison purposes. The same measured results compared with the cal-
culated results including the plate - cylinder interaction terms is shown in
Figure 7.76. The main features of the pattern are present without the plate
- cylinder terms. The plate - cylinder terms add some of the small details
-and bring the overall levels into better agreement. The near zone Ey radi-
ation pattern calculated without the plate - cylinder interaction terms for
two different pattern origins and two different ranges is shown next. The
measured and calculated E, radiation pattern in the & — y plane 36.875”
from the dipole is shown in Figure 7.77. The measured and calculated
E4 radiation pattern in the z — y plane 26.25” from the dipole is shown
in Figure 7.78. The measured and calculated E, radiation pattern in the
¢ —y plane 36.875” from the center of the cylinder is shown in Figure 7.79.
The Ey pattern for all of the above case are not shown because they are of
negligible value. v
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Figure 7.75: Comparison of the measured and calculated F4 far zone ra-
diation pattern of a dipole in the presence of a square plate and a finite
circular cylinder (without plate - cylinder interactions).
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Figure 7.76: Comparison of the measured and calculated E4 far zone ra-
diation pattern of a dipole in the presence of a square plate and a finite
circular cylinder (with plate - cylinder interactions).
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Figure 7.77: Comparison of the measured and calculated E4 near zone
radiation pattern 36.875” from a dipole in the presence of a square plate
and a circular cylinder (without plate - cylinder interactions).
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1gure 7.78: Comparison of the measured and calculated E4 near zone
radiation pattern 26.25” from a dipole in the presence of a square plate
and a circular cylinder (without plate - cylinder interactions).
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Figure 7.79: Comparison of the measured and calculated E, near zone
radiation pattern 36.875” from a circular cylinder in the presence of a dipole
and a square plate (without plate - cylinder interactions).
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- 7.22  Example 18: Ship Yardarm

This example is used to illustrate the prediction of the far zone pattern of an
antenna mounted on the yardarm of a mast as shown in Figure 7.80. Mea-
surements were made on a 1/10 scale model of this geometry at NOSC [23].
The computer model used for this study is shown in Figure 7.81. The ac-

tual ship antenna is model by an equivalent dipole. The input data is given
by :

CM: EXAMPLE 18.
CE: YARDARM AND MAST EXAMPLE
PF:

0.,0.,90.,0.
T,89.5
0.,1.,361

FR: ‘

4,

UN:

3

UsS:

3

SG:

-5.,0.,2.
0.,0.,90.,0.
-2,1.925,0.
1.,0.

CG:

0.,0.,0.
0.,0.,90.,0.
1.56256,1.5626
-43.625,90.,23.125,90.

PP:

T

T,5.,6.
0.,180.,10.
-22.,0.,1.
XQq:

PG:

4,0
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" -1.5626,0.625,0.
-32.75,0.625,0.
-32.75,-0.625,0.
-1.5626,-0.625,0.
XqQ:

EN:

The vertically polarized radiation pattern in the azimuth plane calcu-
lated including the mast only is compared with the measured results for
the completed model in Figure 7.82. The results for the mast - yardarm
configuration are compared in Figure 7.83. The presence of the yardarm
in the calculations makes the levels of the results compare better and gives
" more detail to the calculations around the 150 to 180 degree pattern region.
The discrepancy in this region may be due to inadequate representation of
the currents on the antenna in the presence of the mast, an inconsistent
pattern cut with the measurements, the lack of some higher order terms in
the calculations, or even to problems in the measurements. The agreement
is good for engineering purposes, however.
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Figure 7.81: Top and side view of computer model corresponding to the
mast and yardarm example.
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Figure 7.82: Comparison of the measured and calculated azimuth pattern
for the mast and yardarm example. The calculated result includes the mast
only. The measurements were made on a 1/10 scale model including the

yardarms at NOSC [23]
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tigure 7.83: Comparison of the measured and calculated azimuth pattern
for the mast and yardarm example. The calculated result includes both
the mast and one yardarm. The measurements were made on a 1 /10 scale
model including the yardarms at NOSC [23]. '
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7.23 Example 19: Aircraft

This example considers a slot mounted on the wing of a Boeing 737. The
computer model of the Boeing 737 is illustrated in Figure 7.84. The input
data is given by

CM: AIRCRAFT TEST, EXAMPLE 19.
CE: BOEING 737 COMPUTER MODEL
PF:

60.,90.,150.,90.

T,90.

0.,1.,361

FR:

1.746

UN:

3

Us:

0

CG:

0.,0.,0.

0.,0.,%0.,0.

104.1,74.7

-570.5,90.,260.4,20.

PG: LEFT WING

5,0
0.,74.7,-212.8
0.,547.9,40.8
0.,547.9,95.1
0.,203.8,0.

0.,74.7,0.

PG: RIGHT WING

5,0

0.,-74.7,0.

0.,-203.8,0.
0.,-547.9,95.1
0.,-547.9,40.8
0.,-74.7,-212.8

PG: VERTICAL STABILIZER
4,0
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104.1,0.,448.3
344.1,0.,516.2
344.1,0.,443.7
104.1,0.,236.5

SG: FINITE WIDTH SLOT
0.,312.4,-45.3
90.,90.,0.,0.
3,0.827837,0.413918
1.,0.

PP:

T .
F,0.,2.5
0.,360.,30.
-40.,0.,10.
XqQ:

- EN:

The E, pattern is compared with its measured result in Figure 7.85. The .
measurement was made on a 1/20 scale model of a Boeing 737 at NASA
(Hampton, Virginia). The antennais a KA band waveguide mounted in the
wing. The Ej pattern is significant for this case, however, it is not shown. -
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Figure 7.84: Illustration of geometry of Boeing 737 aircraft model used
in finite elliptic cylinder model. The larger radius is used for an antenna
mounted on the top of the wings and the smaller radius is used for an
antenna mounted on the bottom.
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Figure 7.85: Comparison of measured and calculated E4, results. (VAX
11/750 run time is 3 min and maximum E, value is -32.2 dB.)
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' 7.24  Example 20A: Near Zone Scatter

- This example illustrates the use of the backscatter option, BP. A simple air-
craft model is used as shown in F igure 7.86. The measurements were made
at Pacific Missile Test Center (Pt. Mugu, California) using this model [24].
‘Note that the computer model does not include the cone at the nose of the

~aircraft. The input data is given by

CM: EXAMPLE 204.

CE: POLARIZATION HH, ROLL ANGLE 0.
UN:

3

Us:

o]

FR:

10.

CG: THE BODY OF THE PLANE

0.,0.,0.

90.,0.,0.,0.

6.,6.

-42.,90.,42.,90.

PG: RIGHT REAR STABILIZER

4,0

-42.,-6.,0.

-48.,-20.5,0.

-44.,-20.5,0.

-24.,-6.,0.

PG: LEFT REAR STABILIZER

4,0

-42.,6.,0.

-24.,6.,0.

-44.,20.5,0.

-48.,20.5,0.

PG: VERTICAL STABILIZER

4,0
-42,
~-48.,
44,
24,

-

o O O o
[ %]
lo]
o

-
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PG: LEFT WING

4,0

3.,6.,0.
-25.,36.,0.
-12.,36.,0.
40.,6.,0.

PG: RIGHT WING

4,0

3.,-6.,0.
-25.,-36.,0,
-12.,-36.,0.
40.,-6.,0.

BP: RECEIVER AND SOURCE ARE TO MOVE TOGETHER
3 _
PN:

0.,0.,0.
0.,0.,90.,0.

F

864.,90.,0.
0.,0.,.5

361 ,
SG: THE HH SOURCE
0.1,0.,0.
0.,0.,90.,90.
-2,0.5,0.

1.,0.

RG: THE HH RECEIVER
0.,0.,0.
0.,0.,90.,90.
-2,0.5,0.

1.,0.

PR: NORMALIZE TO A SQUARE METER
3

8.39E-5,8.39E-5
PP: )

T

T,4.12,4.88
180.,0.,-30.

-60.,20.,10.
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XT: TURN OFF DIRECT FIELD
EN:

in file unit IUG:

RP
ALL
DP
ALL
RPDP
ALL
DPRP
ALL
RC
ALL
DC
ALL
DN
ALL
RN
ALL
END

The measurements were made at 10 GHz. The calculated results for
horizontal polarization in the azimuth plane is shown in Figure 7.87. The
measured result is shown in Figure 7.88. Only half the patterns are shown
because the patterns are symmetric. Both results are shown normalized
with respect to a square meter. Note that the results agree very well. The
lobe at the 80 degree angle in the measured result is missing in the calcu-
lated result because the measured model has a cone at the nose, whereas,
the calculated result does not have this cone.
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Figure 7.86: Simpliﬁed aircraft shape used in RCS example.
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Figure 7.87: Calculated RCS result for horizontal polarization in the az-
imuth plane. The computer model does not include the nose cone. The
results are normalized with respect to a square meter. (VAX 11/750 run
time is 24.7 min. and VAX 8550 is 2.16 min.) .
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Figure 7.88: Measured RCS result made at P_aciﬁé Missile Test Center for
horizontal polarization in the azimuth plane. The results are normalized
with respect to a square meter.
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7.25 Example 20B: Near Zone Scatter, Us-
ing an Ellipsoid

This example illustrates the use of the CF command. In this example the
same plane will be modelled as for Example 20A, but with. the cylinder
used for the fuselage replaced by a truncated ellipsoid. Large values are
used for the CCN and CCP in the CF call so that the truncated shape will
approximate the cylinder it is replacing. The input data is given by

CM: EXAMPLE 20B.

CE: POLARIZATION HH, ROLL. ANGLE O.
UN.:

3

Us:

o]

FR:

10.

CF: THE BODY OF THE PLANE!

0.,0.,0.

90.,0.,0.,0.

6.,6.,80.,80.

T

-42.,90.,42.,90.

PG: RIGHT REAR STABILIZER

4,0

-42.,-6.,0.

-48.,-20.5,0.

-44.,-20.5,0.

-24.,-6.,0.

PG: LEFT REAR STABILIZER

4,0
-42.,6.,0.
-24.,6.,0.
-44.,20.5,0.
-48.,20.5,0.

PG: VERTICAL STABILIZER
4,0

-42.,0.,6.
-48.,0.,20.5
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-44.,0.,20.5
-24.,0.,6..

PG: LEFT WING

4,0

3.,6.,0.
-25.,36.,0.
©-12.,36.,0.
40.,6.,0.

PG: RIGHT WING
4,0

3.,-6.,0.
-25.,-36.,0.
-12.,-36.,0.
40.,-6.,0.

BP: RECEIVER AND SOURCE ARE TO MOVE TOGETHER
3

PN:

0.,0.,0.
0.,0.,90.,0.

F

864.,90.,0.
0.,0.,.5

361

SG: THE HH SOURCE
0.1,0.,0. .
0.,0.,90.,90.
-2,0.5,0.

1.,0.

RG: THE HH RECEIVER
0.,0.,0. :
0.,0.,90.,90.
-2,0.5,0.

1.,0. .

‘PR: NORMALIZE TO A SQUARE METER
3 .
8.39E-5,8.39E-6
PP '
T

T,4.12,4.88
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180.,0.,-30.

-60.,20.,10.

XT: TURN OFF DIRECT FIELD
EN:

in file unit IUG:

RP
ALL
DP
"ALL
RPDP
ALL
DPRP
ALL

- RC

ALL
DC
ALL
DN
ALL
RN
ALL
END

The calculated results for horizontal polarization in the azimuth plane
using an ellipsoidal fuselage is shown in Figure 7.89. This can be compared
with the measured result in Figure 7.88. As a note, an ellipsoid can be
used to approximate a cylinder or a cylindrical section as was done above by
setting CCN and CCP large and truncating, but care must be taken because
if values are too large for the given model or the given path numerical
inaccuracies may degrade the output. '



(‘uru gz stawiy uni (0G¢8 YYA) "oBefasny oyy 1oj prosdiffs pajesunyy
© S3SN pUR JUOD ISOU ® IPN{IUL J0U s30p [opowt Jndwos sy J, -sue[d yjnuit
-ze 3} ul uoljyezirejod [vjuoZIIOY I0J }[NSAI GHY PI1e[NO[R)) :68°L 2InJI

JTONV

0 0¢ 09 06 o ocl N
| | ! | | &

<

Ov-

0y -

0t~
gd

01—

Ig | g0z ‘xq



ORIGINAL PAGE IS
OF POOR QUALITY

312 Ex. 20C

' 7.26 Example 20C: Near Zone Scatter, Us-
ing a Cone Frustum

This example illustrates the use of the CC and the BF commands. In this
example the same plane will be modelled as for Example 20A, but with the
cylinder used for the fuselage replaced by a cone frustum that includes the
nose cone. The RCS of the fuselage only will be considered first, and the
RCS of the complete model second. The input data is given by

CM: EXAMPLE 20C.
CM:  FUSELAGE ONLY.
CE:  POLARIZATION HH, ROLL ANGLE O.

UN:

3

Us:

0

FR:

10.

CC: THE BODY OF THE PLANE
0.,0.,0.

90.,0.,0.,0.

3

4.,4.,72.

5.9,5.9,42.

6.,6.,-42.

BP: RECEIVER AND SOURCE ARE TO MOVE TOGETHER
3

BF: CALCULATE SCATTERED FIELDS
T

PN:

0.,0.,0.

0.,0.,90.,0.

F

864.,90.,0.

0.,0.,.5

361

SG: THE HH SOURCE
0.1,0.,0.

0.,0.,90.,90.
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-2,0.5,0.

1.,0.

RG: THE HH RECEIVER

0.,0.,0.

0.,0.,90.,90.

-2,0.5,0.

1.,0.

"PR: NORMALIZE TO A SQUARE METER
3

8.39E-5,8.39E-5

PP:

T

T,4.12,4.88

180.,0.,-30.

-60.,20.,10. "

XQ:

CE: ADD THE WINGS AND TAIL PLATES AND RERUN.
PG: RIGHT REAR STABILIZER

-42.,-6.,0.
-48.,-20.5,0.
-44,,-20.5,0.
-24.,-6.,0.

PG: LEFT REAR STABILIZER

-42.,6.,0.

-24.,6.,0.

-44.,20.5,0.
-48.,20.5,0.

PG: VERTICAL STABILIZER

-42.,0.,6,

N

, 0.5
-44 ., 0.8
-24.,0.,
PG: LEFT WING
4,0

3.,6.,0.
-25.,36.,0.

N

O O O O
o]
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-12.,36.,0.
40.,6.,0.

PG: RIGHT WING
4,0

3.,-6.,0.
-25.,-36.,0.
-12.,-36.,0.
40.,-6.,0.

XQ:

EN:

Ex. 20C

The calculated result for horizontal polarization with the fuselage only
composed of a multiple cone frustum model is shown in Figure 7.90. The
corresponding measured result is shown in Figure 7.91. The calculated
result for the complete model with cones and plates is shown in F igure 7.92.
This can be compared with the measured result shown in Figure 7.88. Note
that the main body of the fuselage, which is a cylinder, was approximated as

a cone with a very gradual flare (a change of 0.1 inch over 84 inches). Care
. must be taken not to make the flare too gradual as numerical inaccuracies

caln occur.
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Ex. 20C

RADAR CROSS SECTION (dBsm)

4
I STARBOARD
Il

-60 i

]

180 20
ASPECT ANGLE tdegrees)

Figure 7.91: Measured RCS made at Pacific Missile Test Center for hori-

zontal polarization in the azimuth plane of the fuselage only.
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Chapter 8
Space Station Applications

Antenna design considerations for the Space Station is a very large job,
considering its size and the number of diverse antenna systems that are
needed. NASA-LARC! has done extensive scale model measurements on
various antennas and their locations. It illustrates the methodology that
can be used to obtain meaningful design output information from the code’s
model capability. In addition, this chapter explores the comparisons of some
this measured data with this code’s predictions.

8.1 Description of Problem

Engineers involved with placing antennas on structures and ensuring that
they meet performance goals are often faced with very cluttered environ-
ments. The Space Station is a fine example of this type of environment,
as is illustrated in Figure 8.1. This figure only partially shows all of the
antennas that will ultimately be involved. In addition, there will eventually
be many more modules attached to the frame as well as necessary struc-
tures such as solar panels, power radiators, living quarters, etc., that cause
blockage for the antennas.

The antennas must perform many functions and will span many fre-
quency ranges. They must communicate with other satellites in various far:

1The calculations and measurements presented in this chapter, were provided by E. M.
Bracalente and J. Sweet of National Aeronautics and Space Administration, Langley Re-
search Center. The authors wish to recognize their efforts in obtaining this material and
in their generosity in allowing their results to be presented here.
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Figure 8.1: Illustration of the Space Station with some of its many antenna

systems.
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and near orbits, with in coming vehicles that will dock with it, and with
men that can be outside working on experiments. The number of antennas
and whether passive or active circuitry will be needed can greatly impact on
the cost. Once the design is finalized and then put on the space station, it
* will be much more difficult to make a change, if it does not work correctly,
since it will then be in orbit. Making wise choices based on sound data,
therefore, is essential in the design process. To complicate things, as can
be seen from the illustration, the space station is very large and even in a
compact measurement range is difficult to model as an entire structure at
reasonable scale model frequencies.

A typical design process on a couple of antenna placement situations
will be shown here as a guide to how a code like the NEC-BSC can be used
to help the antenna designer make decisions. Any general purpose user
oriented code obviously has limitation, so understanding how to effectively
use its strengths, avoid its weaknesses, validate the ensuing approxlmatnons,
and understanding their implications is essential.

8.2 Sighting of Antennas

One of the first considerations of antenna placement is the direct line of sight
coverage, especially at UHF and above. It is obvious that with a structure
as large as the Space Station, there will be many chances for blockage of
the signal from source to receiver. In addition, some of the structures must
move relative to the antennas. The solar panels are an example whereby
they must orient themselves to the location of the sun. The Space Station
itself is moving in a low level orbit and can be communicating with other
satellites in quite different orbits. In these cases, it is necessary to have
three dimensional knowledge about the blockage for many different antenna
locations and structural orientations.

It is not necessary at this phase of the process to worry about the
total field values. The NEC-BSC has an obscuration option that allows
the user to just obtain the blockage of the direct line of sight signal. This
feature is relatively fast, since it only uses the shadowing algorithms in the
code. It is, however, a brute force technique that is very appropriate for
field calculations but not a wise choice for the large amount of obscuration
information needed in this case. For this reason, a special purpose code (3]
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— TARGET ANTENNA
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Figure 8.2: Space Station configuration showing antenna location used for
shadowing example.

was written that directly projects the structures onto the far zone sphere
as seen relative to the antenna. It uses a compatible input set with the
NEC-BSC. More importantly, however, is that it provides several orders
of magnitude speed improvement over the NEC-BSC for these purposes.
The user can try many different candidate location with the structure in
various configuration. Once a few choice candidate location are found than
the user can move on to the next phase of determining whether the location
is suitable in terms of other considerations as will be discussed below.

As an example of the use of the obscuration code, consider the Space
Station configuration in Figure 8.2. The target location of an antenna is
indicated in the illustration. An input set is first constructed, as indicated
in this manual, consisting of a number of plates representing the frame and
solar panels. Cylinders are used to represent the living quarters. The solar
‘panels are rotated out of the paper at an angle of § = 45°.

The Obscuration Code projects the above structure on to the far zone

sphere, as illustrated in Figure 8.3. This figure represents a Mercator type
projection with the shadowed regions for the particular antenna location
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[ )

SIrRUCTURE —

0.0

Figure 8.3: Calculated obscuraton of the target antenna showing shadow
of the Space Station.

and space station orientation represented as the darkened region. This
figure indicates, that if all space is to be covered by an antenna system,
four antenna locations would be needed at the four corners of the frame.

8.3 Volumetric Pattern Study

The next issue to be addressed is the type, orientation, and effect of the
structure on the antenna pattern. For the results shown below a candi-
date antenna of a nine element three by three array of uniformly phased
A/4 crossed slots spaced 3/8) apart with a cosine amplitude distribution
is used. The antenna is first studied looking straight out to the right. The
volumetric pattern of the antenna without the space station present is illus-
trated in contour and three dimensional plots in Figure 8.4. The volumetric
pattern calculated in the NEC-BSC with the space station present is shown
in Figure 8.5. Notice that a similar obscuration pattern due to the struc-
ture is visible in this field pattern plot as in the shadow map in Figure 8.3.
In addition, there is a strong region of multipath interference from the solar
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panels indicated in the upper region of the plot. As a potential fix to this
situation, the antenna is rotate up at an angle of 45°. The pattern without
the space station is indicated in Figure 8.6 and the pattern with the space
station is indicated in Figure 8.7. Notice that the obscuration and multi-
path have been greatly reduce by a wise use and positioning of the antenna
pattern. . |

Other type of candidate antennas can now be tried for this location and
orientation until the best match is found. For example, a higher gained
antenna that can be actively scanned could be tried, etc.

8.4 Modeling Validation

The final step in all modeling problems is validation of the results and con-
clusions. As an illustration, a slightly different situation will be studied.
Consider the Geosynchronous Positioning Satellite (GPS) antenna as indi-
cated in Figure 8.1. It is in a very cluttered region on the top of the Space
Station. This upper region is model using plates and cylinders as illus-
trated in Figure 8.8. A similar model has been constructed and measured
at NASA-LARC. The Space Stations support frame has been modeled as
solid flat plates in this example. It is assumed for now to be a worst case
estimate. The antenna is a circular microstrip patch antenna measured at
a scale frequency of 15.8 GHz. The full scale frequency is 1.22 GHz. The
comparison of the antenna alone without the space station is illustrated
in Figures 8.9 and 8.10 for the E-plane and H-plane pattern cuts, respec-
tively. Note that it is a good idea to match the patterns of the source by
itself to ensure With the space station present, the comparison between
" measured and calculated patterns for the two principal cuts is illustrated
in Figures 8.11 and 8.12. The results are also compared for various other
pattern cuts in Figures 8.13-8.20 for § = 60° to 6 = —60° in 15° steps
respectively. The results compare very well validating the model for this
situation. It also illustrates the particular location may not be optimum
for the GPS antenna placement.
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Figure 8.4: Contour and 3-D plot of volumetric Eq pattern of target antenna
mounted vertically without the Space Station.
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Figure 8.5: Clontour and 3-D plot of volumetric Eq pattern of target antenna
mounted vertically on the Space Station.
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Figure 8.6: Contour and 3-D plot of volumetric Eq pattern of target antenna
mounted at a 45° angle without the Space Station.



ORIGINAL PAGE IS
OF POOR QUALITY

328

Figure 8.7: Contour and 3-D plot of volumetric Ey pattern of target antenna
mounted at a 45° angle on the Space Station.
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£

N4

a.) Measured b.) Calculated

Figure 8.9: Comparison of E-plane cut (¢ = 0°) measured and calculated

patterns for the GPS antenna without the Space Station.

a.) Measured b.) Calculated

Figure 8.10: Comparison of H-plane cut (¢ = 90°) measured and calculated

patierns for the QG PS antenua without the Space Station.
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a.) Measured b.) Calculated

Figure 8.11: Comparison of E-plane cut (¢ = 0°) measured and calculated
patterns for the GPS antenna with the Space Station model. "

a.) Measured b.) Calculated

Figure 8.12: Comparison of H-plane cut (¢ = 90°) measured and calculated
patterns for the GPS antenna with the Space Station model.
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a.) Measured

b.) Calculated

Figure 8.13: Comparison of elevation cut (¢ = —60°) measured and calcu-
lated patterns for the GPS antenna with the Space Station model.
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a.) Measured b.} Calculated
Figure 8.14: Comparison of elevation cut (¢ = —45°) measured and calcu-

lated patterns for the GPS antenna with the Space Station model.
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Figure 8.15: Comparison of elevation cut (¢ = —30°) measured and calcu-
lated patterns for the GPS antenna with the Space Station model.
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Figure 8.16: Comparison of elevation cut (¢ = —15°) measured and calcu-

lated patterns for the GPS antenna with the Space Station model.
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a.) Measured 'b.) Calculated

Figure 8.17: Comparison of elevation cut (¢ = 15°) measured and calcu-

lated patterns for the GPS antenna with the Space Station model.

a.) leasured : b.) (‘,‘alculated

Figure 8.18: Comparison of elevation cut (¢ = 30°) measured and calcu-

lated patterns for the GPS antenna with the Space Station model.
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a.) Measured b.) Calculated

Figure 8.19: Comparison of elevation cut (¢ = 45°) measured and calcu-

lated patterns for the GPS antenna with the Space Station model.

f (A
a.) Measured ~ b.) Calculated

Figure 8.20: Comparison of elevation cut (¢ = 60°) measured and calcu-
lated patterns for the GPS antenna with the Space Station model.
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8.5 Overall Considerations

Many more details need to be considered before the antenna designer is
finished. The above examples are meant to just illustrated some key points.
In addition to pattern distortion effects, the engineer would potentially have
to take in to consideration the coupling (electromagnetic compatibility)
between antennas for the locations, frequencies, and antenna types chosen.
In addition, the implications of the modeling approximations made need
to be determined. In the above illustration, for example, it needs to be
determined whether the solid plate model is an appropriate approximation
for the lattice structure actually involved. Measurements to this effect are
planned at NASA-LARC but are unavailable at the time of this printing.

In addition, many of the learning steps have been left out of the above
examples for brevity. For example, it should be noticed that the validation
measurements above include only a small area of the space station. This
turns out to be appropriate because the rest of the space station will not
greatly influence that pattern. Other consideration involved in the model-
ing decision process chosen is the size of model that can be conveniently
measured and the calculation times involved for larger models. In addition,
much can be learned by slowing adding details into the calculation model.
It helps determine if and/or when a incorrect plate or cylinder dimension
or orientation is input. It, also, gives physical insight into what parts of
the structure are contributing to the overall resultant pattern.



Appendix A

Array Dimensions

The number of plates, edges, sources, receivers, etc., is determined by how
large the arrays are dimensioned for the particular storage variable in the
computer code. The array dimensions can be changed by the user to a
desired maximum size in the code and then the code can be recompiled.
This has been facilitated by using the PARAMETER statement which is
standard FORTRAN 77. Unfortunately, standard FORTRAN requires that
the particular variables defined by the PARAMETER statement be in each
subroutine that they are needed. This means that the user can find a
given storage variable by using an interactive editor, such as EDT, EVE,
or LSE on a DEC computer and change every occurs of that variable. The
variable defining the number of any given changeable parameter is the same
throughout the code, and is not used for any other definition. The variables
that can be changed and their description is given here:

NCX: The maximum number of curved surfaces that can be defined.

NEX: The maximum number of edges (or corners) that can be defined per
~ plate. :

NIX: The maximum number of interpolation points that can be defined
- for a look up table for antenna patterns.

NLX: The maximum number of layers of dielectric material that can be
defined per plate.

337
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NNX: The maximum number of rims that can be defined per curved sur-
face unit.

NOX: The maximum number of observation points that can be defined
by a given single pattern cut.

NPX: The maximum number of plates that can be defined.
NRX: The maximum number of receiver antennas that can be defined.
NSX: The maximum number of source antennas that can be defined.

NTX: The maximum number of UTD terms that are can be defined.

The PARAMETER statements are scattered throughout the code where
ever they are needed to define array dimensions. A list of the location of
these variables at the time this document is being written are given here.
It is still a good idea to let the computer help the user find all occurences,
however, to insure that all have been found and change to exactly the same
size.

NCX: Main, CAPINT, CMD, CSEP, CSNAT, CSRGP, CSRRP, CSURF,
CSVAR, CTERMS, CYLINT, CYLROT, DFPTCL, DIFCYL,
DIFRIM, FCT, FKARG, FLCS, FLDN, FLDS, FLG, FLGS, FLN,
FLRS, FLS, FLSD, FLSR, FUNI, GEOMCS, GEOMPC, NANDB,
RADCV, RCTEST, REFCAP, REFCYL, RFDFIN, RFPTCL, RF-
PTCS, RFPTFZ, RFTEST, SCFLD, SPT, TANG

NEX: Main, CMD, CTERMS, DFPTWD, DIFPLT, DIFTRM, DPLRPL,
DPTNFW, DREFLD, DTRFLD, FLD, FLDD, FLDR, FLDRR,
FLDS, FLR, FLRD, FLRDR, FLRR, FLRRD, FLRRR, FLRS,
FLSD, FLSR, GEOMG, GEOMP, GEOMPC, GEOMPS, IMAGE,
PLAINT, REFBP, REFPLA, RFPTCL, RPLDPL, RPLRPL

NIX: Main, CMD, RECEVR, SOURCE

NLX: Main, CMD, DIFPLT, DIFTRM, DPLRPL, DREFLD, GEOMG,
GEOMP, PLAINT, REFPLA, RPLDPL, RPLRPL, SLABCF
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NNX: Main, CAPINT, CMD, CSEP, CSNAT, CSRGP, CSRRP, CSURF,

CSVAR, CTERMS, CYLINT, CYLROT, DFPTCL, DIFCYL,
DIFRIM, FCT, FKARG, FLCS, FLDN, FLDS, FLG, FLGS, FLN,
FLRS, FLS, FLSD, FLSR, FUNI, GEOMCS, GEOMPC, NANDB,
RADCV, RCTEST, REFCAP, REFCYL, RFDFIN, RFPTCL, RF-
PTCS, RFPTFZ, RFTEST, SCFLD, SPT, TANG

NOX: Main, CMD, DIFPLT, FLDD, OUTPLT, OUTWRT

NPX: Main, CMD, CTERMS, DFPTWD, DIFPLT, DIFTRM, DPLRPL,

DPTNFW, DREFLD, DTRFLD, FLD, FLDD, FLDR, FLDRR,
FLDS, FLR, FLRD, FLRDR, FLRR, FLRRD, FLRRR, FLRS,
FLSD, FLSR, GEOMC, GEOMP, GEOMPC, GEOMPS, IM-
AGE, PLAINT, REFBP, REFPLA, RFPTCL, RPLDPL, RPLRPL,
SLABCF : |

NRX: Main, CMD, GEOMR, RECEVR

NSX: Main, CMD, GEOMCS, GEOMPS, GEOMS, SOURCE, SOURCP

NTX: Main, CTERMS
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Appendix B
Logical Unit Numbers

The read and write operations in this code are done on different logical unit
numbers depending on the situation. For example, the command words and

UTD terms are read from different files. The assignment of these logical

unit numbers are made in a common block called INOUT which is placed

where needed throughout the code. The unit numbers may be changed by

{he user for his particular needs. This can be accomplished in the BLOCK

DATA statement where the individual variables are set. The variables with

their corresponding purpose are given as follows: '

TIUG: The logical unit number associated with reading the UTD terms to
be calculated. :

TUI: The logical unit number associated with reading of the input com-
mands.

TUO: The logical unit number associated with writing the echoed infor-
mation of the commands and the final printable results calculated by
the code.

IUP: The logical unit number associated with writing the plottable output
data to a file.

IURI: The logical unit number associated with reading the interpolated
antenna pattern data look up table for the receiver.

JUSI: The logical unit number associated with reading the interpolated
antenna pattern data look up table for the source. ’
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IUT: The logical unit number associated with temporarily reading and
writing the UTD as they are being processed.

IUW: The logical unit number associated with writing warning messages
generated by the code. '

The location at which these variables are used are given here. This
gives an indication of where the read and write operations of the code
are located. This listing may not be complete for the version being used.
The safest approach is to let the computer search out the location of the
variables desired.

IUG: Main, CTERMS
IUIL: CMD, CREAD

IUO: Main, CAPINT, CFIELD, CMD, CREAD, CTERMS, CYLINT,
DIFCYL, DIFPLT, DIFRIM, DPLRPL, FLDD, GEOMCS, GE-
OMG, GEOMP, GEOMPC, GEOMPS, GEOMR, GEOMS, OUT-
WRT PLAINT, PRIOUC, PRIOUT, RECEVR, REFCAP, REFCYL,
REFPLA, RPLDPL, RPLRPL, SCFLD, SOURCE, SOURCP, WD

IUP: Main, OUTPLT ’
IURI: CMD
IUSI: CMD

IUT: CFIELD, CTERMS, FLCS, FLD, FLDD, FLDN, FLDR, FLDRR,
FLDS, FLG, FLGS, FLN, FLR, FLRD, FLRDR, FLRR, FLRRD,
FLRRR, FLRS, FLS, FLSD, FLSR

IUW: CSNAT, CSURF, DFPTCL, GEOMP, POLYRT, RFPTCL, RF-
PT(S, TANG



| Appendix C

Installation and Operation

(VAX)

This version of the code has been developed on a VAX computer. The cod-
ing is standard FORTRAN 77, however, so it should run on any machine.
This section is intended to give some hints on using this code with a VAX
operating system, in this case VMS version 4. Other computers most likely
will have similar facilities.

The NEC-BSC code is usually supplied on a 9 track magnetic tape in
one of two ways. If a VAX tape is requested, the code is placed on the
tape with VAX ANSII tape label and headers at 1600 BPI. The label is
usually “OSUESL”. The “COPY” command is usually used instead of the
“BACKUP” command. This file will contain tabs and continue statements
will start with numbers in the first column after the tabs. The name of the
code will be “NECBSC31.FOR” or possibly “NZBSC31.FOR”. A paper
label is normally on the external surface of the tape reel with the specific
information.

The second way the code is place on the tape is in unlabelled, unblocked
or blocked at most likely 800, with 80 characters/record (card image for-
mat). The tabs will have been removed, the continued statements will be
realigned, etc. This format takes up a lot of tape since it has many inter- -

record gaps. In addition, it will take up more disk space after it is read

because of the trailing blanks. These may be removed during the time the
tape is read or afterwards. Again a paper label is normally on the tape
with the specific formatting information. No name is given to the code in
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this case since there is no header information.

Once the code or codes are read off the tape and placed onto the com-
puter disk, the code is ready to be used. It is self contained in one file. All
that needs to be done is to “FORTRAN” and “LINK” the code to obtain
an executeable file. It is recommend at this printing to use the “/NOOP-
TIMIZE” option of the VAX compiler. Errors have occurred using the
optimizer supplied that can not be easily traced.

The code is delivered entirely in FORTRAN 77, however, a couple of
VAX specific subroutines are present but commented cut. The first is the
subroutine GETCP which gets the CPU time from the CPU clock. To use
this feature on a VAX the commented lines just need to be reinstated. On
another machine similar type lines can be place here for the CPU time. In
addition, in the subroutine QUTPLT two subroutines for the date (DATE)
and time (TIME) have been commented out. Similarly they can be uncom-
mented on a VAX or a like statement can be used if this feature is desired
for the plottable output file.

If the particular machine being used does not automatically save vari-
able values and strange behavior is seen when running the code, a blanket
“SAVE” may be necessary. This is automatically done on a VAX. Consult
your local system manuals, if problems are detected.

Next it is suggested that the user get into an editor preferably a screen
editor such as “EVE”, “EDT”, or “LSE” and type in one of the examples in
Chapter 7. Upon exiting the editor, the user needs to make the association
of the input file name with the logical unit number used to read the input
file. On a VAX this can be done with something like:

$ASSIGN FILE.INP FOROOS

The printable output will come out on the screen in this case. The
complete list of logical unit numbers for input and output is given in Ap-
pendix B. A more convenient way to accomplish this on a VAX is to use a
command procedure that makes all the assignments for you. An example
of this is given here. It runs the code and makes all the assigniments using
the same name as the input file, but adding different file types for the dif-
ferent 1/O operations. It prompts the user for the input file if he forgets.
It assumes a “.INP” file type unless otherwise specified. In addition, if a
return is given it uses the previous information. Typing “OUT” in the after
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on blank on the line will send the prmtable output to a file “FILE.OUT”
instead of the screen.

The following command procedure assigns the input (.INP) , printable
output (as an option) (.OUT) , plottable output (.PLV), term processor
(.INT), and term scratch file ((,TEM). It also will initiate a “DEBUG”

section, if the code has been compiled an linked with the debug option.

$IF F$MODE() .EQS. "BATCR" THEN GOTO NOINQ
$IF P1 .EQS. "" THEN IEQUIRE Pi "INPUT FILE"
$IF P1 .EQS. "" THEN GOTO OLDIN

$NOINQ: '
$D=F$PARSE(P1,, ,"DEVICE")
$1=F$PARSE(Pi,,,"DIRECTORY")
$N=F$PARSE(P1,,,"NAME")
$T=F$PARSE(P1,,,"TYPE")
OV=FOPARSE(P1..,"VERSIOI")

'll =ID))I)).)

$IF T .EQS. “"." THEW NI:='NN’". INP"

$IF T .BES. "." THEN RI:='NN’'T*'V?

_$ASSIGE 'BI’ FOROOB

$1F F$MODE() .EQS. "BATCH" THEN GOTO AOUT

" '$IF P2 .EQS. "OUT" THEN GOTOC AOUT

$1IF FS$LOGICAL("FOROO8") .NES. "" THEN DEASSIGN FOROOS
$GOTO ¥OUT

$ADUT:

$ASSIGE *EN’.QUT FOROOS

$30UT:

$ASSIGE 'HE’.PLV ronoo7

$ASSIGE ’NN’ . INT FOROOB

$ASSIGN NN’ .TEM FOROO9

$OLDIN:

$SHOV LOGICAL FOROOB

$SHOW LOGICAL FOROO8

$SHOW LOGICAL FOROO7

$5SHOW LOGICAL FOROO8

$SHOW LOGICAL FOROO9

¢IF P2 .EQS. "DEBUG" THEN GO TO DOUT
$RUE/NODEBUG USER1: [RJH]lncsscsx
$EXIT

$DOUT:

$DEFINE/USER_NODE SYS$IJPUT SYS$COMMAND
$RUN/DEBUG USER1: [RININECBSC31

SEXIT

Once the code is run the data can be check with the output in the
example run. A few of the examples have numbers given. Most of the
examples have just plots. An example for interfacing the plottable file with
a plot program is given in Appendix D. A geometry drawing package that
reads the input sets for this code is also useful for checking purposes before
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the code is run. This is discussed in Appendix E. It is recommended that
more than one example be run to verify the operation of the code.
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Appendix D

Plottable Output

‘“The NEC-BSC has an option that creates a output file that can be used for

interfacing with other codes. This file is invoked using the PP command
in the input data. One of the most useful codes that can be used with data
is a plotting code. This has been set up as an external code because most
plotting operations are not the same on different computer installations.

The information on this file is written unformatted. It is written and
read on logical unit number IUP (see Appendix B). It contains information
about the type of pattern that was taken, whether a receiver was present or
what electric, magnetic, and polarizations are given. In addition, it gives
data on the size and range of the plot window given in the PP command in
the input set. This information can be obtained by using read statements
similar to the ones given here.. -

C!'t! Read plot information.
cet
C!'t! Read plot file type index.

READ(IUP,XI0OSTAT=IERR) ICUDYP
IF (IERR.GT.O) THEN
WRITE(URIT=IUO,FMT=’(A,14)’) ' READ ERROR, IOSTAT= ’,IERR

STOP
EED IF
C'!' Read data type and polarization type.
READ(IUP) IVTYP,IVPOL
C!!! Read pattern type and movement information.

READ(IUP) LPATR,LPATS,LVOLP,UPH, NPV
READ(IUP) LRCTR,IPTR,PATR
READ(IUP) LRCTS,IPTS,PATS
C!'' Read frequency information.
READ(IUP) LFQG,FRQG,NFQG,FQGS,FQGI
C'!'! Read information for near or far zone
C!!'! und vhether or source of receiver is present.
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READ(IUP) LEEAR,LRCVR
READ(IUP) LHEAS,LSORC
READ(IUP) LSHDW
C!!! Read range distance information.
READ(IUP) LRANG,RAKG
C!!! Read normalization information.
READ(IUP) LPRAD,IPRAD,PRADR,PRADS
READ(IUP) CI11,CI22,211,222
C!!t Read plot size information.
READ(IUP) LPPREC,PPXL,PPYL,PPGRD
C!!! Read pattern cut index.
READ(IUP) IIV
Ct!t Read fields.
IF (LRCVR) THEN
Ct!! Read coupling or shadowing.
READ(IUP) (C(IJV),IJV=1 0FP)
ELSE
IF (IVTYP.EQ.1.0R.IVTYP.EQ.3) THEN
C!'!! Read E-radial or -x.
' IF (IVPOL.EQ.1.0R.IVPOL.EQ.4.0R.IVPOL.EQ.5.0R.IVPOL.EQ.T) THEN
READ(IUP) (E(4,1JV),IJV=1,NFP)
END IF
C!!! Read E-theta or -y.
IF (IVPOL.EQ.2.0R.IVPOL.EQ.4.0R.IVPOL.EQ.6.0R.IVPOL.EQ.T) THER
READ(IUP) (E(2,1JV),IJV=1,NFP)
END IF
C!!! Read E-phi or -=z.
IF (IVPOL.EQ.3.0R.IVPOL.EQ.5.0R.IVPOL.EQ.8.0R.IVPOL.EQ.7) THEN
READ(IUP) (E(3,1JV),IJV=1,NFP)
ERD IF
EED IF
IF (IVTYP.EQ.2.0R.IVTYP.EQ.3) THEN
Ct!! Read E-radial orxr -x.
IF (IVPOL.EQ.1.0R.IVPOL.EQ.4.0R.IVPOL.EQ.6.0R.IVPOL.EQ.7) THEN
READ(IUP) (R(1,13V),IJV=1,RFP)
END IF
C!!! Read H-theta or -y.
IF (IVPOL.EQ.2.0R.IVPOL.EQ.4.0R.IVPOL.EQ.6.0R.IVPOL.EQ.7) THEN
READ(IUP) (H(2,IJV),IIV=1,NFP)
EED IF
C!!! Read H-phi or -=z.
IF (IVPOL.EQ.3.0R.IVPOL.EQ.5.0R.IVPOL.EQ.6.0R.IVPOL.EQ.7) THEN
READ(IUP) (H(3,1JV),IJV=1,NFP)
EXD IF
EED IF
EXD IF
C!!! Read CPU time and run date and clock time.
IF (IIV.EQ.¥PV) THEKR
READ(IUP,I0OSTAT=IERR) CTIME
IF (IERR.EQ.0) THEN
READ(IUP) RUNDAT,RUNTIM
EED IF
E¥D IF

A plot program is available that reads this information and plots it using
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the ANSII standard Graphics Kernal System (GKS). It can be supplied at
the user’s own risk, since even though GKS is considered a standard, there
is still installation specific startup and device information that needs to
be supplied. It would be on the tape with a name like “NECBSCPT” or
“NZPLT?”. It is mostly written in FORTRAN 77, with the exception of
VAX specific file names, the “DATE” and “TIME” calls, and a “$” used
in the format statements that keeps the cursor on the same line after a
question is asked. '

The plotting code that can be supplied queries the user on the terminal
in an interactive fashion. The question follow in the following general order.

First it asks if more that one pattern trace is to be plotted on the same
graph. Next it tells the used whether coupling or electric and or magnetic
fields are contained in the file. If there is an option it will ask what type
of field or power is to be plotted. The code next tells the user what range
of the patiern angles, distance or frequency is contained on the file along
with the maximum, minimum, and a average value for each polarization.
The user can then choose if he wants to plot the all the polarizations or a
specific one. A symunetry option about zero is given if only half the data
was calculated but a complete symmetric plot is desired.

The code then tells the user what the stored information for the p]ot—
ting grid and window has been provide by the PP command. This can
be overridden at this time with new information typed in. If the stored
information is chosen, it gives the user the option to change the maximum
grid window still preserving the same dynamic range on the stored list. The
code is now ready to plot the results.

The user next needs to supply GKS with information about the type
of devise and workstation code number. This is installation dependent and
the user should determine this for his computer system and change the
subroutines PLTINI and PLTCLS for convenience, if necessary. A plot
should result similar to those in the examples chapter.
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Appendix E

Plottable Geometry

A code that draws the geometry of the structure under analysis can be
provided. It is based on GKS like the pattern plot code discussed in Ap-
~ pendix D. It is placed on the tape with the name “NECBSCGM?” or pos--
sibly “DRAWS3”. It is supplied at the users own risk to get it running on
their system. It is written primarily in FORTRAN 77, however, some non
standard VAX specific options are present in subroutine NOTF77. These
can be change if necessary. In addition, the GKS initialization can be
system dependent. These can be changed in subroutine INIGKS. '

The geometry plotting code uses the same input set as the EM code.
It makes a good preprocessor to check the input sets. The command in-
terpreter is the same as the EM code. In addition, it uses many of the
_same geometry subroutines to process the input so that it provides a vi-
sual validation of the algorithms in the EM code for the users particular
geometry.

This code is highly interactive. The following discussion gives a brief
overview of the commands available.

Overview

The geometry plotting uses the following three basic commands:
DRAW for displaying an object,

_SET for changing parameter values, and
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SHOW for exainining parameter values.

A seconddry set of general purpose commands are used for modifying
the graphics environment or the state of the geometry plotting code. This
set includes the following commands:

PATTERN CUT NOPATTERN CUT EXIT
SHADOWING  NOSHADOWING  SPAWN
TEXT_WINDOW NOTEXT_WINDOW FLUSH
BOX NOBOX HELP

All commands described in the following section are in response to the

DRAWS> prompt.

Command Description

Command parameters or qualifiers separated by ”,” means one of the pa-
rameters or qualifiers should be chosen. Parameters in ”[ ]” are optional.
An uppercase parameter means it is a default. All output examples shown
in the figures here are based on a Boeing 737 airplane input file. All the
input files used by geometry plotting code are of the same format as the in-
put files for the EM code. The Boeing 737 input file with only the geometry
information needed to test the geomety plotting code is given here:

CE: THIS IS A TEST OF THE B737.
UN: INCHES

3

PG: RIGHT WING
6,0
3.9,4.9,-1.
3.9,-7.5,-1.
9.,-7.5,-1.
27.9,-13.6,-1.
27.9,-10.4,-1.
9.,.97,-1.

PG: LEFT WING
6,0
-3.9,4.9,-1.



-9,.97,-1.
-27.9,-10.4,-1.
-27.9,-13.6,-1.
. -9.,-7.5,-1.
-3.9,-7.5,-1.
PG: LEFT TAIL
4,0
-.6,-33.25,2.9
-2.,-26.45,2.9
-10.7,-32.6,2.9
-10.7,-35.8,2.9
PG: RIGHT TAIL
4,0
.6,-33.25,2.9
10.7,-36.8,2.9
10.7,-32.6,2.9
2.,-26.45,2.9
PG: VERT. STABILIZER
4,0

0,-30.,1.5
0,-34.,17.5
0,-30.,17.5
0,-19.7,3.9

CC: FUSELAGE
0.,0.,0.
90.,90.,90.,0.
5 ,
.6,.6,27.8
2.4,2.4,23.3

. 3.9,3.9,13.3
3.9,3.9,-13.3
.26,.26,-34

XQ:

EN:

DRAW [all] [FULL_PAGE , report size]
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It may be abbreviated to D. This command is used for displaying an object.
The graphics package used for this purpose is GKS. An example of a DRAW
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REPORT SIZE command output appears on Figure E.1.
Parameters:

ALL : May be abbreviated to A. It simultaneously displays the object.
along all three reference coordinate system axes views, and in the
current theta/phi view (X,Y,Z, and theta/phi). If not used, only the
“theta/phi view is displayed. An example of a DRAW ALL command
appears on Figure E.2.

Qualifiers:

FULL PAGE : (default) May be abbreviated to F. It displays the speci- '
fied theta/phi view of the object in a full page size.

REPORT SIZE : May be abbreviated to R. It displays the vspeciﬁed
theta/phi view of the object in a report size.

SHOW origin , scale factor , device , window , view

It may be abbreviated to SHO. This command displays the requested pa-
rameter..

Parameters:

ORIGIN : May be abbreviated to O. Shows the centroid of the object in
the Reference Coordinate System.

SCALE _FACTOR : May be abbreviated to S. Shows the current scale

factor.

VIEW : May be abbreviated to V. Shows the current values of theta and
phi.

DEVICE : May be abbreviated to D. Identifies the current graphics de-
vice used.

WINDOW : May be abbreviated to W. Shows the current graphics win-

dow extend or width.
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Figure E.1: Output of a DRAW REPORT SIZE command after a SET

VIEW 45.,45.is given.
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SET origin , scale factor , device , window , view

It may be abbreviated to SE. This command sets a new value for the
specified parameter. If a value is not directly specified in the command,
the program is displaying the current value of the parameter and prompts
for a new value. After each parameter change, the new value is displayed.

Parameters:

ORIGIN [ x,y,z ]: Places the centroid of the object at the point (x,y,z)
in the Reference Coordinate System. The code defaults to setting the
origin at the center of the graphics window.

SCALE FACTOR | value ]: Changes the scale factor to the value spec-
ified. The code sets the default value of the scale factor in such a way
that the geometry about to be drawn fills out the screen. A new value
of the scale factor enlarges or reduces the object about the centroid.

DEVICE: Prompts for a new graphics device.

VIEW [ theta,phi |: Changes the view 'acvcording to the new theta and
phi. ’

WINDOW [ width |: Changes the window extend to the new width
specified. '

EXIT

It may be abbreviated to EX. This command terminates execution of the
geometry plotting code. ' '

PATTERN CUT

It may be abbreviated to P. This command causes all sﬁbse’quex_xt angular
(theta, phi) specifications to occur with respect to the pattern_cut coor-
dinate system. This is the system with respect to which electromagnetic
measurements are made, thus views with respect to this coordinate system
might be useful for understanding results obtained using the electromag-
netics code. : '
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NOPATTERN CUT

It may be abbreviated to NOP. This command causes the theta/phi spec-
ifications to occur with respect to the reference coordinate system. A ref-
~erence system view is the default and can be changed to the pattern cut
system view by executing the PATTERN .CUT command. Reference coor-
dinate system views might be more useful than the pattern cut views when
the user wants to understand the geometry input to the electromagnetics
code.

SHADOWING

It may be abbreviated to SHA. This command causes the object to be
displayed with hidden parts removed. Shadowing is the default value. Cur-
rently, plates and curved surfaces do not shadow one another.

NOSHADOWING

It may be abbreviated to NOS. This command causes the program to dis-
play all features, the object is not shadowed.

TEXT WINDOW

It may be abbreviated to T. This command reenables the appearance of the
text window at the bottom of the picture generated by a DRAW command.
This is the default when the program is executed unless changed by the

NOTEXT_WINDOW command.

NOTEXT WINDOW

It may be abbreviated to NOT. This command results in no text window
appearing at the bottom of the picture. This feature becomes very handy
in cases where the user wants to view a plot on a terminal screen quickly, v
since the generation of the text window is time consuming.
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Figure E.3: Output of a DRAW command after a NOTEXT, NOBOX, and
SET VIEW 45.,315. is executed. -

BOX

It may be abbreviated to B. This command enables a border line to enclose
the picture created by a DRAW command. It is the default when the
program is executed unless changed by the NOBOX command.

NOBOX

It may be abbreviated to NOB. This command disables the picture border
line. 1t has the reverse effect of the BOX command. It is useful for report
wriling purposes where it is only desirable to have the geometry plot with-
out the border line or the text window. An example of this feature appears
on Figure E.3.

SPAWN

It may be abbreviated to SP. This command allows the user to execute
VMS commands without exiting the DRAWS program.

FLUSH

It may be abbreviated to F. This command clears the graphics buffer and
sends the plot to the specified plotting device for a hard copy.
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HELP [command]

It may be abbreviated to H. This command provides a simple interactive
help facility for the user. If a command is not specified, the program lists
all commands for which help is available.
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